
Photography, text and jewelry design © 2008 FusionBeads.com Inc. 
 

Chain Reaction by FusionBeads.com 
 

 
 
Approximate finished length: 20.5 inches 
 
Beads and other products needed for one necklace: 
 
1 - 41mm Silver-Filled Flat Circle Component (SF0110) 
18 inches - 3.2mm Sterling Silver Twisted Cable Chain (CN5218) 
18 inches - 2.6mm Gunmetal Plated Base Metal Chain (CN5205) 
21.5 inches - 2.2mm Gunmetal Plated Base Metal Chain (CN5211) 
1.75 inches - 2.2mm Silver Plated Base Metal Chain (CN5209) 
1.5 inches - 2.2mm Gold Plated Base Metal Chain (CN5208) 
1 - 16mm Antique Silver Plated Large Tapered Toggle Clasp (SP2147) 
2 - 5mm Silver-Filled 20 Gauge Open Jump Rings (SF0202) 
3 feet - 26 Gauge Silver-Filled Dead Soft Wire (WW0125) 
 
Tools needed to complete the necklace: 
 
Wire cutters 
Chain nose pliers 
 
 
Beading Techniques needed to complete the necklace:  
 
Covering a Component - Surface 
Opening and Closing a Jump Ring 
Cutting Chain Efficiently 
Lark’s Head Knot 
 
For step-by-step photos and instructions on these and other techniques, visit FusionBeads.com and select Beading 
Techniques from the top navigation bar. 
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Instructions to complete “Chain Reaction” necklace:  
 
Tip 
The pendant is made by covering a component with wire as shown in the Cover a Component Technique without 
beads. Four lengths of chain are woven into that wire by picking up one end of a length of chain and continuing to 
wrap the wire around the component, then adding in the other length of chain when you reach the opposite side of 
the component. To help determine the placement of the chain, use a permanent marker. 
 
Step 1 
Using wire cutters, cut the 2.2mm gunmetal plated base metal chain into two 1.75-inch lengths (17 links each) and 
one 18-inch length (see Cutting Chain Efficiently Technique). 
 
Step 2 
Carefully lay the two 1.75-inch lengths of gunmetal chain from Step 1, the 1.75-inch length of silver plated base metal 
chain, and the 1.5-inch length gold plated base metal chain over the silver flat circle component. Find the location on 
each side of the component where the ends of each length of chain meet the component precisely (not extending over 
or falling short of the side of the component). With a permanent marker, lightly mark the component where each end of 
the four lengths of chain meets the component. These marks will guide you as you wrap in each length of chain in the 
next step.  Make note of which length of chain corresponds to each mark. 
 
Step 3 
Anchor a 3-foot length of silver wire to the silver flat circle component by wrapping it around the component a few 
times (see Covering a Component - Surface Technique). Continue wrapping the wire tightly around the component 
until you reach the first pen mark. If the coils spread out, use chain nose pliers to squeeze the coils together. 
 
Step 4 
When you reach the first pen mark, place one end link of the corresponding length of chain onto the wrapping wire, 
and continue to wrap the wire around the component in the same fashion until you reach the next pen mark. 
 
Step 5 
Continue in this same fashion until all four lengths of chain are attached at one end. Continue wrapping around the 
component until you reach the first pen mark on the opposite side of the component.  Making sure the length of chain 
is straight, place the end link of the corresponding length of chain onto the wrapping wire and continue wrapping the 
wire around the component. Repeat this until both ends of all four lengths of chain are attached to the component. 
 
Step 6 
Using wire cutters, trim the excess wire close to the component. 
 
Step 7 
Using chain nose pliers, open one silver jump ring (see Opening and Closing a Jump Ring Technique). Place one end 
of the 18-inch length of 3.2mm sterling silver twisted cable chain, one end of the 18-inch length of 2.6mm gunmetal 
plated base metal chain, and one end of the 2.2mm gunmetal plated base metal chain from Step 1, and the loop on 
one side of the antique silver plated toggle clasp onto the jump ring. Close the jump ring. 
 
Step 8 
Open a second jump ring. Place the other end of all three lengths of chain from Step 7 and the loop on the other side 
of the toggle clasp onto the jump ring. Close the jump ring. 
 
Step 9 
Fold the three lengths of chain from Steps 7 and 8 in half, and insert the fold into the middle of the covered 
component. Loop the ends of the chain through the fold and pull taut, forming a lark’s head knot (see Lark’s Head Knot 
Technique). 
 
 
 
For more Inspiration jewelry ideas and to meet all your beading needs, visit FusionBeads.com! 


