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DISCLAIMER

This manual should only be used in conjunction with an authorized
HECKLER & KOCH Training Class. Any other use of the
material contained in the manual shall be undertaken at the user’s
sole risk.

All rights reserved. No part of this publication may be reproduced

or transmmed m (any foxm or by any means elecuomc or
ing, or any inft

storage and retrieval system now lcnown or to be invented, without

permission in writing from the publisher.

For i Law E; and Military training,
please contact HK International Training Division at
703.450.1900.
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General Information

A new development for HK, the G36 is a true modular weapon system in
caliber 5.56x45mm NATO (.223 Remington). It is a short gas operated,
box-fed, select-fire weapon using a rotating bolt. Constructed almost
entirely of a tough, carbon fiber reinforced polymer material and using a
simple, self-regulating gas system, the G36 provides the user with a
lightweight weapon that delivers high performance with extremely low
maintenance. The barrel of the G36 can be exchanged by the unit
armorers to create a rifle, carbine, or light support variant using the same
common receiver.

The receiver, the pistol grip, the folding buttstock and the handguard
consist of composite materials. The magazine consists of semi-transparent
colored polymer and has a capacity of 10 or 30 cartridges. A 100-round
drum magazine is optional. The selector lever, bolt catch, magazine
release and the cocking lever are ambidextrous. The cocking handle also
serves as an ambidextrous forward assist for the bolt.

The optical sight is integrated into the carrying handle. The carrying handle
is dovetailed into the receiver and then fixed with three screws. The
sighting system may have a 1.5x or 3x optic with “iron sights” on top of the
carrying handle. An optional electronic “red dot” sight or add-on night
vision module may be added above the optic. Additionally, the carrying
handle may be removed and a rail attached in its place to accommodate
adjustable “iron sights” or various other optics including night vision
equipment.

The G36 may be fitted with a variety of accessories including a 3-point
sling, bayonet, add-on grenade launcher bipod, blank firing adapter, safety
blank firing adapter, tactical light and more.

The G36 can be disassembled to the extent necessary for cleaning and
preservation without the use of tools.

Exhaustively tested and currently fielded with the German and Spanish - hoo:;K
Armed Forces (including NATO Rapid Reaction Force), the G36 is now
available to U.S. law enforcement and military.
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Trigger pull on the Ga6 is approximately 7 — 10 Ibs. (The trigger il hoid 3.5 Kilos and discharge with 4
Kilos)
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