
P2A1 Signal Pistol
26.5 mm Caliber

The P2A1 signal pistol fires illumination flares as well as tear-gas grenades.
It is used in military and police units, in shipping and aviation, as well as in the entire 
rescue and emergency service.
Its simple operation and versatility as well as its light weight make the P2A1 an 
advanced signal pistol.



Design Features
The P2A1 signal pistol has a tilting (break-action) barrel which holds a single shot.
The barrel is made of a precise, seamlessly-drawn steel tube.
The handle is made of plastic.
A metal frame embedded in the handle holds the individual functional parts.
The hammer and the barrel release are located at the top of the handle.
The unlocking of the barrel release causes the pistol to be opened automatically and 
the partial extraction of a cartridge is carried out at the same time by an ejector 
located on the underside of the barrel.
All steel parts of the signal pistol are protected against corrosion by a phosphate 
coating.
By using a barrel insert, a launching cup can be screwed onto the signal pistol for the 
purpose of firing tear-gas grenades.
A specially marked blank cartridge is used to shoot the tear gas grenades.



Operation
By pressing down the barrel release, the barrel tilts forward automatically.
After inserting a cartridge, return the barrel to its firing position.
The pistol is loaded, locked, and secured!
To fire, cock the hammer. The pistol is ready to fire in this condition!
By pulling back the trigger, the hammer is released and fires the cartridge with its firing
pin.
To unload, press down the barrel release again. The spent cartridge is partially 
extracted and can be removed from the barrel.

Figure 1: Opened signal pistol



When the P2A1 signal pistol is used as a launching device for tear-gas grenades, a 
launching cup and a barrel insert are required.
When the signal pistol is open, put the barrel insert into the pistol so that the ejector of 
the barrel insert comes to rest on the signal pistol’s ejector.
Close the pistol and screw the launch cup onto the threads of the barrel insert.
To shoot, open the pistol, insert a specially marked blank cartridge and close the pistol 
again.
Insert the grenade into the launch cup.
To fire, cock the hammer and pull the trigger.
After shooting, open the pistol again and remove the extracted catridge.

Figure 2: Signal pistol with barrel insert and launch cup



Maintenance of the signal pistol
Proper handling as well as correct and timely cleaning of the signal pistol keeps the 
shooter safe when using the P2A1.
The barrel and barrel insert must be cleaned after each shooting.
Equipment
The carrying bag for the signal pistol can be attached to the belt or worn with the carry 
strap.
The cleaning equipment consists of a cleaning rod with a brush as well as containers for
grease and cotton cleaning patches.



Technical Data
Caliber of the pistol- 26.5 mm
Mass of pistol- 0.52 kg
Length of pistol- 200 mm
Length of barrel- 155 mm
Width/Height of pistol- 38/145 mm
Caliber of the propellant cartridge (Black powder)- 7.62 x 51 mm
Mass of the barrel insert- 0.35 kg
Mass of the launch cup- 0.86 kg














