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PRE-WIRE GUIDE
GXD8 PRESETS 

FIRMWARE VERSION: 1.1.11
GAIN CONTROL SETTINGS

WHEN USED AS A 70V AMPLIFIER, THE GXD-8 GAINS SHOULD BE SET AT 
+6DB ON EACH CHANNEL TO CONFIGURE THE INPUT SENSITIVITY TO 0.65V TO

MATCH NORMAL CONTROL SYSTEM ELECTRONICS.

Preset 1	 :	 (STEREO SAT) Stereo full range.
		  Sats and subs can be mixed on either channel.
		  Typically, 3 sats per channel, sub on 1 channel.
Preset 3:		  (SUB SAT 80 Hz) Mono bi-amp.
		  Mixes L and R to mono,  LP filter for subs on 
		  ch A, HP filter for sats on ch B.
Preset 4	 :	 (ST SAT 80 Hz) Stereo SATs 80 Hz
		  Stereo 80 Hz High Pass Filter - Sats only for 
		  bi-amp with 2 amplifiers.
Preset 2	 :	 (ST SUB 80 Hz) Stereo Subs 80 Hz
		  Stereo 80 Hz Low Pass Filter - Subs only for
		  bi-amp with 2 amplifiers.
Preset __	:
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CH. A

CH. B

CH. A

CH. B

CH. A

CH. B

CH. A

CH. B

Sub can be on either
left or right

Optional additional 
subwoofer

PRESET 1 STEREO FULL RANGE

PRESET 3 MONO BI-AMP

PRESET 4 STEREO SATS ONLY, 80HZ HP

PRESET 2 STEREO SUBS ONLY, 80HZ LP
requires 2 amps

requires 2 amps
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