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 Size 59 h x 16 w x 5.5 d (in)
  1498 h x 150 w x 140 d (mm)
 Freq Response 22-140Hz±3dB
 Impedance 4 ohms
 Sensitivity 92dB 2.83V /1m 
 Power req.  300-1000 watts  
 Woofer  (2) 10”  (254 mm) Active
  (2) 10”  (254 mm) Passive 
 Finishes  Studio Black

M1040BMS MAVERICKS SERIES
10” QUAD IN-WALL BASS MANAGEMENT SUBWOOFER

THE APEX OF SOUND

(2) 10”  (254 mm) Aluminum Woofers (Active)
(2) 10”  (254 mm) Laminated Aluminum Honeycomb Woofers (Passive)

The Maverick series by James Loudspeaker was inspired by the legendary “Maverick” surf of 
Northern California—awesome, powerful, and exciting! This large format in-wall subwoofer was 
designed to control the distribution of bass within any cinema to deliver powerful and evenly 
distributed bass to all listening locations and eliminating bass nulls. The maverick series by James 
provides ultra-wide bandwidth, very high sound pressure levels, and extremely low distortion, 
resulting in a stunning cinema experience.
The M1040 shallow depth in-wall subwoofer features a sleek modern appearance and James’ all 
new honeycomb slim 10” woofer, designed to deliver powerful deep bass from an in-wall design. 
The M1040BMS is primarily intended to be used in large format cinema rooms to increase LF 
output and, through dedicated DSP, to tune the room for flat bass response, delivering maximum 
coverage. This sub can also be used as a powerful in-wall subwoofer, designed to fit into a 
standard 2x6 wall construction. As with all James Loudspeaker’s in-wall speakers, the M1040BMS 
includes performance that is second to none and introduces a stunning new visual design.                            
This bass management module represents the cutting edge of cinema technology and delivers the 
high impact audio you expect from a high performance theater system.


