
•   Compact design– weighs only 30 pounds!

•   Competitively priced

•   Highest energy efficiency in it’s class

•   Meets today’s residential ventilation requirements

•   Quiet operation

MODEL NW65

www.summeraire.com



Trent Metals (2012) Limited
Summeraire Manufacturing
Peterborough, ON, K9J 6X6
www.summeraire.com

•   Meets HVI cold weather test

•   Maintenance free motors

•   Built-in automatic defrost system

•   Washable filters and HRV core

•   Integral balancing dampers

•   High & low fan speeds with maximum 
68 CFM @ .30 esp

•   Auto/Off standby mode

•   5 Year Warranty on all electrical 
components, limited lifetime on 
heat recovery core

Options:

•   8.ECPBTW (White) - 20 minute illuminated 
ventilation timer 

•   8.SRDEH - Dehumidistat

•   8.CRTimer - Crank Timer

•   8.SHRVACCNF (White) - Labeled Hood Kits

Features:

NW65-SS-EN
Specifications and illustrations subject to change 

without notice and without incurring obligations

VENTILATION PERFORMANCE

EXT. STATIC NET SUPPLY GROSS AIR FLOW

PRESSURE AIR FLOW SUPPLY EXHUAST

Pa in. w.c. L/S CFM L/S CFM L/S CFM

25 0.1 42 90 58 91 58 123

50 0.2 37 78 41 79 41 87

75 0.3 33 69 32 70 32 68

100 0.4 29 61 27 61 27 57

125 0.5 25 53 22 54 22 47

150 0.6 23 50 18 50 18 38

ENERGY PERFORMANCE LATENT
RECOVERY/
MOISTURE
TRANSFER

SUPPLY
TEMPERATURE

NET
AIR FLOW

POWER
CONSUMED

WATTS

SENSIBLE
RECOVERY
EFFICIENCY

%

APPARENT
SENSIBLE

EFFECTIVENESS

%

C° F° L/S CFM 

HEATING 0 32 19 40 50 62 74 0.02

0 32 31 66 40 61 68 0.02

0 32 34 72 40 61 68 0.02

-25 -13 22 47 52 52 73 0.00
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