
• Eliminate assemblies needed to isolate 
& drain any portion of a piped system

• Winterize an entire house with 
simple quarter-turn actions

• SWT × IPS option designed specifi cally for 
use with pre-fabricated threaded headers

• Reversible handle for added versatility

• Exclusive adjustable fl ow path allows 
for draining from either side of the ball

• Guaranteed for Life
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THE OLD WAY
REPLACES 6 COMPONENTS
ELIMINATES 5 LEAK PATHS

SAVES 45 MINUTES OF LABOR

THE OLD WAY
REPLACES 4 COMPONENTS
ELIMINATES 3 LEAK PATHS

SAVES 27 MINUTES OF LABOR

• All the features of the 
ball drain, with integrated 
union connection

• Easily disconnect and 
replace any portion 
of a piped system

DESIGN INCLUDES 

 
FUNCTIONALITY

Draining from 
Below Ball

Draining from 
Below Ball

Draining from 
Above Ball

Draining from 
Above Ball

DRAINING FROM BELOW BALL

DRAINING FROM ABOVE BALL

System Purging

System Purging

Normal Operation

Normal Operation

ADJUSTABLE

Divert fl uids from the 
main fl ow channel into 
the drain from either 

side of the ball

AVAILABLE W/
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ADJUSTABLE

Divert fl uids from the 
main fl ow channel into 
the drain from either 

side of the ball


