
Fuse Replacement Instructions for Gaggia Espresso Pure, Dose, and 

Color Models: 

Tools Required 

Phillips Screwdriver #2 

Wire Crimpers/pliers 

Wire Cutters/strong scissors 

1. Unplug the machine and make sure it is cool before beginning 

2.  Remove the water reservoir.  Remove the top-most screw in the water reservoir 

area. It will be the one closest to the front of the machine on a raised platform. 

The steam knob will pull straight up and off, or you can use a small flat 

screwdriver to pry it upwards if needed. Once the steam knob has been removed, 

pry the chromed top (where the buttons are located) off with a small flat 

screwdriver. Remove the 2 screws in each corner that are now exposed. Remove 

the top of the machine. (You do not have to unplug any wires leading to the top, 

just be careful and lean it to one side) 

3. With the top off you can see the boiler. It is the big silver part right over the brew 

group with all the wires leading to it.   

4. Locate the one Phillips head screw on top of the boiler that is holding down a 

brass colored clip. 

5. Under the brass colored clip is a soft plastic tube with wires coming out of both 

ends of it.  The fuse link is inside of this rubber tube.  

6. Remove the Phillips head screw.  This will free the soft plastic tube.  Cut the two 

small plastic ties at either end of the soft plastic tube. 

7. Slide the soft plastic tube over the wires towards the front of the machine.  You 

will also have to cut two or three plastic ties that hold the wires together so that 

you may move the soft plastic tube forward. 

8. Leave the soft plastic tube on the wires so that you can slide it back over the new 

fuse. 

9. Cut the wires that lead to both sides of the fuse. Cut it very, very close to the 

existing crimp connector so that the wires will not be shortened very much by 

cutting them. 

10. Strip the wires that you just cut about ¼”. 

11. Before you install the new fuse make sure that that the rubber tube will be long 

enough to cover the whole fuse and it connectors with at least ¼” to spare.  Cut 

the fuse shorter if necessary.  You can shorten the fuse by simply cutting a part of 

the straight wire ends.  Cut the fuse just a little at a time as you do not want it to 

be too short.   

12. Install the new fuse (does not matter which way it faces) using the crimp 

connectors provided.   

13.  Crimp the connectors onto the wire and fuse firmly but not so firm as to cut the 

connector.  

14. Pull on the fuse and the wire to make sure that there is no movement and the 

connection is secure. 

15. Slide the rubber tube over the fuse.  



16. WARNING: Make sure that that all wires and the fuse are in the rubber 

tube. 

17. Install new wire ties on the ends of the fuse link and replace any that where cut 

when moving the rubber tube. 

18. Install the clip and Phillips head screw making sure that the fat part of the fuse 

link is located under the clip. 

19. Make sure that the fuse/rubber tube is securely held in place by the clip. 

20. Put the machine back together plug it in and test it out. 


