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Electrical Resistivity

Thermal Properties

CTE, linear 20°C

CTE, linear 250°C
CTE, linear 500°C
Specific Heat Capacity
Thermal Conductivity
Melting Point

Solidus

Liquidus

7.2e-005 ohm-cm

17.2 ym/m-°C
17.8 um/m-°C
18.4 ym/m-°C
0.5 J/g-°C
16.2 W/m-K
1400 - 1420 °C
1400 °C

1420 °C

References for this datasheet.

ASM Material Data Sheet
7.2e-005 ohm-cm

9.56 pin/in-°F

9.89 pin/in-°F

10.2 pin/in-°F

0.12 BTU/Ib-°F

112 BTU-in/hr-ft>-°F
2550 - 2590 °F
2550 °F

2590 °F

from from 0-100°C

at 0-315°C (32-600°F)

at 0-540°C, 18.7 pm/m-C at 0-650°C

from 0-100°C (32-212°F)

at 100°C (212°F), 21.5 W/m-K at 500°C (930°F)

Some of the values displayed above may have been converted from their original units and/or rounded in order to display the information in a consistant format.
Users requiring more precise data for scientific or engineering calculations can click on the property value to see the original value as well as raw conversions to
equivalent units. We advise that you only use the original value or one of its raw conversions in your calculations to minimize rounding error. We also ask that you
refer to MatWeb's disclaimer and terms of use regarding this information. MatWeb data and tools provided by MatWeb, LLC.
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