
BUICK REGAL TURBO INTAKE 
PARTS: 

 
1. Intake tube 
2. 1-K&N filter #RE0930 
3. silicone 90° 3” to 2.25’ 
4. .375 push connect fitting 
5. 2-4mm×0.70 13mm screw 
6. 1-6mm×1.00 13mm screw 
7. 1-6mm plug 
8. 1-6mm×1.00 clip nut 
9. 1-6mm×1.00 25mm screw 
10. 2-6mm×1.00 nylock nuts 
11. 1-3” hose clamp 
12. 1-2.25” hose clamp 
13. 2-fuel computer relocate brackets 

TOOLS REQUIRED: 
1. Straight blade screw driver 
2. 10mm socket 
3. Saftey torx bit T20H  
4. 3mm allen wrench 
5. 5mm allen wrench 
6. Ratchet, 3/8 or ¼ drive 
7. 6” extension, 3/8 or1/4 drive 
8. Needle nose pliers   



REMOVAL AND INSTALATION INSTRUCTIONS: 
1. Unplug all sensors and other parts connected to the intake.  Maf, intake 

vacuum sensor and crankcase breather. 
2. Loosen the clamp on the turbo inlet and the clamp that connects to the MAF 

sensor.   
3. Remove the intake tube from the vehicle. 
4. Remove the factory air box by simply pulling up on the box.  It is only held in 

by a couple rubber grommets.   
5. If you have a Regal GS you may skip this step and move on to step 7.  

Once you have completed steps 1-4 you gain easier access to the fuel 
computer that is located on the firewall.   There are 2 nuts securing the 
computer to the firewall.  Remove both nuts and remove the plug that is 
clipped to the side of the computer mounting bracket.  Install the supplied 
relocate brackets (triangle shaped bracket goes on top).  

  
6. Install the computer in the new position and tighten the nuts. 
7. Next, install the silicone 90° coupler on the turbocharger.  Rotate the coupler 

forward until it is almost touching the turbo coolant line. Tighten the clamp on 
the turbocharger. 

8. Now, install the clip nut as shown in the picture. 

 
9. Before you install the new ZZPerformance intake you should install all of 

your old sensors into your new intake.  MAF, crankcase breather and intake 
vacuum sensor.  Install the small plug into the unused hole on the vacuum 
sensor pad. 

10. Install the new ZZPerformance intake tube into the coupler and the supplied 
6mm bolt loosely through the mounting tab into the clip nut.  Your intake 
should not be pushed in the coupler so far that there is an upward angle on the 
intake.  If you have done this, simply pull some of the intake out of the 
coupler.  Feel around the coupler making sure that there is enough of the 
intake in the coupler to securely fasten your clamp.  Now, tighten the 3” 
clamp around the coupler and intake. 



11. Tighten the mounting tab 6mm screw. 
12. Connect your crankcase breather 
13. Install your filter and enjoy!  

 

 


