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Sonic Big Brake Kit 

 
 

Required Tools/supplies: 
 Jack 
 Two Jack Stands 
 Metric 3/8” socket set 
 3/8” ratchet 
 3/8” torque wrench 
 Lug nut wrench 
 ½” drive 6 point deep well lug nut socket 
 ½” torque wrench 
 Brake/parts cleaner 
 D.O.T. 3 brake fluid  
 

 
 
Removal: 
 

1. Apply parking brake and chock rear wheels. 
2. Raise front of the car and secure with two jack stands. 
3. Remove both front wheels. 
4. Disconnect the brake lines from the factory calipers. 
5. Remove both sets of calipers, caliper brackets, and pads from the 

knuckles. 
6. Remove stock rotors from hubs. 
7. Clean the hubs surfaces of any rust or dirt with a wire brush. 
8. Remove hubs and heat shield. 

 
 
Installation: 
 

9. Replace hub and tighten bolts to 75ft-lbs. 
10. Clean the new rotors with brake cleaner and install on hubs. 
11. Load the big brake calipers with the supplied pads and retaining 

clips. 
12. Slide the caliper with pads and caliper bracket over the new rotor 

and bolt the assembly to the knuckle using the stock bolts and 
torque to 74ft-lbs + 60-75°. 

13. Connect the factory brake lines to the caliper using the new banjo 
bolts and use the new copper washers on each side of the banjo 
fittings. 



14. Bleed the air from the front brakes (see below for bleeding 
procedure). 

15. Install wheels and torque lug nuts to 103ft-lbs using a crisscross 
pattern as outlined in the owner’s manual. 

16. Using the jack lift the car and remove the jackstands and slowly 
lower car. 

17. Pump the brakes and ensure firmness BEFORE attempting to drive 
the vehicle. 

 
 
Notes: 
 

 Brake system servicing should only be performed by a 
competent mechanic or professional mechanic. 

 Caliper guide pins come pre-greased. 
 Be sure to place the calipers so that the bleed valve is facing 

up. 
 Always start on the caliper farthest from the master cylinder 

when bleeding brake systems. 
 For safety it is recommended to recheck lug nut torque after 

25 miles of driving. 
 Pump brakes before driving the vehicle. 
 

Brake bleeding procedure: 
 

1. Attach a hose from the brake bleeder valve to a container with a small 
amount of clean brake fluid in it and submerse the hose. 

2. With the top off of the master cylinder reservoir have an assistant push 
and hold the brake pedal to the floor. 

3. Open the bleeder valve to bleed air. 
4. Close the bleeder valve. 
5. Have the assistant release the brake pedal. 
6. Repeat until no more air bubbles come from the brake caliper(s). 
7. Continually check the fluid level in the master cylinder and top off as 

needed. 
8. Replace master cylinder cover when finished. 


