structures developed locally. It is believed that this
deformation occurred when the glaciers were warm.
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During the 1969-1970 antarctic season, approximately 250 ice cores, 1 m long and 7.5 cm in diameter, were taken from three pits near Byrd Station. The cores were packed in plastic liners in
standard core holders and kept frozen during the
return to Reno, Nevada. The cores are being used to
determine concentrations of silver and iodine in precipitation before and during the large-scale weather
modification programs that began in the early
1950s. The concentrations, in turn, will provide a
measure of the transport of sub-micron size particles
of seeding materials into nominally unseeded areas.
The silver and iodine will be extracted by ionexchange methods, and the quantities of these elements in the samples determined by neutronactivation analysis.
Our party of two arrived at McMurdo in midDecember, 1969, and spent five weeks in Antarctica.
At Byrd Station, the first 60 samples were collected
from a 10-m deep vertical pit dug in 1963 by Dr.
Richard Cameron and his group from Ohio State
University. Anthony Gow of CRREL helped us locate this pit. Another 60 samples were taken from a
3-rn pit dug by us about 30 m from the Cameron
pit. This snow was too loosely packed to be cored
with a SIPRE auger, and the samples were collected
by scraping the sample into the core holders with a
plastic scoop. The remaining 130 cores were taken
from the "lead mine", about one mile south of the
main Byrd Station.
To measure concentrations of silver in precipitation in the continental U.S.A.—between 1010 and
10 12 g/cm3 of water—about 1 1 of snow melt is required. Since the concentrations in Antarctica were
expected to be lower, approximately 20 cores were
collected at each depth of interest. The oldest ice
samples obtained were approximately 300 years old,
with most dating from 1900-1970.
In addition to the ice sampling, the opportunity
was taken to measure the Aitken nucleus concentrations on several different occasions and locations at
Byrd and McMurdo. These measurements are to be
compared with similar ones being made in the
Arctic.
July—August 1970

Magnetospheric and Ionospheric Studies
at Siple Station During the Austral
Summer of 1969-1970
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Siple Station was established during the past season for the purpose of conducting magnetospheric
and ionospheric studies of the plasmasphere. At
75 0 55'5. 83°55'W. and L=4.12, its VLF transmitting
facility will be strategically located to produce efficient
excitation of propagation paths near the plasmapause.
Since most of the whistler ducts to be excited by
VLF transmissions from Siple Station are overhead,
the location of the transmitter at this L value is
optimal because the maximum radiation from the
antenna will be at vertical incidence. Also, the station has the advantages of being conjugate to a site
near Roberval, Quebec, Canada that is free of manmade interference and that can easily be supported
logistically, and it is in view of the geostationary
satellites over the Atlantic Ocean.
The following experiments were carried out at
Siple Station during the summer of 1969-1970:
1. Two balloon-borne electric-field detectors were
launched during moderate activity. Approximately
52 hours of data on magnetospheric electric fields
near the plasmapause boundary were recorded. Continuous whistler recordings were made from the
ground during the balloon flights. Magnetospheric
electric-field intensity derived from the whistler
time-delay and dispersion analysis will be compared
with the electric-field intensity measured by the balloon detectors.
2. A VLF direction-finding system incorporating
two crossed loop antennas and a vertical antenna was
installed to obtain information on the convective
motion of whistler ducts and, hence, on the location
and dynamic behavior of the plasmapause.
3. A polarimeter system was installed to record the
polarization angle of linearly polarized VHF (137.35
MHz) transmissions from the geostationary satellite
ATS-3. Measurements of the diurnal change in Faraday rotation angle of the telemetry transmissions
give the electron content variation along the ray
path from the satellite to the ground receiver. One
of the objectives of this experiment is to detect the
plasma trough. During magnetic storms, the plasma
trough is expected to pass through the sub-ionospheric point of Siple Station.
4. A horizontally polarized, 8,000-foot long VLF.
dipole antenna was placed above the snow to provide electrical and mechanical engineering data for
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