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Live, Laugh and Love by FusionBeads.com 
 

  
 
Approximate finished length: 21 inches (triple-wrapped) 
 
Beads and other products needed for one bracelet: 
 
21 inches - 5mm Metallic Gunmetal Regaliz® Flat Leather Cord (SM6068) 
1 - 16.75x7.75mm Antique Silver Plated Regaliz® Tapered Magnetic Clasp (BM3848) 
1 - 21 Gauge 5mm Flat Rose Gold Artistic Wire (AW5039) 
6 - 4mm Silver Plated Pewter Compression Rivets by TierraCast® (SP2464) 
 
Tools needed to complete the bracelet: 
 
3mm Juniper Upper Case Letter Stamp Set by ImpressArt (TL3036) 
Craftool Rivet Setter (TL2887) 
Craftool Dot/Rivet Anvil (TL2888) 
Mini Leather Punch Set (TL2889) 
Poly Cutting Board (TL2890) 
1 lb Heavy Brass Hammer (TL2408) 
Full Flush Power Max Cutter (TL0304) 
Set of 2 Medium Cut Files with Handle (TL2395) 
3 inch Bench Block with Wood Base (TL2235) 
Pro Polish Pads (TL0617) 
Super New Glue (TL2933) 
Plastic Straight Cord Cutter (TL2936) 
1.25mm Metal Hole Punch Pliers (TL2242) 
Permanent marker 
 
Beading Techniques needed to complete the bracelet:  
 
Attaching Components to Regaliz Leather 
Metal Stamping 
Antiquing Silver 
Sanding and Filing Sheet Metal 
Riveting Using Compression Rivets 
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Instructions to complete “Live, Laugh and Love” bracelet:  
 
Step 1 
Using the full flush power max cutter, cut the wire into three 1 5/8-inch lengths. Sand and file the cut edges as 
needed (see Sanding and Filing Sheet Metal Technique). 
 
Step 2 
Tape one piece of wire into place on the bench block. Using the hammer and the letter stamp set, stamp the word 
“live” (or as desired) onto the wire (see Metal Stamping Technique). Align each stamp using the reflection in the 
metal and the tape. Hold the stamp straight up and down. Hit the top of the stamp with one good hard blow.  
 
Step 3 
Repeat the previous step with each of the two remaining lengths of wire, stamping them with the words “laugh” 
and “love.” 
 
Step 4 
Blacken the stampings with a permanent marker (see Antiquing Silver Technique). When the ink is dry, polish 
with a Pro Polish Pad. 
 
Step 5 
Using the metal hole punch pliers, punch a hole on each end of each stamped wire piece. 
 
Step 6 
Using the plastic straight cord cutter, cut a 21-inch length of Regaliz leather cord (see Attaching Components to 
Regaliz Leather Technique). 
 
Step 7 
Using Super New Glue, adhere one side of the magnetic clasp to one end of the cord. 
 
Step 8 
Repeat the previous step with the other side of the clasp on the other end of the cord. 
 
Step 9 
About 2 inches from one clasp, place one end of one stamped wire piece, and make marks on the cord to align 
with the holes in the wire.  
 
Step 10 
In the same manner as in the previous step, about 5 inches from first wire piece, place a second wire piece, and 
mark the holes on the cord. Place the third wire piece 5 inches from the last one, and mark the holes. 
 
Step 11 
Lay the leather cord onto the poly cutting board. Punch holes in the cord at the marks (see Riveting Using 
Compression Rivets Technique). 
 
Step 12 
Set a post component through the first hole of the first stamped wire length from the underside of the leather. 
Place a rivet cap onto the post, and squeeze the two components gently to engage. Set post onto the dot anvil 
(flat side up). Place the concave side of the rivet setter tool over the rivet cap. Using the hammer, hit the top of the 
rivet setter tool with one solid blow. Repeat with the second hole. 
 
Step 13 
Repeat the previous step with each of the remaining stamped wire lengths.  
 
 
 
 
For step-by-step photos and instructions on these and other techniques, visit FusionBeads.com and 
select Beading Techniques from the top navigation bar. You’ll find more Inspiration jewelry ideas at 
FusionBeads.com!  


