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Get Your Gears Turning by FusionBeads.com 
 

  
 
Approximate finished length: 18 inches 
 
Beads and other products needed for one necklace: 
 
2 - 16mm Russet Brown Enameled Small Closed Gears by C-Koop Beads (HM4842) 
2 - 19mm Russet Brown Enameled Medium Open Gears by C-Koop Beads (HM4882) 
3 - 19mm Olive Enameled Medium Sectioned Gears by C-Koop Beads (HM4889) 
1 - 25.5mm Wisteria Purple Enameled Large Open Gears by C-Koop Beads (HM4906) 
2 - 25.5mm Wisteria Purple Enameled Large Sectioned Gears by C-Koop Beads (HM4916) 
1 - 6mm 18 gauge Silver Plated Base Metal Jump Rings (BM2839) 
6 - 8mm 18 gauge Gunmetal Plated Base Metal Jump Rings (BM2855) 
15 inches - 9mm Gunmetal Plated Base Metal Round Fancy Chain (CN4054) 
1 - 12x7mm Gunmetal Plated Base Metal Lobster Claw Clasp (BM3149) 
 
Tools needed to complete the necklace: 
 
Chain nose pliers 
Wire cutters 
 
Beading Techniques needed to complete the necklace:  
 
Opening and Closing a Jump Ring 
 
For step-by-step photos and instructions on these and other techniques, visit FusionBeads.com and select Beading 
Techniques from the top navigation bar. 
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Instructions to complete “Get Your Gears Turning”:  
 
Tip 
The necklace’s focal piece is made of 10 gear components assembled with only four jump rings. Before connecting 
the components together, arrange them as instructed below so that you’ll be able to see where they intersect, making 
assembly easier. 
 
Step 1 
For reference, imagine that the five types of gear components are labeled A, B, C, D and E: 
A - 16mm russet brown enameled small closed gear 
B - 19mm russet brown enameled medium open gear 
C - 19mm olive enameled medium sectioned gear 
D - 25.5mm wisteria purple enameled large open gear 
E - 25.5mm wisteria purple enameled large sectioned gear 
 
Arrange these gears on the work surface in the following sequence: 
Place E on the work surface with one D slightly higher and on each side of it (shaped like a smile).  
Place each of the two A pieces over each D, slightly overlapping E. 
Place one C over E, slightly overlapping each edge of the two A’s. 
   
Step 2 
Open twos 8mm jump ring (see Opening and Closing a Jump Ring Technique). Use one jump ring to connect the left-
side A to C, D and E. Use the second jump ring to connect the right-side A to C, D and E. Close each jump ring after 
each connection is completed. 
 
Step 3 
Place one C overlapping the left-side D so that its edge is touching the left-side A. Place one B overlapping the C and 
D. Open one 8mm jump ring, and use it to connect C, D and B where they overlap and intersect. 
 
Step 4 
Repeat Step 3 on the other side of the focal piece with the components overlapping symmetrically (as a mirror image). 
 
Step 5 
Using wire cutters, cut the chain into two 7.5-inch lengths.  
 
Step 6 
Open one 8mm jump ring. Use the jump ring to attach one end link of one length of chain to one B. Close the jump 
ring. 
 
Step 7 
Repeat Step 6 on the other side of the focal piece. 
 
Step 8 
Open the 6mm jump ring, and use it to attach the lobster claw clasp to one side of the necklace. Close the jump ring. 
 
 
 
 
For more Inspiration jewelry ideas and to meet all your beading needs, visit FusionBeads.com!  


