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APPLICATIONS

MODEL DATA

CABINET 
SIZE††

FAN 
QTY.

DIMENSIONS (IN.)

APPROX. 
SHIP 
WT. 

(LBS.)

SOUND 
DATA 
dBA†

MODEL 
NUMBER

COMP. 
MODEL D W H

Extended Medium Temperature Hermetic

K*H055E4S** RST45C1E FM1 1 28-1/4 27-7/8 18-3/4 152 68
K*H080E4S** RST55C1E FM1 1 28-1/4 27-7/8 18-3/4 156 68
K*H100E4S** RST70C1E FM1 1 28-1/4 27-7/8 18-3/4 167 68
K*H125E4S** RST97C1E FM2 2 28-1/4 39-7/8 18-3/4 195 72
K*H150E4S** CS10K6E FM2 2 28-1/4 39-7/8 18-3/4 205 72
K*H200E4S** CS12K6E FM2 2 28-1/4 39-7/8 18-3/4 228 72
K*H250E4S** CS14K6E FM3 2 28-1/4 39-7/8 21-1/4 235 72
K*H300E4S** CS18K6E FM3 2 28-1/4 39-7/8 21-1/4 253 73
K*H325E4S** CS20K6E FM4 1 33 43-7/8 35 273 73

Low Temperature Hermetic

K*H100L44** CF04K6E FM1 1 28-1/4 27-7/8 18-3/4 195 74
K*H150L44** CF06K6E FM1 1 28-1/4 27-7/8 18-3/4 195 74
K*H200L44** CF09K6E FM2 2 28-1/4 39-7/8 18-3/4 243 75
K*H300L44** CF12K6E FM3 2 28-1/4 39-7/8 21-1/4 255 77

Extended Medium Temperature Scroll

K*O060M4S** ZB06KAE FM1 1 28-1/4 27-7/8 18-3/4 195 70
K*O080M4S** ZB07KAE FM1 1 28-1/4 27-7/8 18-3/4 195 70
K*O100M4S** ZB08KAE FM1 1 28-1/4 27-7/8 18-3/4 195 70
K*O130E4S** ZS09KAE FM1 1 28-1/4 27-7/8 18-3/4 195 70
K*O150E4S** ZS11KAE FM2 2 28-1/4 39-7/8 18-3/4 205 71
K*O180E4S** ZS13KAE FM2 2 28-1/4 39-7/8 18-3/4 210 71
K*O200E4S** ZS15KAE FM3 2 28-1/4 39-7/8 21-1/4 215 71
K*O250E4S** ZS19KAE FM3 2 28-1/4 39-7/8 21-1/4 230 72
K*O300E4S** ZS21KAE FM4 1 33 43-7/8 35 305 72
K*O350E4S** ZS26KAE FM4 1 33 43-7/8 35 325 72
K*O400E4S** ZS29KAE FM4 1 33 43-7/8 35 352 74
K*O450E4S** ZS33KAE FM4 1 33 43-7/8 35 375 74
K*O500E4S** ZS38K4E FM4 1 33 43-7/8 35 383 74
K*O600E4S** ZS45K4E FM4 1 33 43-7/8 35 405 76

Low Temperature Scroll

K*O100L4S** ZF03KAE FM1 1 28-1/4 27-7/8 18-3/4 195 70
K*O130L4S** ZF04KAE FM1 1 28-1/4 27-7/8 18-3/4 195 70
K*O160L4S** ZF05KAE FM1 1 28-1/4 27-7/8 18-3/4 195 70
K*O230L4S** ZF07KAE FM2 2 28-1/4 39-7/8 18-3/4 230 71
K*O250L4S** ZF08K4E FM3 2 28-1/4 39-7/8 21-1/4 240 73
K*O300L4S** ZF09K4E FM3 2 28-1/4 39-7/8 21-1/4 245 73
K*O350L4S** ZF11K4E FM3 2 28-1/4 39-7/8 21-1/4 255 73
K*O400L4S** ZF13K4E FM4 1 33 43-7/8 35 352 73
K*O500L4S** ZF15K4E FM4 1 33 43-7/8 35 367 74
K*O600L4S** ZF18K4E FM4 1 33 43-7/8 35 383 76

* Each asterisk represents a variable character based upon model, refrigerant, voltage, and vintage 
ordered. See page 4 for nomenclature.

† Estimated dBA values at 10 feet from the unit. Correction factors: Deduct 6 dBA for 20 to 40 feet, 12 dBA 
@ 40 to 60 feet. Ratings at the outlet of the discharge air. The actual measurements may vary depending 
upon installation variables. Environmental factors may have a signi� cant in� uence on this data.

†† See pages 23-24 for associated drawings.
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Specifi cations - All Models

Department of Energy Annual Walk-In Energy Factor (AWEF) Ratings  

Base Model Number
AWEF

R404A R407A R407C R448A R449A

Hermetic Extended Medium Temperature Models
K*H055E4S** – – – 7.60 7.60
K*H080E4S** – – – 7.60 7.60
K*H100E4S** 7.60 – 7.60 7.60 7.60
K*H125E4S** 7.60 – 7.60 7.60 7.60
K*H150E4S** 7.60 7.60 – 7.60 7.60
K*H200E4S** 7.60 7.60 – 7.60 7.60
K*H250E4S** 7.60 7.60 – 7.60 7.60
K*H300E4S** 7.60 7.60 – 7.60 7.60
K*H325E4S** 7.60 7.60 – 7.60 7.60

Scroll Extended Medium Temperature Models
K*O060M4S** 7.60 7.60 7.60 7.60 7.60
K*O080M4S** 7.60 7.60 7.60 7.60 7.60
K*O100M4S** 7.60 7.60 7.60 7.60 7.60
K*O130E4S** 7.60 7.60 7.60 7.60 7.60
K*O150E4S** 7.60 7.60 7.60 7.60 7.60
K*O180E4S** 7.60 7.60 7.60 7.60 7.60
K*O200E4S** 7.60 7.60 7.60 7.60 7.60
K*O250E4S** 7.60 7.60 7.60 7.60 7.60
K*O300E4S** 7.60 7.60 7.60 7.60 7.60
K*O350E4S** 7.60 7.60 7.60 7.60 7.60
K*O400E4S** 7.60 7.60 7.60 7.60 7.60
K*O450E4S** 7.60 7.60 7.60 7.60 7.60
K*O500E4S** 7.60 7.60 7.60 7.60 7.60
K*O600E4S** 7.60 7.60 7.60 7.60 7.60

Hermetic Low Temperature Models
K*H100L44** 2.90 – – – –
K*H150L44** 2.99 – – – –
K*H200L44** 3.13 – – – –
K*H300L44** 3.15 – – – –

Scroll Low Temperature Models
K*O100L4S** 2.89 2.89 2.89 2.89 2.89
K*O130L4S** 2.94 2.94 2.94 2.94 2.94
K*O160L4S** 2.98 2.98 2.98 2.98 2.98
K*O230L4S** 3.14 3.14 3.14 3.14 3.14
K*O250L4S** 3.15 3.15 3.15 3.15 3.15
K*O300L4S** 3.15 3.15 3.15 3.15 3.15
K*O350L4S** 3.15 3.15 3.15 3.15 3.15
K*O400L4S** 3.15 3.15 3.15 3.15 3.15
K*O500L4S** 3.15 3.15 3.15 3.15 3.15
K*O600L4S** 3.15 3.15 3.15 3.15 3.15

If the low temperature model has a numerical value in the table above, the following statement applies: “This refrigeration system is designed 
and certifi ed for use in walk-in freezer applications.”

* Each asterisk represents a variable character based upon model, voltage, and vintage ordered. See page 4 for nomenclature.

If the medium temperature model has a numerical value in the table above, the following statement applies: “This refrigeration system is 
designed and certifi ed for use in walk-in cooler applications.”
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FM2

FM1

Physical Dimensions - All Models

FM3

* Dimensions are in inches.
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1/2 TO 6 HP Next-Gen Kompact

   3885 Crestwood Pkwy., Ste. 500  •  Duluth, Georgia 30096  •  PHONE (678) 323-4904  •  FAX (678) 323-4920  •  kramer.htpg.com
    E-mail or call us for help: parts@htpg.com or 1-855-HTPARTS (1-855-487-2787)

Due to continuing product development, specifi cations are subject to change without notice.

* Dimensions are in inches.
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42-1/4

FM4

Physical Dimensions - All Models


