
A semi-automated mix and dispense system
composed of a dual component cartridge, static
mixer and a hand-held dispenser.

This system accurately measures, mixes and dispenses
the correct amount of pre-colored adhesive, providing
consistent results, invisible seams, fast and uniform cure,
reliable bond strength and minimal waste! Available in
100ml, 250ml and 500ml cartridges! For Deck Seams,
Laminations and Mitered edges.

Altima Seaming Adhesive



Altima  Seaming Adhesive is packaged in dual 
component cartridges as part of a meter/
mix/dispense system utilising specialised 
dispensing guns and static mixing tips.  
Seaming Adhesive is available in 100ml, 250ml 
and 500ml cartridges.

Altima Adhesives are available in the 
USA though GranQuartz USA.

ALTIMA SEAMING ADHESIVE
Surfacing adhesive for Solid Surface, Quartz, Natural Stone and 
more...

Product Overview

Characteristics

Dispensing / Packaging Product Availability

Altima’s Seaming Adhesive is the latest 
generation of color matched adhesives for 
the surfacing industry.  Available in more 
than 70 pre-mixed colors; developed for 
modern demanding fabrication methods 
such as laminating, mitering, v-grooving, 
integral mounted sinks and bowls, and 
applications subject to dynamic loads. 

Seaming Adhesive produces improved 
bond strength over competitor products.  
Fabricators benefit from increased color 
choices as Seaming Adhesive is used 
universally on Acrylic and Polyester Solid 

Surface materials as well as Granite, 
Marble, Quartz Surfaces, Ceramics and 
more!

Altima’s reputation for innovation and 
product development continues with the 
first color matched adhesive cartridge 
system specifically designed for the stone 
industry.  The system includes a special 
coloration system, low waste mixing 
tips, improved cartridges, and low cost 
dispensers.

APPLICATIONS

ADVANTAGES

CONTACT INFO

Indoor Surfacing Adhesive for the use in 
fabrication of deck seams, laminations 
and mitered edges on most countertop 
materials.

Auto-dispense system
Eliminates hand-mixing
Invisible seams
Pre-mixed colors
High Strength
UV Resistant
Working time: 12 minutes
Fixture time: 25 minutes
Greenguard Gold Certification
LEED Certification Compliant

PHONE
1-800-458-6222
FAX
1-800-399-3997
EMAIL
insidesales@granquartz.com
WEB
www.altima-adhesives.com
www.granquartz.com

Appearance - Component A Clear or colored viscous liquid
Appearance - Component A Clear or colored viscous liquid

Appearance - Component B Clear to white viscous liquid

Viscosity A 40,000 - 150,000 CPS

Viscosity B 20,000 - 25,000 CPS

Density 1.11g/L

Working Time 10 - 15 minutes

Fixture Time 20 - 30 minutes

Recommended Bond Line 0.002 - 0.040 inches (0.05 - 1.0mm)

Bond Strength (Solid Surface) - Flexural 4000 - 6000 PSI (280 - 420 kg/cm²)

Bond Strength (Quartz) - Flexural 3000 - 4000 PSI (210 - 281 kg/cm²)

Shelf Life - Component A 2 Years

Shelf Life - Component B 2 Years

Mix Ratio A:B (Volume) 10:1 Optimum

Recommended Operating Temperature 60°–85°F (15°–30°C)
* Use at temperatures below 55°F(12°C) or above 90°F(32°C) may 
cause incomplete cure, yellowing and poor bonding strength.


