
Assembly and Use Instructions

1. Remove the standard bat pins from 
the existing wheel head (see illustra-
tion A) and clean the wheel head to 
allow proper seating of the universal 
adaptor.  

2. Place the universal adaptor (see il-
lustration B) on the wheel head, align-
ing the holes in the adaptor with those 
on the wheel head. Secure the adaptor 
to the wheel head by sliding the longer 
bat pins (provided) through the holes 
in the adaptor AND the wheel head. 
Two sets of bat pins (J) are included. 
Choose the length that best fits your 
wheel head. Secure the adaptor, from 
underneath the wheel head by tighten-
ing the wing nuts (K) onto the bat pins. 

3. Place the QuickCenter™ recessed bat 
(see illustration C) onto the adaptor by 
aligning the pin holes in the bat with 
the heads of the pins on the adaptor. 
The recessed well of the bat fits into 
the recessed portion of the adaptor. 
Once seated properly, the bat is locked 
in place. Place one of the supplied 
False Bottoms (see illustration E) into 

Package Contents:

QuickCenter™ Universal Adaptor (B)
QuickCenter™ Recessed Bat (C)
QuickCenter™ False Bottom Set, 5 (E)
QuickCenter™ Plunger (D)
QuickCenter™ Ejector (H)
QuickCenter™  Bat pins, 4 (J) and  

wing nuts, 2 (K)

the recessed well of the QuickCenter™ bat (see illustration F). The adaptor and bat are now secure 
and ready for use. Note: Additional False Bottoms are provided in the event one gets lost.

4. The clay plunger (see illustration D) is simple to use by following these instructions. Prepare the 
clay as you would for traditional throwing. The clay may be commercially purchased or prepared in 
the studio. 
	 •		When	using	commercially	prepared	clay,	the	clay	block	can	be	laid	on	its	side	lengthwise	and	wire-

cut in half horizontally. This will provide a clay block approximately 3" high by 12" long by 6" wide.
	 •		When	preparing	clay	in	the	studio,	the	block	should	be	approximately	the	same	as	stated	above.	

The block of clay should not be more than 4" thick.  
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5. After the clay block is prepared, the plunger is ready to be loaded with the clay. For best results, the 
clay should be at a comfortable height for manipulation, similar to how you might set up wedging.

6. Place the plunger on the block of clay with the handle sticking up. Using both hands, push the 
cylinder housing down into the clay until the plunger bottoms out on the surface of the table top. 
Work	the	plunger	free	of	the	clay	block	by	gently	rocking	back	and	forth.

7. Securely seat the plunger into the recessed groove in the center of the QuickCenter™ bat. Push 
down on the plunger knob with palm to force clay into the recessed well.

8. To release the clay from the plunger into the bat: Place your two thumbs on top of the broad 
plunger knob (see illustration G), and pull the cylinder up with your fingers wrapped around the 
underside of the curved lip on the top of the plunger housing. Smaller hands might need to grab 
the top of the barrel-portion of the plunger (under the housing) while pushing down on the knob to 
release the clay. The clay is now centered and ready to throw. Note: When	opening	the	clay	while	
throwing on the QuickCenter™, do not open below the surface of the bat. 

9. After the clay is formed on the wheel, remove the bat from the adaptor and set aside until the 
form has stiffened sufficiently. The form can then be wire cut from the bat and removed. Throwing 
can continue by placing an additional QuickCenter™ bat into the adaptor. To throw without the aid 
of the QuickCenter™ bat, the Universal Adaptor can be left on the wheel and covered with any stan-
dard flat bat, including the Plasti-bat®.

10. The excess clay left in the bottom of the bat can be removed by centering the false bottom portion 
over the ejector (see illustration H). Pushing down forces the false bottom and clay plug out of the 
cavity of the recessed bat. The excess clay can then be removed from the false bottom and recycled. 
The false bottom should be cleaned then placed back into the bat so it is ready to be used again.  

Special Hints: Occasionally treating the interior and exterior barrel-portion of the plunger with non-stick 
cooking spray, soap, or silicone release spray, will further aid in the release of the clay from the plunger. 

Additional QuickCenter™ components (such as recessed bats and false bottoms) can be purchased 
separately.
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