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Welcome

Thank you for purchasing @mcrestProHD/HDSeriesatwork camerd

This user manual is designed to be a reference tool for thtallaion and operation of your IPamera

Here you can find information about teameraQ & TSI G dzNB &  lelaR inféromfiad do/aid i & = |

troubleshooting.

Many of the setuand installationsections below have corresponding videos on YouTuvi_]u Tuhe

To access the setup videos, please gbttp://amcrest.com/videos

For access to the quick start guide and other support information, duitpo//amcrest.com/support

To contact Amcrest support, please do one of the following:

9 Visithttp://amcrest.com/contactsand use the email form

1 Call Amcrest Support using one of the following numbers
Toll Free: (888) 212538
International Callers (Outside of US):-#13-893-8956
USA+1-713-893-8956
Canada: 43B88-0177

UK: 2037692757

1 Email Amcret Customer Suppogupport@amcrest.com

Important Security Warning

In order to keep your Amcrest camera secure and prevent unauthorized access, please make sure to follow the

steps below:

1 Always make sure that your camera has the latest firmware as listed on
www.amcrest.com/firmware
i Never use the default passwofdr your camera. Always ensure that your

password is at least-80 characters long and contains a combination of lowercase
characters, uppercase characters well asiumbers.

AXAMCREST
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Important Safeguards and Warnings

1" Electrical Safety

All installation and operation should conform to your local electrical safety codes.

The product must be grounded to reduce the risk of electric shock.

We assume no liability or responsibility for any fires or electrical shock caused by improper handiistgllation.

2 Transportation Security
Heavy stress, violent vibrations, and excess moisture should not occur during transportation, storage, and
installation of the device.

3 Installation

Handle the device with care.

Do not apply power to theamem before completing installation.
Do not place objects on top of theamera

4 Repair Professionals
All the examination and repair work should be done by qualified service engineers.
We are not liable for any problems caused by unauthorized modifieator userattempted repair.

5 Environment

Thecamerashould be kept in a cool, dry place away from direct sunlight, flammable materials, explosive
substances, etc.

This product should be transported, stored, and used only in the specified environasestated above.

Do not aim the camera at a strong light source, as it may cause overexposure of the picture, and may affect the
f2y3asSgaite 2F GKS OFYSNIQa &4Syaz2Nao®

Ensure that the camera is in a well ventilated area to prevent overheating.

6. Operation ard Maintenance
Do not touch the camera sensor or lens directly.
To clean dust or dirt off of the lens, use an air blower or a microfiber cloth.

7. Accessories

Be sure to use only the accessories recommended by manufacturer.

Before installation, please @p the package and check to ensure that all of the components are present.

Contact the retailer that you purchased from, or Amcrest directly if anything is broken or missing in the package.
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1 Features and Specifications

1.1 Overview

The AmcresProHD/HDE&ries network emera is an excellenibol for digital surveillance that can be useful to a

wide variety of users. The camera connects to any router, and uses an internet connection to allow the user to

access all of its functionality fromanyinternet connected deviced. 1 Qa Sl aé& (2 dzaS FyR Oly 0°¢
relatively small amount of time. It has various functions such as recording, playback, and monitoring functionality

and it synchronizes audio and video by default.

This PoHD/HDSeries networlkamera adopts a higlguality design in order to achieve high levels of reliability and
security. It can be configured to work locally, as welleasotely over the internetTheProHD/HDSeriesetwork
camera also has a builh WiFi adapter that allows for theamera to be used on a wireless network, without
needing a physical connection to a router or PC.

1.2 Features

The Amcrest ®HD/HDSeries networlkamera has the following features:

1 Network Access
TheProHD/HDSeries network camearannects to a wide varigtof routers in order to connect to the
internet, both through a wired connection and wirelessince setup, the camera can be accessed
remotely from a wide variety of internet connected devices, including PCs, iPhones, iPads, Android
tablets, and Androigbhones.

1 CloudStorage Functioality
TheProHD/HDSeries network camesaable to record video and audio streamgshe Amcrest Cloud
service in order to enable lorgrm storagefor recordingsAmcrest Cloud also allows the user to easily
find anddownload recorded video for playback from any internet connected PC or Mac computer.

1 Advanced Playback Function
This device supports retime recordingand supports searching through recorded footage, fast forward
playbackand downloading of videos arstreenshots. ThEroHD/HDSeries network cameran also
playback in slow motion, backwards, and frame by frame as needed. When recording, the
ProHD/HDSeries network camesiaows a date/time overlay to ensure accurate viewing of eventsrwhe
they occurred. astly, theProHD/HDSeries network cameran support video enlargement oertain
zones within a stream.

1 Advanced Network Protocol Support
TheProHD/HDSeries network camésaUPnP compatible, and also includes functionality for use with

PPPoE, DDN&ndother protocols in order to allow remote and local connection with a large variety of
network hardware.

Note: There may be slight differences in functionality due to the existence of different product series.
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2 Device Overview

The diagram below showsgtO YSNJ Qa LINRFAE S | yR NBFNJ LI ySt
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Please refer to the following chart for information about the camera #mgorts.

Port Number Function

1 Power port

2 Audio input/cutput ports

3 SD Cardlst

4 Alarm input/autput ports

5 Reset/WPS buttafindicator ight (For resetpress and holddr 10 seconds; for
WPS, push once and release

6 Network port

tfSras NBFS

NJ G2 GKS OKFNI 0St2¢ FT2NIAYTF2NNYIGAZ2Y

Indicator Light &atus

Device &tus

Red Light islinkingquickly. The ckviceis activating.

GreenLight isblinking.

The ceviceisready to connect or isonnecting to the network.

Red light isolid and steady The cevicefailed to connect to the network.

GreenLight issolid and steady | The cviceis connected to the network and is functioning normally

RedLight is blinking slowly. The ceviceis upgradingtself.

The images belowhow the dimensions for the camera. The measurements are in millimeters (mm):

- 74

- - 74 -
70.4—

114.7

! /\w\ / 7N
o .
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3 Connection& Installation

This section provides information about the connection and installation of the AmresiD/HDSeriesetwork
camera.

3.1 Connection Guide

The cameranitially should be connected via the following method:

N

Ethernet N~ Ethernet
I S—— - -]
Cable S Cable
Camera Router

In addition to connecting the camera toccamputer, the camera should also be connected to a power source, by
connecting the included power cable to both a power outlet, and the camera.

3.2 Installation Guide

Thecamera has a standard camera tripod screw hole-@G4JNC thread) for use in mounginthe camera onto a
stable surface.

Note: Prior to installation ensure that the installation environment can support at least 3 times the weight of the
camera.

11
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4 Camera Access Setup

This section of the guide will provide the user with information on hewetup access to the camera through any
of the following methods.

4.1 Default Username and Password

To login to the system for the first time, use one of the following default username/password combin&iores.
@ 2dzQ@S a dzO O S, it & Higligf récémmierdial FoS hangihe/password for security reasons.

Username admin

Password admin

Note: Logging in for the first time will prompt the user to change the password to the admin account.

12
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4.2 Camera setup methods

To make your experience with the Amcr&gtFicamera easy and simple, we've provided multiple ways to set up,
view, and operate your camera depending on your ne@lisase follow the instructions on this page to set up your
camera in the way that works befr you.

4.2.1 Setting up your camera for the firsine

If setting up your camera for the first time, please follthe instructions as outlined isection 4.31. Using the
Amcrest View app on your smartphone or tablet, you can view your camera limeaingwhere, and access
features suctaspan/tilt/zoom, recording, taking snapshots, tweay audio, and more.

4.2.2 Accessing your camera using multiple mobitvites

If you followed theapp ®tup instructions insection 4.31 to initially set up your camera and would like to add the
camera to another smartphone or tablet, follow the instructions as outlinedextion4.3.3using your other
devices.

4.2.3Configuring advanced settings on your camera

If you would like to configre your camera to enable adweed features such as motion @etion, email alerts,
FTP, image adjustments, scheduliagd more, please follow the instructions as outlinedsaettion4.4 (Desktop
accesssetup).

4.2.4Using Amcrest Cloud for remote viewgnstorage,and playback

Amcrest Cloud is our optional cloud storage and playback service which allows you to access recorded footage
from any deviceWe offer 4 hours of free storage for your first camdpéease follow the instructions as outlined
on sedion 4.5(Amcrest Cloud setygo sign up for our Amcrest Cloud service and get 4 hours of free storage.

4.2.5Using plugand-play for remote web access

AmcrestView.com is a web portal that allows you to view your cameras and recordings quickly anfdosasily
anywhere in the world using a web browstise AmcrestView.com if you need to simply chieckt a moment's
notice. If you would like to use AmcrestView.com, please follow the instructions outlinegction4.7 (Remote
web accesssetup).

13
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4.3 Amcest View App Setup

Amcrest IP2MB41/IPM721 cameras enable access through the use of the Amcrest View app on either iOS or
Android mobile operating systemghere are two versions of the app, Amcres@w Lite, and Amcrest View Pro.
Amcrest View (Lite orrB) on the App Storer Play Store. The Pro versioontains features such as push
notifications,sharing video and image filesxporting video in MP4 format, and exporting image files to your
phone.The Amcrest Pro version of the app is now free to doadIfrom the Play Store and App Store.

For purposes of this guide, we will use iOS, though both apps have the same int€Hfadepp Interface may
differ slightly from the screenshots below as updates are releaBekbw, you'll find instructions on hove tset up
your camera, as well as instructions on how to configure different settings on your camera such as motion
detection and email alert€€very major app setup method will be covered in the following sections.

4.3.1 WiFi Configuration setup

Plug inyour camera and follow the steps below to get your camera up and running. Please wait 30 seconds after
plugging in the camera to allow it to initialiZEhe LED on the back will blink green when ready.

1. Download and open the Amcrest View Pro app from thp Sfore or Play Store.

# Download on the GETIT OM
S App Store » Google Play

Note: After installing the app, and before starting the app setup process, f
please make sure your phone is connected to the WiFi network you will k
connecting your camera to.

05:07 PM

2. From the homescreen, tap the icon in the tepght corner to open the
Device List

® 868 p» %

(o I I O L B
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» Test Camera O

e (35770

| Start Live Preview |

©

\_

4 o )

——>

*e800 ABC 03:55 PM [

¢ Select Device Type

# WiFi Camera

E Camera

DVR/NVR

® |@|@|@

&

3. Tap theAdd Devicebutton.

4. Tg WIiFi Camera

4 0

—>

S8800 ABC 122 PM

Add New Device Add Connected

This is the most commeon method
of setup for WiFi comeras

“Z=" WiFi Configuration Setup >

This is the most stable method of
setup for WiFi cameras

3\ Ethernet WiFi Setup >

This is the quickest method of
setup for WiFi cameras. Only
works on [P3M-941 and IP3M-
HX2 models.

o) Audio Sync WiFi Setup >

©

(.

( o )

—

03:55 PM

Make sure the QR code
is centered and in focus. Note: Move the

camera or the
phone to ensure
that the entire QR
code is visible and
focused in the
frame. In case the
QR codeannot be
scanned, please

tap Enter S/N
Move camera back and forth Manually to enter
slowly and ensure entire QR % A =
code is in the frame A y uKsS d

serial number.

I Enter S/N Manually I
A

Tap here if the
scan won't work.

\ 4

5. TapWiFiConfigurationSetup

6. Scan the QR code from the sticker on your
camera.

15
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8800 ABC

1122 PM [

SN XOOOKXXXXXX|

The S/N (Serial Number) is
generally found on the side.
bottom, or back of the camera,
and usually starts with the letters
"AMC".

T—D

©

\_

J

Ve

O

—>

-8eC0 ABC

< Camera Login

Give your camera a name:
p»{Garage camera |

Enter in your camera's username
and password.

Default username is admin
Default password is admin

Maximum password length is 16
characters.

Username:

Password:

06:59 PM [

Note: The default
username is
adminand the
default password
isadmin.

7. Double check to ensure that your S/N (Serial
Number) is entered correctly, then tdpext

8. Give your camera a hame, then enter in th

OF YSNI Qa

& 2 dzQié@Dut @lofithe fields, taplext

< WIiFi Connection

Please ensure your device is
connected to WiFi and enter your WiFi
password below If your WiFi network
doesn't display below, please tap the
Refresh button.

Note: Most Amcrest cameras only
connect to 2.4 GHz WiFi networks

Please ensure the WiFi network you
are connected to is 2.4 GHz

Network SSID: XXXXXXXXXX

e T
Refresh

ey [t |

—>
0000 ABC 1122 PM [0

-

E)

"

J

Note: Most
Amcrest cameras
canonly connect to
2.4 GHz WiFi
networks, so please
ensure that your
phone is connected
to a compatible
network.
Otherwise, perform
the Ethernet WiFi
Setup method in
section4.3.2.

dzA SNy I YS |

Vs

O

—>

N

-ee00 ABC

< Connected

Camera Successfully
Connected!

?I Start Live Preview I

1122 PM [

©

N

/

9. Enter your WiFi passwordhén tapNext.

10. Your camera is almost readlapthe Start
Live Preview button to proceed with
changing your password.

AXAMCREST
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4 o

8800 ABC 1122 PM

< Connected

@

Connected!

Please change your
camera's password

Camera Successfully

*I New Password

I Confirm Password

|

#I Change Password I

©

(&

J

Note: Oncethe
password is
changed hergit
will take effect
immediately. If
you forget your
password, you car|
always hard reset
the camera using
the steps detailed
in the FAQs
section of this
guide.

4 o

8800 ABC

< Connected

@

Camera Successfully
Connected!

?I Start Live Preview I

1122 PM (3

©

\

J

Note: To connect
your camera to
additional
smartphones and
tablets, please use

the P2P &up
method as outlined
onsection4.3.3

OF YSNI Q&

11. To ensure the security of your camera, you
will be asked to change the password for yag
R S Fadmif). Pleads
select a password that is at least 8 charactg
long and one that uses a combination of
uppercase letters, lowercase letters, and
numbers.Then, tapChange Password

12. Your camea is now ready to go! Tap tigtart
Live Previewbutton to get started

Still not working?

If you have a dual band router, and your camera does not connect to your WiFi network after following the WiFi
Configuration method below, please use the Ethernet WiFi Setup method as detailed in gegton

Tip: Tobetter understand the App's interface and features, please visit the Help Center within th& @appcess
the Help Center, tap the menu icon on the top left hand side, tap Help, then select which screen you'd like more
information about.For additional asistance, please contact usvaivw.amcrest.com or give us a call a8&88-212-
7538 Step by step video tutoriahvailable at www.amcrest.com/videos

AXAMCREST
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4.3.2 Ethernet WiFi Setup

The Ethernet WiFi Setup procassuseful and stable setup method that uses a temporary Ethernet (hardwired)
connection to your cameray the end of the process, your camera will be working on WiFi and will not need a
cable.

If the WiFi Configuration setup method (see section 4.3.1 @hRfiguration setup) does not worlQis is a great
G ol O1 dzLJE Altefriaiivédy? tRis method caalsobe used as an initial setup methgtipreferred. It willtake a
few more steps but still ends with your camera being added to WiFi for wireless use.

Plug in your camera and follow the steps below to get your camera up and running. Please wait 30 seconds after
plugging in the camera to allow it to initialize.

1. Download and open the Amcrest View Pro app from the App Store or Play Store.

# Download an the GETIT OM

;ﬂ-‘ Google Play

¢ App Store

[

e
L)
_—/

S8800 ABC 05:07 PM 12z PH

Device List

> Test Camera )]

)

> 7 . .
| Add Device |

D &4 8 <> | Start Live Preview |

© ©

_ J \_ - Y,

2. From thehome screen, tap the icon inthe top| 3. Tap theAdd Devicebutton.
right corner to open the Device List.

18
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- 5 N

——>

800 ABC 0355 PM (3]

£ Select Device Type

ie

{oep [ Wi Gamera |

@

=

©

800 ABC 1122 PM

Add Mew Device Add Connected

This is the most common method
of setup for WiFi cameras

“=" WIFi Configuration Setup >

This is the most stable method of
setup for WiFi cameras

3\ Ethernet WiFi Setup >
This is the quickest method of
setup for WiFi cameras. Only

works on I[P3M-941 and IP3M-
HX2 models.

o)) Audio Sync WiFi Setup >

(. @ J

4. TapWiFi Camera

5. TapEthernet WiFi Setup

@]
—

4 )

S88C0 ABC 122 PM

< Ethernet WiFi Setup

Connect Camera to Router

Please connect your device to
the Internet via an ethernet
connection before starting setup

ﬁ

©

&

4 o )

*8e00 ABC 122 PM (3]

£ Ethernet WiFi Setup

Connect Device to WiFi

Ensure your smartphone or tablet
is connected to your WiFi network,
then tap Next.

ﬁ

©

&

6. Plug your camera into your router via an Ethern

OrotSo 52yQi

camera can be unplugged and moved to a
different location.TapNextwhen finished.

% 2 NOEBUP, the

7. Ensure your mobile phone is connected to the
WiFi network that you will be connting your

camera to, then tapNext.

AXAMCREST
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—>

09800 ABC

Make sure the QR code
is centered and in focus.

03:55 PM

Move camera back and forth
slowly and ensure entire QR
code is in the frame

I Enter S/N Manually I
A

Tap here if the
scan won't work.

\_ J

Note: Move the
camera or the
phoneto ensure
that the entire QR
code is visible ang
focused in the
frame. In case the
QR codeannot
be scanned,
please tapEnter

S/N Manuallyto
enter in the
OF YSNI Q3
number.

O

—>

-eeC0 ABC 1122 PM

SINXOOOOXXXXXX |

The S/N (Serial Number) is
generally found on the side.
bottom, or back of the camera,
and usually starts with the letters
"AMC".

©

(.

J

8. Scan the QR code [QR code icon] from the stick

on your camera.

9. Double check to ensure that your S/N (Serial
Number) is entered correctly. Then, thfext

4 )

O

—>

8800 ABC

< Camera Login

06:59 PM

Give your camera a name:

ph»|Garage camera |

Enter in your camera's username
and password

Default username is admin
Default password is admin

Maximum password length is 16
characters.

Username:

Password:

Note: The default
username iadmin
and the default
password iadmin.

4 o

—>

~

S88C0 ABC 122 PM

< WiFi Connection

Ensure your device is connected to
WiFL Pick your WiFi netwerk, and enter
your WiFi password below

Note: Most Amcrest cameras only
connect to 2.4 GHz WIiFi networks.
Please ensure the WiFi network you
are connected to is 2.4 GHz.

Network SSID: XXX XXX HKXXK

Possword: || sessssssss

Test WiFi 1 =
* Test WiFi 2 =

Test WiFi 3 =

Test WiFi 4 =

Test WiFi 5 =

©

&

J

10. Give your camera a name, then enter in the
dzA SN I Y Sé 2 dr@Rg
filled out all of the fields, taplext.

OF YSNI Q&

11.
tap Next

Pick a WiFi network, enter in thasswordand

AXAMCREST
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8800 ABC 1122 PM [

< Connected

@

Camera Successfully
Connected!

#I Start Live Preview |

4 o )

©

(. J

4 o )
_—>
-ee00 ABC 1122 PM 3]
< Connected
= Note: Note that
/@\ once the password
5 is changed here it
will take effect
Camera Successfully immediately. If you
Connected! forget your
Please change your password’ you can
camera's password a|WayS hard reset
the camera using
New Password
> I the steps detailed
| Confirm Password [ in the FAQs sectiof
of this guide.

?I Change Password I

(& J

12. Your camera is almost ready. Tap B@rt Live 13. To ensure the security of your camera, you will

Previewbutton to proceed with changing your asked to change the passwofd2 NJ € 2 dzNJ
password. default username (admin). Please select a

password that is at least 8 characters long and
one that uses a combination of uppercase letter
lowercase letters, and numbers.

4 o )

—>

*8800 ABC 122 PM 3]

< Connected

_—
—

L

Camera Successfully

Connected!
You may now unplug the Ethernet
cable from the camera.
Please wait one minute after

unplugging the Ethernet cable for
Live Preview to initialize.

*{ Start Live Preview }?

\\ J

14. Your camera is now ready to dgdéhplug the camera from Ethernet and
power, then relocate the camera to anywhere within range of the WiFi network
that you connected the camera to. Plug in the camera, then ®&itminutes
before tapping theStart Live Previevbutton.
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4.3.3P2P&tup

The P2P Setup method is the method that should always be used to add a camera to more devices (smartphones,
tablets, using the Amcrest View apgijer the initial WiFi Configuration setup method has been followed and
completed on the first devieusing the app.

Alternatively, this method can also be used as a first, initial, setup method if preferred. However, please note that,
if this is used as a first method, a hardwired (Ethernet) connection must be used and your canmeoalveill

added toyour WiFi network by the end of the app setup alone (like in the WiFi Configuisgtap method).

Instead, in this case, the camearaust be added to WiFi separately, for instance, through desktop access (see
section 4.4 Desktop access setup below).

1. This setup method should only be used if the camera is already connected to the Internet via WiFi or Ethernet
cable. Use this setup method when you need to add the carteeadditional mobile devices. Download the
Amcrest View Pro app from the App StoreRtay Store, then open the app.

# Download on the

App Store P> Goo

Google Play

')
Ly
—> [e—

e8C0 ABC 05:07 PM

s8eC0 ABC 1122 PM 3]

> Test Camera (]

B8 P w

| Add Device |

0 4 & ¢ | Start Live Preview |

© ©

(. ) J \_ - Y,
2. From the home screen, tap the icon in the top | 3. Tap theAdd Devicéebutton.
right corner to open the Device List.
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@]
—1

*eeco ABC 03:55 PM 3]

¢ Select Device Type

—>

12z PM

< Connection Type

-
Add Connected Device

—

This is the most commeon method

of setup for connected cameras
prom.d P2P Setup >

1; IP/Domain/DDNS Setup

4 o )

©

N

4. TapWiFi Camera

5. Tap theAdd Connected Devickutton near he
top of the screen, then tap2P Setup

a

O
—

03:55 PM

Make sure the QR code
is centered and in focus.

Move camera back and forth
slowly and ensure entire QR
code is in the frame

I Enter S/N Manually I
A

Tap here if the
scan won't work.

Note: Move the
camera or the
phone to ensure
that the entire
QR code is visibl¢
and focused in
the frame. In
case the QR cod
cannot be
scanned, please
tap Enter S/N

Manually to

enter in the
Ol YSNJI Qj
number.

4 o )

—>

*8800 ABC 122 PM 3]

S/N XXXXXXXXXXX |

The S/N (Serial Number) is
generally found on the side.
bottom, or back of the camera,
and usually starts with the letters
"AMC".

6. Scan the QR codeom the sticker on your

camera.

7. Double check to ensure that your S/N (Serial
Number) is entered correctly, then tdpext.

AXAMCREST
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—>

8800 ABC

< Camera Login

Give your camera a name:

ywi»|Garage camera |

Enter in your camera's username
and password.

Default username is admin
Default password is admin

Maximum password length is 16
characters.

Username:

Password:

06:59 PM [

Note: The default
username is
adminand the
default password
isadmin.

Vs

(@]

—>

88 ABC 1122 PM (3]

< Connected

@

Camera Successfully
Connected!

7' Start Live Preview Ir

(. J

OF YSNI Q&

8. Give your camera mame, then enter in the
dza SNy I Y$

Iyl

filled out all of the fields, taplext.

9. Your camea is now ready to go! Tap ti&tart

Live Previewbutton to get started!

4.3.4 App valkthrough

Once you've set up your camera, thepawill present you with a popup
that offers a walkthrough of different features. Téjges on this popup

to begin a tour of all of the icons located on the Live View screen. In
future, you can always access the walkthrough again by opening the

Menu, tappingHelp, then tappingWizard

®@ % .l 2 3:50 PM

Live View

ll '_l ‘

Walkthrough

Would you like to learn how to use
the major function of this app?

No

IPC X -
ST
Balcony-Channel 01
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4.3.5 Motion detection setup

Setting up motion detection fathe ProHD/HDSeries camettaough the Amcrest View app will allow you to

choose how your camera will react to and record motion. This is the best way to record events that are particularly
of interest without needing to waste storage space by constantly recording. However, you can have motion
detection set up along with 24/7 oerding. The motion recordings will overlap the regular recordings and classify
each motiontriggered recording as a motion event for your convenience when searching.

There are a lot of customization options for riant detection that can be configured distly through the app. This
givesyou compete control over how to make motion detection work the way you want it to.

Here is a list of all the advanced configuration options for motion detection:

Schedule Modify motion detection recording timings.

Anti-Dither: Set how longnotion detection canftil be triggered after motion stops
Sensitivity. Select motion detection sensitivity.

RegionSetting Specify motion detecting regions of the screen.

Record Toggle this switch to start recording when motisrdetected.

Delay. Set how longnotion detection recording will continue after a motion event.
Alarm Out Configure alarm system integration.

Snapshot Toggle this switch to take snapshot when motion is detected.

=A =4 =4 4 -4 4 -4 -4

Follow the steps below to setup motion detection on your camera.

—/ _—_—>
D0 ABC 05:07 PM () 9800 ABC 1148 PM O3]
Live View
Playback

Device Manager

My Saved Files
0 Camera Map
Favorites

Push Notifications

Configuration Center

App Passcode

Help

B 66 » v

Leave Feedback

Cloud Storage

QO P & <>

@ . ©

1. From the home screen, tap the icon imet 2. TapConfiguration Centeto open the
top left corner to open the main Bnu. Configuration Center.

25
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#eecC ABC 1148 PM I |

= Configuration Cent

Motion Detect

Email Alerts

Video Tamper

Video Stream

Alarm Trigger

Recording Schedule

Medify Device Password

\

©

4 o )
_—>
seec0 ABC 1148 PM ()
. =
4 Camera 1 >
. /

3. TapMotion Detectto open the motion
detection settings menu.

4. Select thecamera that you want to modify
motion detection settings for.

5. By default, motion detection is enabled. To
configure advanced settingsap the toggle
switch in theAdvanced Configow.

6. From thisscreen, you can modify the setting
to fine tune how you use motion detection.
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