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Overview 
Simple Multi Viewer (SMV) is a software application which allows monitoring, controlling and recording of up 

to four INTELLINET NETWORK SOLUTIONS High-Speed Dome cameras. 

SMV supports several methods to control the movement of the speed dome: 

1. Using the SMV user interface: Use the arrow keys and zoom/focus controls 

 

2. You can use the mouse to click at a part of the image causing the camera to automatically center 

that section; the mouse scroll wheel can be used to zoom in and out. 

 

3. SMV supports Windows compatible joysticks***; the standard joystick buttons one – six can recall 

the PTZ presets of the camera, the throttle control can be used to zoom in/out. Regular joystick 

movements translate into Pan-Tilt movements of the camera on the screen. Analog joysticks are 

supported in that if the joystick is pushed only slightly, the camera movement is very slow, whereas if 

the joystick is pushed all the way, the movement is very fast. 

 
*** Joystick support requires an updated firmware installed on the camera which is scheduled for release in Q2 2008.
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Minimum System Requirements 
 
Hardware 

 Intel Pentium 4 with 2 GHz processor 

 CD-drive 

 512 MB RAM 

 Hard Disk: 10MB available space for installation 

 NTFS file system 

 XGA (1024 x 768) or higher resolution monitor 

 100 Mbps Ethernet with a static IP address 

 

System 
•  Microsoft Vista, Microsoft Windows XP professional SP2, 2000 (SP4) 2003 

   Server (SP1), Internet Explorer Version 6.0 or later, DirectX 9.0c or later (for MPEG2/4) 

• TCP/IP support 

 

Installation Procedure 
 

 

1. Insert the CD in the CD ROM drive and double click “SimpleMultiViewer.setup” in the CD’s root 

folder. 

2. Simply follow the Installation wizard’s instruction. 

3. Next, you will be asked where you wish to install the program. Unless specified otherwise, the 

program is normally installed in C:\Program Files\Simple Multi Viewer 

4. Click your way through the Installation Wizard. 

5. When the installation is finished, open Simple Multi Viewer from Start > All Programs or click the 

program icon on your desktop: 

  

 

 

 

NOTE: 

Both Simple Multi Viewer and MS Internet Explorer utilize ActiveX. If you install a new firmware on your 

camera, sometimes the ActiveX control of your web browser is also upgraded through and automated 

upgrade process. In those cases you have to uninstall the current Simple Multi Viewer and install the 

updated version from http://www.networkipcamera.com. 
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Interface Functions 
Recording and Snapshot 

These buttons activate the recording of streaming video (Divx)   
or still images (BMP). Click “Rec. AVI” to start the recording. Enter the filename and then click “OK.” The 

camera creates a new file once every 10 minutes, until “Recording” is clicked again or until your computer 

runs out of disk space. (The available hard disc memory should be more than 800MB). 

Storage Location 

Click “Storage location” to specify the destination of the video file. 

Take Snapshot 

Click on the camera icon (“Snapshot”) and specify the location and filename of 

the snapshot. Click “Save” to save a BMP still image. 

On/Off  

These buttons activate or deactivate the connection to the camera. 

View Mode 

You can select view mode as single or 4ch multi view.       
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Channel Selector 

Click to select the channel or you can simply click on the image on each channel. 

PTZ control 

You can pan and tilt the camera using the eight directional arrow buttons. Click 

and hold the arrow button which indicates the direction you want to aim the 

camera at.  

Adjust the Movement Speed 

Control the speed of the movement with the slider below the arrows. Left 

position = slowest, right position = fastest. 

Mouse Auto-Center function 

You can operate panning, titling and zooming of the camera by clicking the mouse on the monitor image. 

Click on the monitor image and the camera move so that the clicked portion goes to the center of the display. 

      

Click a part of the image to center it. 

Zooming with the Mouse scroll wheel 

You can adjust the zoom level by turning the scroll wheel forward and backwards.  

Zoom In/Out 

Control the zoom factor of the image  

Focus In/Out 

Click to adjust the focus manually. By default, Auto Focus is enabled, but you 

can manually take control of the focus. When you move the camera to a 

different position with the arrow buttons, Auto Focus is automatically re-

engaged. 

Connect All / Disconnect All 

You can connect or disconnect all cameras at the same time with these buttons. 
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Video Player    

Click “Video Player” to play the recorded video image or execute “SMV player”                on your PC. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Video Storage Path Browse  
Click on Browse to define the location of the videos. This location is the video player's location. It does not 

control the location of the recording which is defined under Storage Location. 

Snapshot  

First, pause the video clip and then take a snapshot to get BMP image. 

Print  

Click to print the snapshot image. 

Select Camera      
This list shows the IP address of cameras that save the video image. 

Select Date     

This list shows the recording date orderly. 

Delete Video  

Choose the video data from the list and click to delete it. 

Exit  

End Simple Multi Viewer. 
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Adding a camera 
Connect to the High-Speed Dome camera administrator interface. Open the VIDEO settings page. 

 
Check and make sure that the Video format is set to MPEG4. 
 
In SMV, press the  button. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The Address, web-, video- and control port need to be setup so that they match your camera's settings. 

User ID and Password need to be provided; the guest account normally works, unless PTZ control has been 

disabled in the user configuration of the camera. It is not required to use the administrator user account in 

Simple Multi Viewer. For security reasons it is recommended to use a regular camera user account. 

 

 

 

 

Enter the information such as IP address or 

domain name, Web- ,Video- & Control port, User 

ID & Password as configured in the camera. 

Check to get only I-Frame from camera. 

Check “on” or “Off” to display OSD on the image 

or not. 

Check the “Save Configuration” option in order to 

save the information you entered; then click OK. 


