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130 ADDISON ROAD BUILDING

TRESPA PURA NFC® CREATES 
DISTINCTIVE, LONG-LASTING 
EXTERIOR FOR RETROFIT OF 
1960s ERA BUILDING

When the owner of the 130 Addison Road 
multi-tenant, mixed use commercial 
building in Windsor, Connecticut, 
undertook a complete renovation of the 
facility, one of their primary goals was 
to create a beautiful, durable façade for 
prominent parts of the 38,000 square foot 
(3,530 m2) concrete masonry unit  
(CMU) building.

Home to two tenants – a national logistics 
company and a wholesale supplier of 
electrical products – the building’s owners 
wanted a high quality cladding that 
maximized the exterior aesthetics while 
minimizing future maintenance costs. It was 
important to them to have a material that 
would help the facility be recognizable and 
different from other nearby buildings.

They found their solution in Trespa Pura 
NFC® (Natural Fiber Core) exterior sidings, 
a contemporary form of exterior cladding 
made from up to 70% natural fibers, 
impregnated with thermosetting resins. The 
sidings come in several beautiful, natural 
colors for a distinctive look.

The project team installed 5,500 square feet 
(511 m2) of Trespa Pura NFC® horizontal 
f lush sidings on the building’s exterior 
walls, and vertically in the front vestibule. 
As with other Trespa Pura NFC® sidings, the 
Romantic Walnut color they used provides 
the warm look of wood, yet offers a long life 
and is easy to clean.

“I was most interested in Trespa Pura 
NFC® siding because of its unique product 
features, including the look of the f lush-
mounted cladding and its high quality 
assembly and finish,” said Erik Bartone, 
Principal of 130 Addison Realty, LLC. “The 
Romantic Walnut decor creates a high-
end feel for the building.” And, since the 
one-story building has a large roof surface 
area that requires constant maintenance, 
minimizing maintenance requirements for 
the exterior cladding was crucial, added 
Bartone.



"The building owners, tradesmen that performed the installation, and 
the tenants are extremely happy with the product."

- Erik Bartone, Principal of 130 Addison Realty, LLC.

The siding’s ease of installation helped the 
contractors meet their aggressive eight-
month construction schedule, which was 
driven by tenant occupancy needs. The 
project team installed Trespa Pura NFC® 
planks to cover the building’s CMU walls, 
resulting in a more modern and attractive 
exterior.
  
“The building owners, tradesmen that 
performed the installation, and the tenants 
are extremely happy with the product,” 
noted Bartone. “Tenant customers have 
commented on several occasions that they 
like its appearance, so have inquired about 
the manufacturer.” 

The 130 Addison Road building is nearly  
50 years old, and with the Trespa Pura NFC® 
façade and other renovations, including new 
paving and landscaping, the building looks 
brand new, explains Bartone. “In today’s 
economy, it is critical to create a product 
that attracts commercial tenants, and a place 
where they can feel proud to hang their sign 
at a location that matches their business 
standards.”
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GENERAL
These terms apply to the use of this document and 
such use automatically means that the other party 
agrees to these terms. The information provided 
by Trespa International B.V. (“Trespa”) in this 
document is solely indicative. Trespa is unable 
to warrant the accuracy and completeness of this 
information. Trespa may change the information 
included in this document at any time and without 
further notice. Trespa’s customers and third 
parties must ascertain that they have the most 
recent document (for the most recent version, 
please consult: www.trespa.com). No rights can 
be derived from the information provided; the 
use of the information is at the other party’s risk 
and responsibility. Trespa does not warrant that 
the information in this document is suitable 
for the purpose for which it is consulted by the 
other party. This document does not contain any 
design, structural calculation, estimate or other 
warranty or representation that customers and 
third parties may rely on. This document does 
not guarantee any properties of Trespa products. 
Colors used in Trespa’s communications (including 
but not limited to printed matter) and in samples 
of Trespa’s products may differ from the colors 
of the Trespa products to be supplied. Samples 
are not intended for use in product tests and are 

not representative of characteristics of the Trespa 
products. Trespa’s products and samples are 
produced within the specified color tolerances and 
the colors (of production batches) may differ, even 
if the same color is used. The viewing angle also 
influences the color perception. Metallics panels 
feature a surface whose color appears to change 
based on the direction from which it is viewed. The 
specified color stability and color specifications 
relate only to the decorative surface of the Trespa 
products, not to the core material and samples of 
the Trespa products. Trespa products are delivered 
ex-works with straight, sawn sides. Customers 
and third parties must have a professional adviser 
inform them about (the suitability of) the Trespa 
products for all desired applications and about 
applicable laws and regulations. Trespa does not 
warrant the above. The most recent version of 
the current delivery program and the Material 
Properties Datasheet can be found at www.trespa.
info. Only the information in the most recent and 
valid Material Properties Datasheet should be 
used to select and provide advice regarding Trespa 
products. Trespa reserves the right to change (the 
specifications for) its products without prior notice.

LIABILITY
Trespa is not liable (neither contractual nor 

non-contractual) for any damage arising from or 
related to the use of this document, except if and to 
the extent that such damage is the result of willful 
misconduct or gross negligence on the part of 
Trespa and/or its management. The limitation of 
liability applies to all parties affiliated with Trespa, 
including but not limited to its officers, directors, 
employees, affiliated enterprises, suppliers, 
distributors, agents, and representatives.

GENERAL CONDITIONS
All oral and written statements, offers, quotations, 
sales, supplies, deliveries and/or agreements 
and all related activities of Trespa are governed 
by the Trespa General Terms and Conditions 
of Sale (Algemene verkoopvoorwaarden Trespa 
International B.V.) filed with the Chamber of 
Commerce and Industry for Noord- en Midden- 
Limburg in Venlo (NL) on 11 April 2007 under 
number 24270677, which can be found on and 
downloaded from the Trespa website, www.
trespa.com/documentation. All oral and written 
statements, offers, quotations, sales, supplies, 
deliveries and/or agreements and all related work 
of Trespa North America, Ltd. are governed by 
the Trespa North America General Terms and 
Conditions of Sale, which can be found on and 
downloaded from the Trespa website, www.trespa.

com/documentation. A copy of these general 
conditions of sale will be provided free of charge 
on request. All general terms and conditions other 
than the conditions mentioned above are dismissed 
and do not apply, regardless of whether such terms 
and conditions are referred to on requests for 
offers, offer confirmations, stationery and/or other 
documents of the other party, even if Trespa does 
not expressly object to such terms and conditions 

INTELLECTUAL PROPERTY
All intellectual property rights and other rights 
regarding the content of this document (including 
logos, text and photographs) are owned by Trespa 
and/or its licensors. Any use of the content of this 
document, including distribution, reproduction, 
disclosure, storage in an automated data file or the 
dispatch of such a file without Trespa’s prior written 
consent is explicitly prohibited. ® Trespa, Meteon, 
Athlon, TopLab, TopLabPLUS, TopLabECO-FIBRE,  
TopLabVERTICAL, TopLabBASE, Virtuon, Izeon,  
Pura NFC, Volkern, Trespa Essentials and Mystic 
Metallics are registered trademarks of Trespa.

QUESTIONS
Should you have any questions or comments, 
please do not hesitate to contact Trespa.
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