
Instructions for How to Cut and Install Edging

You will need the following equipment to add edging to matting: 
• Linoleum Knife or Utility Knife (Linoleum Knife can make a deeper, single cut) 
• Metal Straight Edge 
• Cut Resistant Gloves
• Super Glue
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Make sure to add super glue to the lip 
that slides under the matting as well 
as the vertical lip that fits up against 

the side of the matting and attach 
edging to matting.
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Lay the metal straight edge along 
the line of matting where edging 

is to be added.
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To cut matting at an angle and add edging, 
hold the straight edge in place with firm, 

downward pressure and cut along the metal 
straight edge to make a clean, straight line 

in one firm cutting motion. Do not hack at the 
matting or make several cuts. Practice on a 

piece of sample matting if necessary.

Holding the straight edge in place with 
firm, downward pressure, cut along 
the metal straight edge to make a 

clean, straight line cut. Do not hack 
at the matting or make several cuts.  

Practice on a piece of sample matting 
if necessary.
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Slide the edging in place before 
adding super glue to make sure it fits 

the matting.
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Once you are satisfied with the cut 
and the edging, add super glue to 

the edging. Make sure to add super 
glue to the lip that slides under the 

matting as well as the vertical lip that 
fits up against the side of the matting 

and attach edging to matting.

Once you are satisfied with the cut 
and the edging, slide the edging 
in place before adding super glue 
to make sure the edging fits the 

matting.

After making the cut, lay the inside 
corner of the two tiles side by side.  

Some customers may want to glue the 
corner together. This can be done by 
adding a few drops of super glue to 

one side of the edging and attaching 
it to the other.

To cut an inside corner on modular 
tiles, lay out the entire area of tiles 

making sure to overlap the side tiles 
forming the desired inside corner.

Lay the metal straight edge at a 45 
degree angle on top of the inside corner. 

Make sure to lift up the top overlap 
edging with the metal edge in place to 
see where the cut will end up and that 

you will be satisfied with the cut.

Hold the metal straight edge firmly by 
placing downward pressure on the straight 

edge. Using a linoleum knife make one 
firm, clean cut through both side tiles. 
A utility knife will not cut deep enough 
through both tiles and you will end up 

making two to three cuts. Angles may not 
line up perfectly.

You should have two pieces from each 
tile after the cut is made. Remove 
these two pieces of cut matting.
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Adding edging to matting at an angle: 

Adding edging to matting on an inside corner: 

Adding edging to matting on an outside edge: 
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3/4” Black Nitrile edging

3/4” Yellow Striped Nitrile edging

 Size  Color Price  Wt. (lbs.) Approx. in.   (per unit) 

 7.25” x 36” x 3/4”  Black 46.00 3.7 ea.

 7.25” x 36” x 3/4”  Yellow Striped 55.50 3.7 ea.

                                              May be packed 6 per box

Nitrile Rubber Edging for 
Modular Tile and Mats

 Product No. 925  Size Price  Wt. (lbs.)

 2 oz. bottle 8.00 2 oz.

 8 oz. bottle 32.00 8 oz.

    Glue should be applied to the edging 
and then apply the edging to the mats or tiles.

S1500 Glue

 Product No. 926

S1500 Glue
When installing Nitrile rubber

 edging you will need one ounce
 of glue for every 4 linear ft.

Hog Heaven II/Comfort Flow HD Modular Tile Edging 
The 3/4” Nitrile Rubber edging comes in 3’ sections and is available in both Black and Yellow Striped.


