
 

 Be certain that the graphic is placed on the scanner so that the 
image is as straight as possible. This will ensure a better-finished 

product  

 Crop the image in an effort to scan the smallest possible object. 
For instance, if your customer provided a sheet of their 

letterhead, do not scan the entire sheet. Instead, using the 
cropping device, select only the logo portion.  

 We recommend that you create a new folder on your hard-drive 
(perhaps named “Scanned” or “JPG”) so that you may easily 

retrieve and track the image files. Save the file in this folder as a 
“JPG” file. When you save the file, there is an option to set the 

Quality Factor. Be certain to specify image quality as “High 
Quality”. If a JPG filetype is not an available option, please format 

the file as a “BMP”, “GIF” or “TIF”  
 You are now ready to e-mail the image. Either use the above link 

or create a message to: artwork@andersenco.com. Be certain to attach the 
image file and provide the design particulars (size, style, colors, 

etc.). It is best to send each scanned image as separate e-mail 

transmissions.  

If you are preparing your first e-mail request, please scan only one 
image and stop. Submit it for our review. Since all programs and 

scanners differ, there may be some fine-tuning required before we 
can accept the artwork. Additionally, scanning will never be an exact 

science. There may be rare occasions when Andersen requests that 
you send the original artwork through the mail. 

We hope that these instructions are clear and that you will have 

much success using this service. Please do not hesitate to contact 
the Art Department should you have any questions or require 

additional information. 

 

 

Hog Heaven III Modular Tile 

There are three components in the Hog Heaven Modular Tile III 
System, the corner tile, the side tile and the middle tile.  The 
corner tile has a border on two sides.  The side tile has a border 
on one side.  The middle tile has no borders.

Step 1:  Start with a corner tile and attach as many side tiles as is 
needed to complete the width of the installation ending with 
another corner tile.

Step 2:  Beginning at a corner tile, attach as many side tiles as is 
needed to complete the length of the installation ending with 
another corner tile.
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