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Since an outside mount covers more than just the window frame, there are a few additions you 
will need to make to your measurements. We will make the product to the exact dimensions that you 
specify.

2. Measure your Window  (Outside Mount)

Width
• Measure the width of the window opening.

• Add an overlap of approximately 3” on each side of 
the window (6” total). Make sure that the ends of 
your measurement end over a stud in the wall, as 
this will be required to support the weight of your 
product. 

Please note:
Factory Deductions:  Inside mounted products have a 1/8” overall deduction on the ordered width  – 
this deduction is required in order for the product to fit properly in your window.  

Do not make your own deductions.

Measuring Instructions: Floating Header

• Start your measurement at the depth where you 
plan to mount your window treatment.

• Measure the exact window opening at the top 
where you plan to mount the floating header.

• Record the measurement, and round DOWN to 
the nearest 1/8”. 

Width

1. Measure your Window (Inside Mount)

For your convenience, we also have a printable measuring worksheet available at our website.

Mounting Depth
Now that you’ve selected your blind or shade, you have to make sure the window frame 
is deep enough to fit your product. 

• Find your product’s mounting depth in the “Measure and Install Specs” tab on the information
page for the product.

• Measure the depth of the frame from the wall to the window glass.
• If the window frame is too shallow to accommodate your product, select an Outside Mount.

1. Use a steel tape measure for best accuracy.
2. Round each measurement DOWN to the nearest 1/8”. 

Measuring Tips




