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• Allows multiple tankless heaters to be mounted together, side-by-side, back-to-back, or both.
• Spacing of the rack system coincides with piping and venting kits, for additional ease of installation.
• Base and Extension Racks provide ability to customize systems.
• No limit to the number of Extension Racks allowed.

Standard 
Equipment

 
 

Cascade Rack System 
ST1249 Base Rack 

ST1250 Extension Rack 
Submittal Data 

 
 
 
 
 
 
 
 
 
 
 
Features 

 Allows multiple tankless heaters to be mounted together, side-by-side, back-to-back, or both. 
 Spacing of the rack system coincides with piping and venting kits, for additional ease of installation. 
 Base and Extension Racks provide ability to customize systems. 
 No limit to the number of Extension Racks allowed. 
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Base rack ST1249 can be used to hold 
one heater, or two heaters, back-to-back. 

Extension rack ST1250 is used with the base 
rack, to add one or two heaters to the 
system, either side-by-side, or back-to-back. 

  

For Use With Series LT Tankless Water Heater 

One Base Rack and one 
Extension Rack holds up 
to four heaters.  More 
extension racks can be 
added, allowing for more 
heaters to be mounted 
together. 
 

 

Form fields like what is used in other 
accessory submittals 

Cascade Rack System
ST1249 Base Rack

ST1250 Extension Rack
Submittal Data

Submittal Data

For use with tankless water heatersFor use with RTGS199  and RTGR199 tankless water heaters
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Mounted Single Heater 
(showing one ST1249 Base Rack) 

 

                                                              
 
 

Two Heaters Mounted Back-to-Back 
(showing one ST1249 Base Rack) 

 

                                               
 
 

Four Heaters Mounted Back-to-Back 
(showing one ST1249 Base Rack and one ST1250 Extension Rack) 
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Dimensions 

 
 
Note: Drawing shows one Base Rack, one Extension Rack, and two heaters.  For back-to-back installation, rear 
dimensions are identical to front dimensions. When more Extension Racks are added, the width dimension of each 
Extension Rack is added. 
 
 
  For added extension racks, width dimension with side-by-side installation repeats. 

Dimensions



Notes: 

Customer Service and Product Support:  800.900.9276 • Fax 800.559.1583
Headquarters: 20 Industrial Way, Rochester, NH, USA  03867  • 603.335.6300  • Fax 603.335.3355

9 Brigden Gate, Halton Hills, Ontario, Canada L7G 0A3 • 905.203.0600 • Fax 905.636.0666
  www.Laars.com Litho in U.S.A. © Laars Heating Systems 24-01       Document 2203   

Cascade Rack System
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