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1 - CONTRACTOR NOTIFY ARCHITECT, IN WRITING, OF ANY DISCREPANCIES  - CONTRACTOR NOTIFY ARCHITECT, IN WRITING, OF ANY DISCREPANCIES    BETWEEN THESE PLANS AND ACTUAL CONDITIONS PRIOR TO   CONSTRUCTION. 2 - ALL VERTICAL AND HORIZONTAL DUCTS, PIPES, CONDUIT, ETC. - ALL VERTICAL AND HORIZONTAL DUCTS, PIPES, CONDUIT, ETC.   (WHETHER SHOWN OR NOT) IN FINISHED ROOMS NOT ENCASED IN   FINISHED WALLS OR CEILINGS SHALL BE FURRED IN AND FINISHED   TO MATCH ADJACENT FINISH SURFACES AT ALL NEW WORK. 3 - FURNISH ACCESS PANELS IN WALLS AND NON-ACCESSIBLE TYPE  - FURNISH ACCESS PANELS IN WALLS AND NON-ACCESSIBLE TYPE    CEILINGS WHERE SERVICE OR ADJUSTMENT TO MECHANICAL,   PLUMBING OR ELECTRICAL EQUIPMENT IS REQUIRED.  ACCESS PANELS    SHALL BE FIRE RATED EQUAL TO SURFACE IN WHICH THEY OCCUR.   (SEE ENGINEERING DRAWINGS FOR ANY REQUIRED ACCESS PANEL(S)   FOR THIS PROJECT.) 4 - PROVIDE CONTROL JOINTS IN GYPSUM WALLBOARD AT 30 FEET O.C. - PROVIDE CONTROL JOINTS IN GYPSUM WALLBOARD AT 30 FEET O.C.   MAXIMUM PER MANUFACTURER'S RECOMMENDATION.  WHERE   POSSIBLE, LOCATE JOINTS ABOVE DOOR FRAMES. 5 - WHERE DUCTS, PIPES, CONDUIT, BAR JOISTS, BEAMS OR ANY - WHERE DUCTS, PIPES, CONDUIT, BAR JOISTS, BEAMS OR ANY   OTHER MATERIALS PENETRATE A FIRE RATED PARTITION WALL,   OPENINGS SHALL BE TIGHTLY SEALED. PENETRATIONS IN METAL   STUD PARTITIONS WIDER THAN 15" OR WHICH INTERSECT A STUD   SHALL BE CONSTRUCTED WITH 20 GAGE GALVANIZED RUNNER TRACK    SILL AND HEADER SECURED TO METAL STUDS.  OPENINGS IN METAL   STUD PARTITION SHALL BE SEALED WITH JOINT COMPOUND MATERIAL. 6 - GYPSUM WALLBOARD IN TOILETS, JANITORS CLOSETS AND OTHER - GYPSUM WALLBOARD IN TOILETS, JANITORS CLOSETS AND OTHER   AREAS SUBJECT TO WETTING, SHALL BE MOISTURE RESISTANT   TYPE ON WALLS.  ON WALLS TO RECEIVE CERAMIC TILE, FINISH   GYPSUM WALLBOARD SHALL BE MOISTURE RESISTANT TYPE. 7 - ALL GYPSUM WALLBOARD NOTED TO BE FIRE RESISTIVE UL CLASSIFIED - ALL GYPSUM WALLBOARD NOTED TO BE FIRE RESISTIVE UL CLASSIFIED   MATERIAL TO BE APPLIED IN STRICT CONFORMANCE TO THE APPLICABLE   FIRE TEST DESIGN WITH JOINTS ON OPPOSITE WALL FACES   STAGGERED.  FASTENERS SHALL BE OF APPROVED TYPE AND   INSTALLED IN ACCORDANCE WITH APPLICABLE FIRE TEST.  ALL   WALLBOARD JOINTS SHALL BE TAPED AND FINISHED WITH JOINT   COMPOUND, INCLUDING THOSE ABOVE CEILING WHETHER FIRE"   RATED OR NOT.  PENETRATION FOR PIPES, CONDUIT, DUCTS, ETC,.   IN EXCESS OF 8" IN MAXIMUM DIMENSION SHALL BE FRAMED WITH   RUNNER CHANNELS.  PERIMETER OF PENETRATIONS SHALL BE    TIGHTLY PACKED WITH MINERAL FIBER SAFING INSULATION. 8 - INTERPRETATION, ERRORS AND OMISSIONS: - INTERPRETATION, ERRORS AND OMISSIONS:   SHOULD ANY OMISSION, DISCREPANCY, AMBIGUITY OR ERROR   IN THE CONTRACT DOCUMENT DRAWINGS BE DISCOVERED OR   SHOULD THERE BE ANY DOUBT AS TO THE MEANING OR INTENT   THEREOF, REPORT SUCH FINDINGS TO THE ARCHITECT IN WRITING.   CLARIFICATION WILL BE MADE BY REVISION TO DRAWINGS, WHICH   WILL BE SENT TO THE CONTRACTOR OF RECORD.   NEITHER THE OWNER, ARCHITECT NOR THE CONTRACTOR WILL BE RESPONSIBLE   FOR VERBAL ANSWERS REGARDING THE INTENT OR MEANING   OF ANY OF THE CONTRACT DOCUMENTS.   IF DURING THE COURSE OF CONSTRUCTION, CONFLICTS ARE   FOUND IN THE DRAWINGS OR EXISTING SITE CONDITIONS,   THE CONTRACTOR IS TO NOTIFY THE ARCHITECT IN WRITING.  THE ARCHITECT   WILL INTERPRET OR CONSTRUE THE DRAWING(S) AND/OR EXISTING SITE    MOST SUBSTANTIAL AND COMPLETE PERFORMANCE OF THE WORK AND    WILL ISSUE A FORMAL DIRECTIVE IN WRITING TO THE CONTRACTOR. 9 - SUBMIT SHOP DRAWINGS TO ARCHITECT FOR ALL MATERIALS.  ARCHITECT - SUBMIT SHOP DRAWINGS TO ARCHITECT FOR ALL MATERIALS.  ARCHITECT   WILL REVIEW FOR DESIGN INTENT ONLY. GENERAL CONTRACTOR RESPONSIBLE   FOR VERIFYING DIMENSIONS, QUANTITIES, AND MEANS AND METHODS. 10 - ENERGY CODE - ENERGY CODE   OPENINGS AND PENETRATIONS IN THE BUILDING ENVELOPE SHALL BE SEALED   WITH CAULKING MATERIALS OR CLOSED WITH GASKETING SYSTEMS COMPATIBLE   WITH THE CONSTRUCTION MATERIALS AND LOCATION. JOINTS AND SEAMS SHALL   BE SEALED IN THE SAME MANNER OR TAPED OR COVERED WITH A MOISTURE VAPOR   -PERMEABLE WRAPPING MATERIAL. SEALING MATERIALS SPANNING JOINTS BETWEEN    CONSTRUCTION MATERIALS SHALL ALLOW FOR EXPANSION AND CONSTRUCTION    OF THE CONSTRUCTION MATERIALS. 11 - MINIMUM R-VALUE INSULATION REQUIREMENTS - MINIMUM R-VALUE INSULATION REQUIREMENTS   BELOW ROOF ASSEMBLY = R-38 BATT INSULATION   EXTERIOR WALL ASSEMBLY = R-13 BATT INSULATION   INTERIOR WALL ASSEMBLY = R-11 BATT INSULATION   PEMB REQUIREMENTS -    ROOF ASSEMBLY = R-13 + R-13 BATT INSULATION WITH R-5 THERMAL BLOCK   EXTERIOR WALL ASSEMBLY = R-13 + R3.8ci BATT INSULATION   INTERIOR WALL ASSEMBLY = R-11 BATT INSULATION 12 - PROGRESS REVIEW SET ONLY.  AFTER DESIGN-BUILD GENERAL CONTRACTOR IS  - PROGRESS REVIEW SET ONLY.  AFTER DESIGN-BUILD GENERAL CONTRACTOR IS    SELECTED BY CHURCH, FURTHER COORDINATION AND DETAILING IS REQUIRED. 
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