
DRAIN MAINTAINER
Keeps Grease Traps & Drains Clean

HOW TO USE  
FOR GREASE TRAPS: Automatic dispensers are available  
for convenient, easy, labor saving application. Use 8 oz. 
per 15 gallons of trap capacity.
FOR DRAINS: Apply during time of drains lowest use, usually  
overnight. Add 8 oz. of treatment each day, beginning on 
lower floors, moving up a floor every 48 hours.
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DESCRIPTION  
A safe treatment that replaces acids or caustics  
for opening clogged and slow flowing traps 
and drains and at the same time eliminates 
the hard physical work of doing so. Its activity  
is almost like perpetual motion. The treatment  
lays dormant until added to a dirty system, 
then when it reaches grease and food it  
releases enzymes that literally eat and digest  
the organic matter... and the only by-products  
are water, carbon dioxide, and more and 
more enzymes to continue the process. 
 
 
BENEFITS  
ELIMINATES HAND WORK: Regular use of 
this bio-enzymatic treatment can completely 
eliminate the ugly job of physically digging out 
grease traps and reaming drains and down lines.
REPLACE SOLVENTS: Regular use eliminates need for dangerous  
solvents previously used.
BIO-ENZYMATIC ACTION: Eats and digests grease, food stuffs and other 
organic matter that would ordinarily block the flow through traps and waste 
lines.
REPRODUCES ITSELF: The treatment lies dormant until it reaches  
organic matter and then, over and over, produces more and more enzymes 
to liquefy previously non-digestible waste.
GENETICALLY ENGINEERED: Formulated from strains of non-patho-
genic bacteria engineered to produce enzymes with a special appetite for 
grease, food waste and other organics.
BIO-FILM PRODUCER: As the treatment digests bulky   
waste, it builds up a bio-film on the inside of traps, drains   
and down lines.

SPECIFICATIONS
APPEARANCE........................................Milky liquid
ODOR..............................................................Floral
SPECIFIC GRAVITY...........................1.050 ± 0.005
DENSITY.......................................8.76 ± 0.05 lb/gal
BOILING POINT.....................................Near 212°F
pH.............................................................6.50 + 0.5
Flash Point........................................None to boiling
STABILITY..................................One year minimum
USDA RATING......................................................L2 
 
PRODUCT CODE.............................................DRM




