Offset crash test at 64km/hr

Crash Tests
New Car Safety
Toyota Echo
07/2000 on 06/2005 - Dual Frontal
Overall Evaluation

Injury Measurements
Refer to the information sheet
'How the tests are done'

Overall Score
Variant: 3 Dr Hatch

28.53 out of 34
Engine: 1 Litre, 4 cyl
Category: Light Car

The left-hand-drive European Toyota Yaris was tested by EuroNCAP. Australasian
specifications may vary and therefore models sold in Australasia might provide
different levels of protection to those described on this page.

Model History and Safety Features
A driver's airbag is standard equipment in Australia. A passenger airbag is standard in
Europe but optional in Australia.
The front seat belt buckles are mounted on the seats. This feature improves the fit of
the seat belt. Pretensioners are fitted to the front seat belts to reduce slack in the
event of a crash.

Overall Evaluation: 4
The Toyota Echo/Yaris performed well in the offset crash test (score 12.53 out of 16).
The passenger compartment held its shape very well. Injury measurements indicated
a low risk of serious injury but stiff structures in the knee impact areas resulted in
reduced upper leg scores.
The vehicle performed very well in the side impact crash (score 16 out of 16).
EuroNCAP noted that this was remarkable for a car without side airbags.
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The passenger compartment held it shape very well in the offset crash test. The brake
pedal moved rearwards by 8cm. The width of the driver's doorway shortened by 5cm.
All doors remained closed during the crash. After the crash tools were required to
open the driver’s door.
The airbag effectively cushioned the head of the driver and contact was stable. Knee
impact areas had stiff structures and penalties applied to the upper leg scores.

Side Impact Crash Test
The centre pillar and the side doors were pushed inwards moderately.
The injury measurements were all good but the driver's head moved completely
outside the window. In a real crash this could be very hazardous.
The vehicle was not eligible for a Pole Impact Test since it did not have headprotecting side airbags. This test can earn eligible vehicles an extra two points, giving
a maximum possible overall score of 34 points.

Bonus points (maximum 5)
Pole Test:
Seat Belt Reminders:
Modifiers for offset test scores
Head
Chest
Upper leg
Variable & conc. loading
Lower leg
Foot score
Structure

No deduction
No deduction
2 point deduction

Pedestrian rating (v4)

12.84 out of 36 (35.7%)
Child head impacts 5.31 pts;
Adult head impacts 6 pts;
Upper leg impacts 1.54 pts;
Lower leg impacts zero pts.

Modifiers for side impact test scores
Head
Chest
Upper leg
Lower leg
Foot score
Structure
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