CR-Z

ZF1 3-Turer, ab 2010
( ’ ) Note: The Rescue Sheet depicts a LHD vehicle (as allowed under the ISO 17840-1). All
components (other than steering wheel and passenger airbag) are located in the same position

/] in the Aust/NZ RHD model.
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Besonderheiten:
Hochvoltanlage mit Gleichspannung bis 100 Volt! Hochvoltbauteile nicht berihren.
Erkennungsmerkmale Hybrid und Details, siehe Rlckseite!
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Erkennungsmerkmale:
* Schriftzug ,Hybrid"“ auf der Heckklappe.
 Schriftzug Motorraum ,IMA"
* Orange ummantelte Kabel, oder Kabelabdeckungen

Hochvoltanlage spannungsfrei
schalten!

) (O 1. Zindung ausschalten

2. Minuspol von der Batterie
trennen, Abdeckung vom
Pluspol nehmen und die
Verbindung zwischen Pol A
und Pol B trennen
(oder abschneiden).

Lebensgefahr!
Hochvoltbauteile nicht bertihren!

Die Hochvoltbatterie befindet sich unter der Gepackraumbodenabdeckung
Kennzeichnung der Hochvoltbatterie: Kennzeichnung der restlichen

= Hochvoltbauteile:
A DANGER
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- Service must be performed by qualified personnel only -
High Voltage inside/ acid Electrolyte :

A 200 S8 0T

To avoid sericus injuries (electric shock or burns) or death: A -
sMever disassemble this battery unit or remove covers . z
+Do not punclure or impact this unit . En -
«Avold contac electrolyle with éyes, sidn or clothes. In évenl of sccident, Mush with - <
water and get medical hidlp immediately
«Keap out of the reach of childen

«MNo sparks or flame, do not incinerate
+Do not flocd with water
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