
 

Legend
 Airbag  Gas generator  Seat belt pretensioner  SRS control unit 

 Active pedestrian protec‐
tion system 

 Gas strut / Preloaded
spring 

 Alternative high-voltage
disconnect device 

 Low-voltage battery (Li-
ion battery) 

 High-voltage battery (Li-
ion battery) 

 High-voltage cable /
component 

 High-voltage disconnect 

Note
Further information is available in our Guidelines for Car Rescue Crews.

Mercedes-Benz EQA Model H243 cross-country vehicle, as of
2021 

  

On-board electrical system
battery 

1 High-voltage battery 2 Front drive module 3 On-Board charger 4

High-voltage charge socket 5

© Mercedes-Benz AG | Rescue Card Passenger car | Version 06/2021 ID-Nr.: rk.mb-qr.com/en/243.701 V1.1 1/3

http://rk.mb-qr.com/static/pdf/en/mb_guidelines_car_rescue_crews.pdf


High-voltage disconnect device
The high-voltage disconnect device is located on the right side of the engine compartment. 

 

 

1. Operate release / 2. Push the release downwards / 3. Pull out switch

Alternative high-voltage disconnect device
The alternative high-voltage disconnect device is located behind the cover in the cockpit. It is marked with an information label. 

 

Mercedes-Benz EQA Model H243 cross-country vehicle, as of
2021 

© Mercedes-Benz AG | Rescue Card Passenger car | Version 06/2021 ID-Nr.: rk.mb-qr.com/en/243.701 V1.1 2/3



 

Remove cover (1) of fuse box / Cut line at marked location (2)

Vehicle identification
 

Mercedes-Benz EQA Model H243 cross-country vehicle, as of
2021 
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