


8. Disconnect two connectors (callout 1), and then release the USB cable (callout 2) from the holder.

NOTE: Flow M632z only: Disconnect one connector (callout 3), release four tabs, and then remove the 
near-field communication (NFC; callout 4) printed circuit board. Set this part aside to install on the 
replacement control panel.

Figure 1-1097  Disconnect connectors
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9. Remove three thumbscrews (callout 1).

Figure 1-1098  Remove three thumbscrews

1
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10. Lift the front of the control panel off of the printer (callout 1), and then slide it toward the front of the 
printer (callout 2) to remove it.

Figure 1-1099  Remove the control panel

2
1

11. At the back of the printer, remove two screws (callout 1).

Figure 1-1100  Remove two screws

1
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12. Rotate the image scanner back cover up and remove it.

Figure 1-1101  Remove the image scanner back cover

13. Do the following:

a. Lift the latches to release three flat cables (callout 1), and then disconnect them.

b. Disconnect three connectors (callout 2).

c. Remove one screw to release a grounding wire (callout 3).

d. Remove one screw on the left side of the SCB (callout 4).

Figure 1-1102  Disconnect connectors and remove two screws
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14. Do the following:

a. Partially slide the SCB out of the printer, and then release the locking tab to disconnect one 
connector (callout 1).
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b. Slide the SCB out of the printer and remove it (callout 2).

Reinstallation tip: Make sure all of the cables are positioned on top of the SCB before sliding it 
into the printer.

Figure 1-1103  Remove the SCB

1

2

15. Remove two screws (callout 1).

Figure 1-1104  Remove two screws

1
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16. Open the automatic document feeder.

Figure 1-1105  Open the ADF

17. Tilt the ADF back until it stops (callout 1), and then lift it up until it stops (callout 2).

Figure 1-1106  Tilt and lift the ADF
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18. Support the ADF, and then use a small, flat-blade screwdriver to release two tabs on the ADF hinges.

NOTE: The tabs are located on the front side (scanner flatbed glass) of the hinges.

Figure 1-1107  Release two tabs on the ADF

19. Lift the ADF up and remove it.

Reinstallation tip: Reverse the removal steps to install the assembly.

Figure 1-1108  LIft and remove the ADF

Step 3: Remove the formatter cover

▲ To remove the formatter cover, do the following:

a. On the formatter cover, release two thumb screws (callout 1).

b. Slide the formatter cover in the direction indicated by the arrow (callout 2) and remove it.
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Figure 1-1109  Release two thumb screws and remove the formatter cover
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Step 4: Remove the rear cover

1. Press the button above the cartridge door (callout 1), and then open the door in the direction indicated 
by the arrow (callout 2).

Figure 1-1110  Open the cartridge door
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2. Remove two screws (callout 1).

Figure 1-1111  Remove two screws

1

3. Slide the rear cover in the direction indicated by the arrow.

Figure 1-1112  Slide the rear cover
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4. Remove the rear cover.

Reinstallation tip: Reverse the removal steps to install the assembly.

Figure 1-1113  Remove the rear cover

Step 5: Remove the image scanner assembly

1. Flow M632z and Flow M633z models only:

▲ At the back of the printer, gently pull the wireless cable in the direction indicated by the arrow, and 
then disconnect the wireless connector.

Figure 1-1114  Disconnect the connector
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2. Release the scanner control board (SCB) cables (callout 1) from the cable guides (callout 2).

Figure 1-1115  Release the SCB cables
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3. Release the formatter cables from the cable guides (callout 1).

Figure 1-1116  Release the formatter cables

1
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4. On the formatter board disconnect five connectors (callout 1).

Figure 1-1117  Disconnect connect five connectors

1

5. Do the following:

a. Allow the SCB cables and the wireless cable to hang down without releasing them further.

b. Thread the disconnected formatter cables up through the opening in the side of the formatter case 
(callout 1).

Figure 1-1118  Thread the formatter cables through the formatter case

1

6. Do the following:

a. At the back of the printer, remove four screws (callout 1).
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b. Release the wireless cable from the cable guide (callout 2).

Figure 1-1119  Remove four screws and release one cable
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7. On top of the image scanner assembly, at the location where the control panel has been removed, 
remove two sheet metal screws and one self-tapping screw (callout 1).

Figure 1-1120  Remove three screws

1
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8. Lift the image scanner assembly off of the printer, and remove it.

Reinstallation tip: Reverse the removal steps to install the assembly.

Figure 1-1121  Remove the image scanner assembly

Step 6: Remove the image scanner front cover

▲ Do the following:

a. Release two tabs (callout 1).

b. Remove the image scanner front cover (callout 2).

Reinstallation tip: Reverse the removal steps to install the assembly.

Figure 1-1122  Remove the image scanner front cover
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Step 7: Remove the image scanner right cover

▲ Do the following:

a. Release one tab (callout 1).

b. Slide the image scanner right cover (callout 2) in the direction the arrow indicates and remove it.

Reinstallation tip: Reverse the removal steps to install the assembly.

Figure 1-1123  Remove the image scanner right cover
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Step 8: Remove the inlet cover

1. Do the following:

a. Disconnect one connector (callout 1).

b. Remove the cable (callout 2) from the cable guide (callout 3).

c. Release one tab (callout 4).
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d. Slide the cable guide (callout 5) in the direction the arrow indicates and remove it.

Figure 1-1124  Disconnect one connector and release one tab

1
2 3

4

5

2. Do the following:

a. Open the right door assembly.

b. Remove two screws (callout 1).

Figure 1-1125  Remove two screws

3. Do the following:

a. Release two tabs (callout 1).
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