NO--WA

TECHMNICAL SPECIFICATIONS :

Valve Body:
Body Materiak ..o 304 Stainless Steel
Valva Stem: .. Mickel Plated Brass

Valwe Balli e 304 Stainiess Steel
Valve Seat... PTFE disc with backup ring
Walve Packing ., DOUBE O ring

with PTFE friction ring base
6 v T, T 100% tight shut off
Working Prassure. e 150 F5| (10 Bar)
Media Temperature: _329F 1o 200°F {0°C 10 92°0)

Actuator:

Rated Voltage: ... e Self selecting from
S H AR P TR b 3V to 24 AL/DC, or 1200 AC
PO s s s B SR Max 5 watts
CHIPUE TGRS oot 17inflb (2 NM)
Enclosure: ... MEMA A(IP&S)
COnnEC o . L327(IM) PVC Cable
Ambient Temperatue...—...—.... 40°F 1o 120¢F

( 5°C 1o 50°C)
TRV THES o mss st s s s e 3 SHSCONNELS
Moise Level: TR ERR TP AN R 1 |
Approvalst... e C5A Certified 1735440
Standard Features: . ..........PosiTon Indication
S e UK Clip Mounting
Optional Features:. ... Manual Override
Agency APProvals. ... w e i -CE
ESC Certificate ... ENG0534-2-3:1998
Crality AssUrance Systemit. ... Q7 23/EC
Certified 10— v MU FAAMSE Standard 61

Cine vear warranty.

ACTUATORTYPE M51120/22, 2120
MS1120/2120 2 wire fail safe with position indicator

CERTIFIED

Actuator with Tuick Connect” feature for
easy installation in difficulr situarions

DIMENSIONS: 5

O

INFLO
TROLIX



