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Cable System
Installation Guide
Overview
Our recommended approach for the installation of your Circle Graphics Cable Systems on the panels
in your market is to install the fixed hardware (namely the Cable Guides and Wind-Strap hardware) as
the initial step. Following the installation of the system hardware, most of our billboard company
partners plan to install the cable and clips immediately prior to the installation of their first Eco-Poster
installation (i.e., live copy). This is the recommended approach.
Therefore, the installation (and thus our instructional guide) breaks down logically along these lines as
described below. A very important note that bears repeating multiple times for install crews is that the
order of these installation steps is critical both during hardware installation and during the
actual poster installation. In fact, poster installation steps must be done in precise order for the
poster to tension properly and display in the best possible manner. It would be impossible to overemphasize this key point.
It is also critically important that you familiarize yourself with the proper use of the Corner
Clips. Please pay careful attention to the information that follows. All Corner Clips must be fully
locked into the poster pockets for the system to function properly.

Please find the installation guides organized as follows:
•
•
•
•
•
•

Master Parts List
Cable System Hardware Installation Guide (Cable Guides and Wind-Strap Hardware)
Cable & Clip Installation Guide
Poster Installation Guide
Poster Removal Guide
Master Parts List – Visual Index
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MASTER PARTS LIST
Note: Exhibit A sets forth a visual index of each part corresponding to the Part ID listed on the right
of each product description.

TWO INSTALLATION KITS
Part ID
System Hardware Installation Kit
· 1 Vest
· 1 Tape Measure
· 1 Template for Standard Guide Installation - SIDE
· 1 Template for Standard Guide Installation TOP
· 1 Template for Standard Guide Installation BOTTOM
· 1 Corner Measurement Tool
Poster Installation Kit
· 2 Wind-strap anchor bolts
· 1 Wind-Strap
· 1 Telescoping Pole with Cable Handler Screwed into Tip
· 1 Hand Tensioning Tool
· 1 Eco-Poster Bag (to carry new poster)
· 10 Recycling Bags (to carry old posters to recycling bin)

A

B
C
D
E
F
G

Note: These two kits are sent out in an approximate ratio of 1 kit per 300 poster
faces. If you require additional kits, please let us know at Circle Graphics.

SYSTEM HARDWARE

PERMANENT

Each pack below contains parts for one poster
Corner Guides Pack
· 4 Corner Guides
· 4 Short Rivets
· 4 Long Rivets
Note: If you have ordered systems for wood panels, rivets will not be included in the packs,
and Circle will send or specify the type of wood screw to use in place of the rivets.

H
I
J

Standard Guides Pack
· 17 Standard Guides
· 17 Long Rivets
Note: If you have ordered systems for wood panels, rivets will not be included in the packs,
and Circle will send or specify the type of wood screw to use in place of the rivets.
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K
L

Wind-Strap Hardware Pack
· 2 Side Anchors
· 4 Wire Brackets
· 12 Short Rivets
Note: If you have ordered systems for wood panels, rivets will not be included in the packs,
and Circle will send or specify the type of wood screw to use in place of the rivets.

SYSTEM HARDWARE
·
·
·
·
·

M
N
O

REMOVABLE

1 Cable w/ attached Cinch Strap
1 Carton of 38 Clips that attach to the Cable
Snap-on Clip Extenders (10 per board)
(when oriented as per the picture below)
Corner Clips - tongue on RIGHT (4 per board)
(when oriented as per the picture below)
Corner Clips - tongue on LEFT (4 per board)
(when oriented as per the picture below)

P
Q
R
S
T

Note on Packing of these two components to your office:
· Clips:
1 Carton contains 8 boxes of 38 clips per box
· Cables:
1 Carton contains 50 bags with 1 Cable per bag

OTHER TOOLS/SUPPLIES NEEDED (not supplied by Circle)
·

·
·
·
·
·
·

Rivet Tool: for easy rivet installation we recommend the
RiveDrill HP, a cordless drill attachment available from Lobster
Tools (www.riveter.com)
Marking Pen/Pencil: Sharpie Marker fine point works best
Cordless Power Drill
3/16 Drill Bit: for making holes prior to installing the rivet
Screwdriver (Phillips head): to loosen corner guide lids to install cable
Knife: to scrap the paper from the guide installation points
Duct Tape: to hold down tape measure
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Exhibit A - Parts List
Part

Total Qty

A

1

B

2

C

1

D

1

E

1

Image
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Part

Total Qty

F

1

G

10

H

4

I

4

J

4

Image
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Part

Total Qty

K

17

L

17

M

2

N

4

O

12

Image
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Part

Total Qty

P

1

Q

30

R

10

S

4

T

4

Image
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Part

Total Qty

U

1

Image
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Cable System Hardware Installation Guide
Overview
Installing the cable system hardware accurately is the most significant step in the process of converting
your poster panel to a panel that can accept a single sheet “Eco-Poster.” Within this step, the most
critical element is to accurately measure the inside dimension of the poster face in order to
determine the correct positioning of the cable guides.
Set correctly, your poster panel will have no problem with future eco-poster installations. Set
incorrectly, and it will be difficult or impossible to achieve an ideal result.

Step 1

Scrape the Board Prior to Installing System Hardware

Remove any pre-existing paper poster copy or paper residue, in particular along the perimeter where
you will be installing the cable guides. This ensures that the guides are in direct contact w/ the metal or
wood face panel. This also minimizes the possibility of paper flaking off the panel behind the EcoPoster over time. Installers should use a knife to cut away any built up poster or glue residue on the
exact spot where you are installing the cable guides (if there is build-up).

Step 2

Pack the Installation Vest & Assemble your Materials

Circle Graphics ships a System Hardware Installation Kit along with each 300 poster kits ordered. If
you require additional kits, please give us a call.
At this time, load your vest with the original items that came w/ the kit as well as the hardware needed
for one poster installation. These parts are detailed below and shown in the following picture.
System Hardware Installation Kit
• Vest
• Tape Measure
• Guide Templates
• Corner Measurement Tool
Hardware Packs
• Corner Guides Pack
• Standard Guides Pack
• Wind-Strap Hardware Pack
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Here’s a fully loaded vest ready for an installation:
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Step 3

Measure the Poster Face

Again, this is a very critical step. You must determine which of the following sizes describes the
inside dimensions (i.e., inside the trim dimension) of the board you are installing:
1.
2.
3.
4.

Standard – measuring 125” H x 272” W
Smaller than Standard, but OK – measuring (123” to 125” H X 270” to 272” W
Smaller than Standard, but NOT OK – measuring less than 123” H or less than 270” W
Larger than Standard – measuring more than 125”H or more than 272” W

The tape measure supplied with your installation kit has a tab attached that can be used (along with a
piece of duct tape) to hold your ruler into place as you measure the width and height inside the trim of
your poster panel. Remember, we are trying to determine the INSIDE (the trim) dimensions.

(Taping the ruler down will help as you measure the board)

Once you determine the dimensions of the poster you are working on, you should be able to classify
the poster based on the 4 descriptions above.
If your panel is described by # 1 or # 2 (“Standard” or “Smaller than Standard, but OK”), then proceed
to STEP # 4.
If your panel is described by # 3 (“Smaller than Standard, but NOT OK”), then you DO NOT
INSTALL THE CABLE SYSTEM ON THIS PANEL FACE UNTIL THE TRIM HAS BEEN
MODIFIED.
If you poster is described by # 4 (“Larger than Standard”), then proceed to STEP # 5.
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Step 4

Install Guides for a Standard or Slightly Smaller than
Standard Poster Face

Make sure your installation vest is on, and let’s begin to install the cable guides. You will not need
the corner ruler if your panel is “standard” or “slightly smaller than standard”.
Install Corner Guides (lower left and lower right) by placing the corner cable guide up to and no

more than 1/8” from the edge of the trim (just enough to easily slip the cable
around the guide) using two screws (for wood panels) or two rivets (for metal panels) to secure. If
using rivets, the long rivet goes in the “standoff” and the short rivet goes on the plate.
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If you are using rivets (i.e., you are installing into a metal panel), use the long rivet in the “standoff”
hole on the corner guide and the short rivet for hole on the plate. If you are installing into a wooden
panel, use screws for both holes.

Complete the installation of all 4 corner cable guides no more than 1/8” from the edge of the trim.
Next, and in preparation to install the standard cable guides, temporarily install the cable guide
template (strap shown in the pictures below) for the bottom. Attach the template to the corner guides
so that the printed arrow points towards the billboard trim. See pictures below.

Install a standard cable guide in every hole. If you are installing into metal panels, use Long Rivets for
the standard guides. If you are installing into wood panels, use wood screws. Note, the smaller
diameter of the guide goes against the face of the panel. The bottom of the guide should be a 1/4” away
from the trim on a standard panel. See picture below.
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After installing the cable guides using the bottom template, make use of the template again in order to
install the wind strap hardware. The wire bracket shown below is centered at each of the four black
dots along the bottom.
Presses right up against the trim.

Remove and store the bottom template guide in your vest.
The next step is to install the standard cable guides along the top, using the top template guide.
Remember to attach the template to the corner guides so that the printed arrow points towards the
billboard trim. Also, on the top template guide, be careful that the template guide does not sag in the
middle. Make sure to lift the top template up, removing any slack left in the template.
Following the installation of the top cable guides, use the side template guide to install the three
standard cable guides, each on the left and the right side. Note the same template marked “side” is
used for both left and right.
IMPORTANT: When using the side template, the template must be attached to upper AND lower
corner cable guides. Failure to do so will result in improper spacing.
You should now have installed a total of 17 standard cable guides as well as the wire wind-strap
brackets along the bottom. The next step (at the appropriate time) would be to install the cable and
clips and an actual poster.

PROCEED TO STEP 6

Page 6 of 14

5/19/2008

Step 5

Install Guides for a “Larger than Standard” Poster
Face

If the panel is larger than standard size, the cable guides must be offset from the trim so that the
cable fits and the system performs as intended. If the panel is larger than standard size in either
direction, the corner ruler allows you to center the system on the panel, maintaining the standard size
system installation.
To help you determine the correct placement of the guides, we have developed the Corner
Measurement Tool for you to use in order to accurately place the four corner guides.
If we presume that “standard size” is 125” H x 272” W, your board may measure correct on the height
and longer than 272” on the width or vice versa. Or your panel may measure longer on both
measurements. Instead of taking every variation possible, we will set forth an example where the
board has an inside dimension of 127” x 274”. Once you understand how to use the tool, you can
adjust the tool for your particular non-standard panels.
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The situation of a panel with an inside width dimension of 274” is depicted below.

Align the arrow on the Corner Measurement Tool with the horizontal measurement of the poster panel
and lock in the setting.
Next, we need to measure the height and set the Corner Measurement Tool to match the vertical
height. The situation of a panel with an inside height dimension of 127” is depicted below.
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Align the arrow on the Corner Measurement Tool with the vertical measurement of the poster panel
and lock in the setting.
Now the Corner Measurement Tool is “set” and ready to assist you in determining the location of the
corner guides for your system.
Install the Corner Guides starting with the bottom left by placing the corner cable guide as set forth in
the picture below.
BOTTOM LEFT

Orient the ruler so that the corner name is upright and readable. Mark the location as shown above
using a Sharpie Fine Point marker (this style fits the hole in the tool perfectly).
Now that you have marked the precise location of the corner of the guide, you are ready to secure the
corner guide. If you are using rivets (i.e., you are installing into a metal panel), use the long rivet in
the “standoff” hole on the corner guide and the short rivet for hole on the plate. If you are installing
into a wooden panel, use screws for both holes.
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Install the corner guide at the marked location as depicted below.

Once installed, you need to install the other 3 corner cable guides. The following pictures show the
Corner Measurement Tool orientation for the Bottom Right, Top Left, and Top Right. Mark the
location and proceed w/ the corner guide installs as you did with the Lower Right corner.
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BOTTOM RIGHT

TOP LEFT
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TOP RIGHT

Now that you have located the proper position of the corner guides using the Corner Measurement
Tool and you have actually installed all 4 corner guides you need to install the standard guides.
In preparation to install the standard cable guides, temporarily install the cable guide template for the
bottom. Attach the template to the corner guides so that the printed arrow points towards the billboard
trim. See pictures below.
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Install a standard cable guide in every hole. If you are installing into metal panels, use Long Rivets for
the standard guides. If you are installing into wood panels, use wood screws. Note, the smaller
diameter of the guide goes against the face of the panel. See picture below.

After installing the cable guides per the bottom template, make use of the template again in order to
install the wind strap hardware. Center the wire wind-strap bracket at each of the four black dots along
the bottom. The bracket should be directly against the trim. See picture below.

Remove and store the bottom template guide in your vest.
The next step is to install the cable guides along the top, using the Top template guide. Remember to
attach the template to the corner guides so that the printed arrow points towards the billboard trim.
Also, on the top template guide, be careful that the template guide does not sag in the middle. Make
sure to lift the top template up, removing for any slack left in the template.
Following the installation of the top cable guides, use the side template guide to install three standard
cable guides, each on the left and the right side. Note the same template (marked “side”) is used for
both left and right.
IMPORTANT: When using the side template, the template must be attached to upper AND lower
corner cable guides. Failure to do so will result in improper spacing.
Store both templates back in the installation vest.
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You should now have installed a total of 17 standard cable guides as well as the 4 wire Wind-Strap
brackets along the bottom.

Step 6

Install Side Anchors Hardware for the Wind-Strap

Install a wind-strap anchor on both sides (left and right) of the billboard. Position the part at a
reachable height from the cat-walk platform.
IMPORTANT: When installing the wind-strap anchors make sure that the side that receives the
removable L-Bracket is as close to the trim as possible and the flat part of the plate is closer towards
the center of the panel as seen below.

Correctly installed on left side of panel

Correctly installed on right side of panel

The wind-strap brackets need to be installed so that they can be reached from the deck and so
that they do not interfere with the poster clips.
As with the installation of the cable guides, when installing the anchor guides on metal panels, use
rivets (the short ones). If you are installing into wood panels, use wood screws.
You should now have installed four corner guides, and 17 standard cable guides as well as the windstrap hardware.
Congratulations, you have completed the most difficult aspect of the overall installation!
The next step (at the appropriate time) would be to install the cable and clips and an actual Eco-Poster.
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Cable & Clip Installation Guide
Overview
In order to be at this step, you will have already installed all Cable Guides and Wind-Strap hardware.
Installation of the Cable (a very high strength liquid crystal polymer) and the Clips that hold and
tension the poster is very straightforward and you will master this step easily after a few installations.
Once the single sheet poster is established you will likely be switching out one Eco-Poster for another.
However, during a transition from wet posting (i.e., glue posting) to dry posting, you may be required
to post a paper poster in between dry postings. If this is the case, remove the cables and clips (not the
cable guides) so that they are not damaged during the wet posting.

Parts List

Picture ID (below)

•

Cables and Cinch Strap (1 per board)

A

•

Regular Clips (30 per board)

B

•

Wind-Straps

C

•

Snap-on Clip Extenders (10 per board)

D

•

Corner Clips - RIGHT (4 per board)

E

•

Corner Clips - LEFT (4 per board)

F
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Pictures of parts used in this step

Step 1

Install the Cable

To begin we need to install the cable within and around the four corner cable guides with the two ends
of the cable ending up centered at the bottom as shown below.

Note: The Cinch Strap (Gray box) is permanently affixed to the right hand side of the cable
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Install the cable within the corner cable guides. To install the cable within the corner cable guides do
the following:

Install the cable under the gray lid. Pry the lid away from the black base to the cable under it

It is not necessary to loosen the screw or remove the lid to install the cable.

Once you’ve installed the cable in all four corner guides, connect the LEFT END of the cable to the
cinch strap and hand-tighten as shown below:
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A couple of notes on the Cinch Strap
The cable end-hooks are designed to fit securely around the cam of the cinch strap. They will loosen
up after a couple of uses, making it easy to connect to the cinch strap. If the prongs on the left-hand
side of the cable do not seem to fit into the cinch strap as shown, use a pair of pliers on the prongs to
open them up slightly.

When attaching the cable end hook to the cam, make sure handle loop at the end of the strap (which is
doubled over and sewn) does not get wedged into the cam. The double layer in the cam makes it
almost impossible to install the cable’s hooks because the cam lever is in the way. Below there is the
“correct” way and the “incorrect” way with the difference being that you should tighten the cinch strap
slightly so that it is not at the very end.

CORRECT
•

INCORRECT

Note with the Incorrect picture, the doubled over portion of the strap is wedged into the
cam, making it impossible to attach the clip to the strap
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Install the Wind

5/19/2008
Strap (if not already installed)

Install the wind-strap by first installing the L-Brackets into the side anchors on the left and right. Note
the anchor bolts are a poster installation tool and should not be left on the poster panel permanently but
rather taken along w/ the wind strap to each new poster removal/installation.

Next, clip the ends of the horizontal and vertical straps into the side anchors and bottom brackets.
Note this hardware should have been installed during the initial hardware installation (when the cable
guides were installed).
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The picture below demonstrates a fully installed wind-strap, attached in 6 places.
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Step 3

Install the Clips on the Cable

Our next step is to install the clips onto the cable. When you finish, the clips will be configured
according to the illustration below (presume there is an invisible poster installed below).
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Regular Clips (30x per board):

The pictures below demonstrate how to slip the regular clip over the cable.

Regular Clip w/ Extension (10x per board): Note the extenders are used on the top only
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The clip orientation for the regular clip is very important. Let’s review how the regular clips will look
using a bottom and a top view as set forth below.

In the graphic above, the black area would be the panel face and the gray represents the trim (or bottom
of the board in this case). The plastic triangle is pointed IN towards the inside of the panel and the
metal wire “tongue” is completely visible and faces away from the panel face. If you always follow
these two rules, you will always orient the regular clips in the correct way. Think of the metal wire
tongue as pointing clockwise when the plastic tongue is pointing away from the trim (towards the
center of the panel).

In the graphic above, the black area still represents the panel face and the gray represents the trim (or
top of the board in this case). The extended plastic triangle is pointed IN towards the inside of the
panel and the metal wire “tongue” is completely visible and faces away from the panel face. Note the
extenders that are snapped onto clips on the top. These extenders are helpful during poster installation
in order to prevent the clips from flipping upside down.
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Corner Clips (8 per board)
Note the orientation of each of the 8 corner clips around the poster from the perspective of someone
facing the poster. Clips are shown with the flat side (Bottom of the clip) facing out as they would be
during a poster installation. The bumpy side of the clips (Top of the clip) will always go against the
panel. Each corner will use one “right” and one “left” corner clip.

“Bottom” Side – Smooth
This side faces the Eco-Poster

“Top” Side – Bumpy
This side faces the panel
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The Corner Clip is made of two separate pieces of high grade plastic which snap together around the
cable. These two pieces are referred to as “top” and “bottom.” The “bottom” piece has a long plastic
tongue (insert) that slides into the poster pocket. The “top” piece is the smaller of the two pieces. To
take the pieces apart (in order to install the cable) press the tab on the top piece to disengage the top
piece from the bottom piece.

Next, position the cable between the two rows of hooks on the bottom piece and reconnect the two
pieces.

The corner clip should be installed on the cable so that the bottom piece (smooth side) faces you and
the top piece (bumpy) is against the poster panel. The long plastic tongue (insert) should point towards
the corner.
It is very important to get the corner clips and regular clips installed in the correct orientation.
Failure to do so will make proper Eco-Poster installation impossible
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Left Side
2 corner clips and 6 regular clips
for a total of 8 clips as shown.

Right Side
2 corner clips and 6 regular clips
for a total of 8 clips as shown.
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Bottom Left Side
1 corner clip and 4 regular clips
for a total of 5 clips as shown.

Bottom Right Side :
1 corner clip and 4 regular clips
for a total of 5 clips as shown.
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Now you need to install the 12 clips along the top of the cable (2 corner clips and 10 regular clips w/
clip extenders).
In order to accomplish this you will need to lower the top cable by disconnecting the end of the cable
from the Cinch Strap and attaching the ends of the cable to the Wind-Strap in order to create some
slack.

The ends of cable are attached to the Wind-Strap
Next, pull the top cord down w/ the pole tool by lifting the cable off the top cable guides. Below is a
picture of this step showing the ends of the cable attached to the wind strap to lower the cable. Also,
the clips installed on the top cable (which is in the lowered position) are shown below:
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Attach 12 clips to the top cable.

Top Clips:
2 corner clips and 10 regular clips w/ clip
extenders for a total of 12 clips as shown.

This concludes the cable and clip installation guide.
As far as next steps at this step, the options would seem to be:
•
•
•

Install an Eco-Poster (the most logical next step). If you have a new poster, install it now per the
Poster Installation Guide.
If you are going to do a wet–posting, remove the clip and cable prior to doing so. Also remove the
wind-strap and anchor bolts.
If you are going to leave the cable and clips but not install another poster at this time, reinstall the
cable over the top cable guides (using the pole tool) and side guides and tighten the cinch strap and
remove the Wind-Straps and L-Brackets.
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Eco-Poster Installation Guide
Overview
In order to be at this step, you will have already installed the Cable Guides, Wind-Strap, Cable and
Clips. Follow the installation instructions exactly as outlined. Installing the posters in a different
manner will not allow you to fully tension the poster and will likely result in wrinkles in the
poster or some other defect. After you have installed several posters following the instructions
exactly and you are confident you can make the system work as intended, then feel free to experiment
and adapt the procedure as you see fit.

Please view these videos in conjunction with reviewing these installation notes.
Poster Installation Kit
•
•
•
•
•
•

2 Wind-Strap L-Brackets – These slide into the square anchors on the panel
1 Wind-Strap
1 Telescoping Pole with Cable Handler Attachment screwed onto the end of it
1 Hand Tensioning Tool
1 Eco-Poster Bag (to carry new poster)
10 Recycling Bags (to carry old posters to recycling bin)
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Preparation - Practice Installing Corner Clips and Regular
Clips into an Eco-Poster
Corner Clip Installation
The top piece has a latching hook that engages with the plastic tongue (from now on called “insert”) to
lock the clip into the poster and provide support when the poster is tensioned.
Before attempting to install a corner clip into the
poster pocket, start by familiarizing yourself with
the latching mechanism.
Twist the insert to disengage the latch from the
insert and twist again to reconnect the two pieces.
Hold the insert firmly and pull it away from the
latch. Pull and twist so the latch disengages from
the insert.
Do this several times before installing your first
corner clip.
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Once you are comfortable engaging and disengaging the latch, leave the latch in the disengaged
position and insert into the pocket as follows:
1) Insert the tip of the insert into the poster pocket:

2) Pull the latch away from the pocket and slide the clip fully into the pocket:
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3) Latch into the insert through the second pocket slit on the poster:

As another example, please review the sequence below illustrating a corner clip installation of a
the bottom, side corner clip into an eco-poster.
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Final important installation note on Corner Clip Installation. Make certain that the Corner Clip
latches back to itself AFTER YOU INSTALL it into the pocket.

Relax – This can be a little frustrating at first. Once you get a feel for it, you can do it
with your eyes closed.
Important: If the corner clips are NOT latched properly, the installation will fail.
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Regular Clip Installation
The pictures below show a regular clip being inserted into an Eco-Poster pocket.

.

Note location of
pocket. When fully
inserted, none of the
wire tongue is visible

Clip Fully Installed

BE SURE TO INSERT THE CLIP FULLY INTO THE POCKET

Page 6 of 23

5/19/2008

Step 1

Install the Wind Strap (if not already installed)

Install the wind-strap by first installing the L-Brackets into the side anchors on the left and right. Note
the anchor bolts are a poster installation tool and should not be left on the poster panel permanently but
rather taken along w/ the wind strap to each new poster removal/installation.

Next, clip the ends of the horizontal and vertical straps into the side anchors and bottom brackets.
Note this hardware should have been installed during the initial hardware installation (when the cable
guides were installed).
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The picture below demonstrates a fully installed wind-strap, attached in 6 places.
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Step 2

Lower the cable in Preparation for Poster Installation

Your cable may be cinched on the bottom as shown below.

Loosen the cinch completely and attach the ends of the cable to the wind strap as shown below.
Be careful not to wedge the doubled over handle loops at either end of strap into the cam.

The ends of cable are connected to the Wind-Strap. Here they are aligned with the inside vertical
black Wind-Straps (Some slack in the cable, but not lowered enough for poster installation)
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To allow for the maximum amount of slack, slide each end of the cable across the wind-strap so the
end of the cable is aligned with the outside vertical black straps (See close ups below). This will lower
the cable enough to allow you to install the clips in the poster.

The ends of cable are aligned with the outside vertical black Wind-Straps (for Maximum slack)

This is what the cable will look like when it is fully lowered
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Step 3

Unroll the Eco-Poster behind the wind straps

Unroll the Eco-poster starting on the bottom left corner (as you face the poster). Unroll the Eco-Poster
from left to right and make sure you unfold it behind the wind straps as pictured below.
Note: Your Eco-Poster will come from Circle Graphics folded correctly to facilitate this installation
method. Just remember to start at the bottom left and unfold to the right.

Page 11 of 23

5/19/2008

Step 4

Install Clips into TOP HALF of the Eco-Poster

Install clips in the following order:
1. Corner Clip – Top, Right, Side
2. Corner Clip – Top, Right
3. Regular Clips – Top, Right, Side (three clips on the upper right side of the poster,
below the corner clip)
4. Regular Clips w/ Clip Extenders – Along Top (see illustration on top of next page)
5. Corner Clip – Top, Left, Side
6. Corner Clip – Top, Left
7. Regular Clips – Top, Left, Side (three clips on the upper left side of the poster, below
the corner clip)
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The picture below depicts an installer moving from right to left and inserting the
10 regular clips with clip extenders into the rear pocket of an Eco-Poster.

Step 5

Raise the Cable w/ the Pole and Secure over
Page 13 of 23

5/19/2008

the Five (5) Cable Guides along the top
Using the telescoping pole with cable handler screwed into the tip, secure the cable to all 5 top cable
guides, beginning with the cable guide in the middle and working your way out both sides.

There must be two clips between each cable guide along the top.

The picture below illustrates the installer putting the cable over the top middle guide.
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The series of pictures below illustrates the installer putting the cable over the remaining top cable
guides along the top. Note how the poster is lifted to within approximately 2 feet of the top of the
board at the conclusion of this step.
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Step 6

Raise the poster

Raise the poster by connecting the ends of the cable together at the bottom. Do this by sliding the
cable from each side along the Wind-Strap towards the center. The poster will rise as you do this.
Connect the left end of the cable to the cinch strap (which is the other end of the cable, on the right).
Make sure the cable is BEHIND THE WIND-STRAP at this point.

DO NOT TENSION AT THIS TIME. JUST ATTACH THE LEFT END OF THE CABLE TO
THE END OF THE CINCH STRAP.

The picture above shows what the poster should look like after this step.
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Step 7

Install Clips into the BOTTOM HALF of the
Eco-Poster

Install clips in the following order:
8.
9.
10.
11.
12.
13.
14.
15.

Corner Clip – Bottom, Right (See close up on next page)
Regular Clips – Bottom, Right, Side (three clips on the bottom right side, above the
corner clip)
Corner Clip – Bottom, Right, Side
Regular Clips – Bottom, Right (four clips along the bottom working from the
bottom right to center)
Corner Clip – Bottom, Left (See close up on next page)
Regular Clips – Bottom, Left, Side (three clips on the bottom left side, above the
corner clip)
Corner Clip – Bottom, Left, Side
Regular Clips – Bottom, Left (four clips along the bottom working from the bottom
left to center)
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#8 Bottom side of the bottom right corner

#12 Bottom side of the bottom left corner

Install these clips first so you can flip up the bottom of the poster and see what you are doing. If
the corner clips on the sides (#10 and #14) installed first, it will be impossible to flip the poster up
to monitor the installation of corner clips on the bottom (#8 and #12)
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Step 8

Install Cable around the Upper Cable Guide on Each Side

Now that all clips are in the poster, install the cable over the upper cable guides on each side (left and
right). These guides are depicted by the arrows in the illustration below.

Use the pole to direct the cable around the guide, just below the top two clips.

•

There are three side guides on each side, but
you should only need to use the pole to reach
the very top guide on either side.

•

DO NOT INSTALL THE CABLE OVER
THE LOWER SIDE GUIDES AT THIS
TIME.
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Step 9

Tighten the Cinch Strap

1. CENTER & SLIDE: Grab the ends of the cinch strap (before tightening) as shown below and
slide it back and forth. By sliding the cable back and forth, you will find that the entire poster will
move easily over the guides. This step is important because it balances the tension around the
perimeter and raises the poster. Take this opportunity to “Center” the poster so that an equal
amount of space (if any) shows on the left and right sides.

2. Next, pull the cinch snug and make sure the poster doesn’t get stuck under the Corner Cable Guide
hardware. Use pole as needed if poster gets stuck under a corner. When you have confirmed that
the corners of the poster will clear the corner hardware, pull the cinch tight. Pull equally in
both directions for balanced tension.

Here the poster is caught on the Corner
Cable Guide hardware

Before you fully tension the cinch, use
the pole to position the poster above the
Corner Cable Guide hardware
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Now the poster is above the hardware, so
when you fully tighten the cinch, the
poster will cover it
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Step 10 Final Tensioning - Secure the cable over the remaining
cable guides along the bottom and the sides.
1. Use the hand tensioning tool (depicted to the right) as needed along the
lower left side (two guides), along the bottom, and on the lower right side
(two guides).

IMPORTANT NOTE: FOR THE VERY BEST POSTER INSTALLATION ALWAYS
INSTALL THE CABLE OVER THE CABLE GUIDES ON THE BOTTOM HALF OF THE
POSTER AFTER HAND TIGHTENING THE CINCH

2. Place the cable over the two cable guides on either side of the cinch and tuck the entire cinch strap
assembly behind the poster.
3. Finally, remove the wind-strap by unclipping from the anchor bolts. Also remember to remove the
Wind-Strap L-Brackets for use on the next panel
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Here’s the Finished Product!
Congratulations!!
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Poster Removal Guide
Install the wind strap. Install the anchor bolts. Then install the wind-strap to the anchor bolts on the
left and right. Then install the 4 vertical straps to the bottom anchors.

Loosen the cinch strap.
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Using the pole tool, take the cable off the top, middle guide and then the rest of the guides along the
top and the two upper guides on the top left and top right.
Remove the clips and take the cable off the rest of the cable guides from the bottom half of the EcoPoster (all clips within reach on the left side, all along the bottom, and all clips within reach on the
right side)
Lower the poster to remove the remaining clips. Do this by disconnecting one end of the cable from
the cinch strap and snap it to the wind-strap. Then slide the cable along the wind-strap to lower the
poster.
Repeat this on the other end of the cable to drop the poster to a workable height.
Remove all remaining clips (i.e., all clips on the top half of the poster)
The poster will fall down and be caught w/ the wind straps.
Now take and “stuff” the loose poster into a take-up bag.

As you move along the catwalk and stuff the poster, you will need to unclip the 4 vertical wind straps
and reconnect them after moving past.
Now the poster is removed.
Now that the old poster has been removed, you will likely do one of the following:
•
•
•

If you have a new poster, install it now per the Poster Installation Guide.
If you are going to do a wet–posting, remove the clips and cable prior to doing so in order to
preserve these parts and protect from the glue. Remove the wind-strap and anchor bolts.
If you are going to leave the cable and clips but not install another poster at this time, reinstall the
cable over the top cable guides (using the pole) and side guides and tighten the cinch strap.
Remove the wind-strap and anchor bolts.
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