
Snow Control 

POWER PUSHER™ TE

The new SnowEx® POWER PUSHER TE includes a high-quality steel trip-edge to attack all types of surfaces  
and provide cleanly scraped, “down to black” pavement on commercial properties. It attaches quickly and  
easily to compact equipment, offers a large carrying capacity, and is engineered to keep pushing through  
winter’s heaviest snowfalls.



/  Structural Support
Six vertical support ribs provide the 
structural integrity needed to prevent 
twisting and maximize bucket impact 
strength, giving you the confidence to 
push more snow into higher stacks.

/  Side Support Posts
Side support posts provide protection to 
the wings against bending from hitting 
curbs or other accidental impact.  

MODEL
Box Width

Blade Height
Weight

8-Foot Pusher 10-Foot Pusher

8' 
32 1/2"
1,012 lb

10' 
32 1/2"
1,140 lb

/ Machine Flexibility
Interchangeable attachment plates allow 
the same pusher to work with a wheel 
loader/backhoe, skid-steer or tractor 
simply by having the correct attachments.  
This allows the pusher to be used with  
any available equipment rather than  
dedicating a machine to one task.

/  High Quality Paint
High quality industrial paint is  
salt-resistant and UV-resistant to  
protect against corrosion and other  
environmental effects.

Steel Trip-Edge

Designed to deliver cleaner scrapes, the POWER PUSHER TE utilizes a steel trip-edge.  
Built to handle heavy-duty loads and stresses, the steel trip-edge uses four extension 
springs along with two outer double ribs at the trip springs. The framing and 63-degree 
angle of attack is based on years of field testing and development. 

Additional Features: 10-Gauge Steel Moldboard, Bolt-On Side Plates
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Steel Trip-Edge Pusher

POWER PUSHER™ TE

Skid-Steer Wheel Loader / Backhoe Tractor

8-Foot Pusher 45+ hp 60+ hp 40+ hp

10-Foot Pusher 60+ hp 60+ hp 50+ hp

Machine Horsepower Compatibility
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Top mounted, rubber back drag edge 
allows operators to pull snow away  
from loading docks, doors and other 
tight spaces. 

The addition of high-wear shoes  
allows the pusher to more easily  
slide along the surface in fast  
working conditions.

Back Drag Edge High-Wear Shoes

Wheel Loader/  |  Skid-Steer  |  Tractor
Backhoe


