ASSEMBLY INSTRUCTIONS
MODEL: 7944GNS
MESH BACK STACKING CHAIR (SEAT SOLD SEPARATELY)

PARTS LIST

<table>
<thead>
<tr>
<th>KEY QTY</th>
<th>DESCRIPTION</th>
<th>KEY QTY</th>
<th>DESCRIPTION</th>
<th>KEY QTY</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Sled Base</td>
<td>2</td>
<td>Steel Bar</td>
<td>4</td>
<td>Glider</td>
</tr>
<tr>
<td>2</td>
<td>Seat Cushion (Bracket Sold Separately)</td>
<td>5</td>
<td>Backrest</td>
<td>8</td>
<td>M5 Size Allen Wrench</td>
</tr>
<tr>
<td>3</td>
<td>Seat Screw (Longer) + Washer</td>
<td>6</td>
<td>Backrest Screw (Short)</td>
<td>1</td>
<td>Seat Plastic Cover</td>
</tr>
</tbody>
</table>

STEP 1.

Screw-in Seat Screws not yet tighten.

STEP 2.

Tightly screw-In Backrest Screw into the holes. Then securely tighten up Seat Screws.

STEP 3.

Push hard until you hear the click sound in which the plastic bar is lock in.

PREVENTIVE MAINTENANCE AND WARNING!
- From time to time, check to make sure screws are securely tightened.
- Holes on PP shell are for convenient checking.

ATTENTION
1. THIS ASSEMBLY INSTRUCTION IS ONLY FOR ASSEMBLING THE CHAIR. THE CHAIR DRAWINGS MAY BE DIFFERENT FROM CHAIR APPEARANCE.
2. SOME SCREWS MAY PREASSEMBLED, ASSEMBLERS CAN IGNORE THE STEP.
3. REMOVE ALL ITEMS FROM THE CARTON. VERIFY ALL PIECES BEFORE ASSEMBLY.

www.officesourcefurniture.com