2F-I5Z-8632 CABLE
GRIPPER W/ &-32
INTERNAL THREAD,
BY VENDOR #&

GENERIC LIGHTING
TRACK BY VENDOR
#9

MOUNT TO STRUCTURE ABOVYE WITH UNISTRUT BY EC

——— CADDY SPEED LINK
1.5mm GALY. CABLE
BY VENDOR #&

SYMBOL LIST

GENERAL NOTES:

CONDUIT RN IN OR BELOW FLOOR SLABS - MAINTAIN 2* MINIMUM
CONCRETE COVER ABOVE CONDUIT

CEILING QUTLET BOX AND FLUORESCENT LIGHTING FIXTURE.

INDUSTRIAL OR STRIP FLUORESCENT LIGHTING FIXTURE,
INDICATES "EM" - EMERGENCY BATTERY PACK REQUIRED.

CEILING QUTLET BOX AND FLUORESCENT LIGHTING FIXTURE WITH
'EM" - EMERGENCY BATTERY PACK REQUIRED.

EMERGENCY LIGHTING FIXTURE, INTEGRAL BATTERY

EXIT LIGHT FIXTURE

EXIT LIGHT FIXTURE, WALL MOUNTED

> & oo N | |]

@

WALL OUTLET BOX AND 20 AMP DUPLEX RECEPTACLE. MOUNT
18" AFF., UNLESS NOTED. COLOR OF RECEPTACLE SHALL BE
WHITE WITH WHITE COVER PLATE

"TV" INDICATES CEILING MOUNTED TELEVISION RECEPTACLE.
“VCR" INDICATES WALL MOUNTED VCR RECEPTACLE.
“I6" INDICATES ISOLATED GROUND RECEPTACLE -

ORANGE IN COLOR.
“GFI" INDICATES GROUND FAULT INTERRUPTING RECEPTACLE.
"WPG" INDICATES WEATHERPROOF GF| RECEPTACLE.

A. NO DUCTHORK OR PIPING TO BE RUN ABOVE ELECTRICAL PANELS. ELECTRICAL CONTRACTOR SHALL COORDINATE WITH ALL TRADES FOR EQUIPMENT
LAYOUTS PRIOR TO ROUGH-IN OF ALL SYSTEMS

B. DEVICES IN THE FLOOR ARE NOT TO BE SCALED FROM THESE DRAWINGS. LOCATIONS SHALL BE YERIFIED WITH THE DICKS ON SITE REPRESENTATIVE
AND OR DIMENSIONS TAKEN IN THE FIELD.

C. ELECTRICAL CONTRACTOR TO CONFIRM ALL REQUIREMENTS AND LOCATIONS OF ALL EXIT SIGNS, EMERGENCY LIGHTS AND FIRE ALARM DEVICES WITH
LOCAL FIRE AUTHORITIES PRIOR TO ROUGH-IN.

ELECTRICAL CONTRACTOR TO CONFIRM LOCATIONS OF ALL ELECTRICAL DEVICES WITH FIXTURING LOCATIONS PRIOR TO ROUGH-IN.

BRANCH CIRCUITING GENERAL NOTES:

A. ON 20 AMP, | POLE CIRCUITS, HOMERUNS SHALL BE 2 #12 AWG + #12 6ND IN 3/4"
CONDUIT MINIMUM (INCLUDE ADDITIONAL ISOLATED GROUIND CONDUCTOR SIZED TO
MATCH GROUND CONDUCTOR 15 IDENTIFIED AS ISOLATED GROUND CIRCUIT).
INCREASE WIRE SIZE AS REQUIRED PER VOLTAGE DROP TABLE ON THIS DRANING.
a. YOLTAGE DROPS ARE BASED ON FEEDER CONDUCTORS SIZED FOR A

MAXIMUM VOLTAGE DROP OF 2% AT DESIGN LOAD. BRANCH CIRCUIT
CONDUCTORS SHALL BE SIZED FOR A MAXIMUM VOLTAGE DROP OF 3% AT

DESIGN LOAD.

B. ALL CIRCUITS SHALL HAVE INDIVIDUAL NEUTRAL CONDUCTORS CONTINJOUS FROM

PANEL. SHARED NEUTRALS ARE NOT PERMITTED.

ARCHITECT
25001 Emery Road, Suite 400
216.223.3200 onyxcreative.com

Cleveland, Ohio 44128

ELECTRICAL CONTRACTOR TO VERIFY ALL EQUIPMENT ELECTRICAL CHARACTERISTIC PRIOR TO ROUGH-IN.
VENDOR FOR ALL LIGHTING FIXTURES IS VENDOR #l®.

CONDUIT ROUTING 1S SHOWN ON DRAKNINGS IN APPROXIMATE LOCATIONS UNLESS DIMENSIONED. UNLESS NOTED OTHERWISE, ALL CONDUIT SHALL BE
CONCEALED. WHERE SHOWN EXPOSED, CONCEAL IN WALLS AT MAXIMUM HEIGHT POSSIBLE FOR RUNS TO FLUSH DEVICE BOXES.

H.  NO ELECTRICAL ROUGH-IN BOXES ARE PERMITTED ON WALL GRAPHICS.
l.  CONTRACTORS BIDDING THIS PROJECT SHALL HAVE PRIOR EXPERIENCE WORKING IN THIS JURISDICTION AND MUST LIST ON BID FORM ANY LOCAL

REQUIREMENTS THAT ARE NOT SHOWN ON THE DRANINGS. SUBMISSION OF A BID SHALL BE EVIDENCE THAT THE CONTRACTOR'S BID INCLUDES ALL
JRISDICTIONAL REQUIREMENTS.

THO GANG WALL OUTLET BOX AND 20 AMP TWO DUPLEX
RECEPTACLES.

TRACK NOTES:

NOTED.

I.  LOGCATE TRACK LIGHTING AS SHOWN ON ARCHITECT'S REFLECTED CEILING PLAN.
2. MOUNT ALL TRACK LIGHTING AT 16'-0" AFF. AT EXPOSED AREAS, UNLESS OTHERWISE

3. ELECTRICAL CONTRACTOR TO VERIFY COUNTS OF LED TRACK FIXTURES. LOCATE
FIXTURES AS SHONN ON DRAMING EL.OA. ELECTRICAL CONTRACTOR TO PROVIDE 5
ADDITIONAL FIXTURES FOR USE BY DICK'S SPORTING GO0DS.

4. INITIAL AIMING FOR FIXTURES MOUNTED AT I5'-6" - 160" AFF., AIM LIGHT FIXTURES
40 DEGREES AS DIAGRAMMED, EMPHASIZING THE ADJACENT MERCHANDISE WALL
DISPLAY AND BRANDING GRAPHICS. PERFORM FINAL AIMING ADJUSTMENTS AS
DIRECTED BY DICK'S SPORTING G00DS AUTHORIZED REPRESENTATIVE.

5. TRACK SUPPORTING CABLES ARE TO BE 4-0" ON CENTER WITH A SUPPORT
LOCATED AT EACH TRACK END (OR PER LOCAL CODE). FACTORY PREDRILLED
HOLES ARE NOT DESIGNATED SUPPORT HANGING POINTS AND WILL NOT PROVIDE
THE PROPER SPACING.

TRACK LIGHTING
3 |DETAIL (OPEN CEILING)

| scALE: NTs.

SPECIALTY TYPE SIMPLEX RECEPTACLE, |15 AMPERE, MOUNT AS
INDICATED, HUBBELL 5235

TELEPHONE LINE WALL OUTLET BOX AND PLATE WITH MINIMUM
3/4" CONDUIT TO ABOVE ACCESSIBLE FINISHED CEILING.
PROVIDE PULL CORD. ANALOG LINE.

DATA CABLE LOCATION.

PULL BOX, FLUSH MOUNTED OR ABOVE CEILING, UNLESS
OTHERNWISE NOTED. SIZE AS REQUIRED.

® 0> P & &

EQUIPMENT CONNECTION, WITH DESIGNATION FROM ELECTRIC
EQUIPMENT AND CONTROL SCHEDULE

o
o

LOCATION OF ONE OR MORE EQUIPMENT CONTROL DEVICES AS
SCHEDULED ON ELECTRIC EQUIPMENT AND CONTROL SCHEDULE.
NUMBER REFERS TO EQUIPMENT CONTROLLED

NON FUSED DISCONNECT SWITCH, YOLTAGE TO MATCH EQUIPMENT
SERVED.

FUSED DISCONNECT SWITCH, VOLTAGE RATING TO MATCH
EQUIPMENT SERVED.

EDHNARD'S #600 - 48V BRASS WEATHERPROOF PUSH BUTTON
EC. TO INSTALL AND WIRE AT BACKDOOR.

EDWARD'S #340-4G5 - 24V AC 4" BELL WITH 120V AC / 24V AC
TRANSFORMER. E.C. TO INSTALL AND WIRE AT BACKDOOR.

SPECIAL PURPOSE RECEPTACLE AS REQUIRED. VERIFY EXACT
LOCATION IN FIELD WITH DICK'S REPRESENTATIVE.

PONER CONNECTION TO LOCAL DOOR ALARM

©Q® [ E alo

(2) DUPLEX RECEPTACLE OUTLETS, WITH FLUSH SQUARE 2 GANG
CAST IRON FLOOR BOX. PROVIDE BRASS COVER PLATE -
HUBBEL OR EQUAL

TEMPERATURE SENSOR

eJe

THERMOSTAT - PROVIDED BY MECH. CONTRACTOR. WIRED AND
MOUNTED BY EC. MTD. 4'-0" UNLESS NOTED OTHERWISE.

REVERSE ACTING THERMOSTAT - PROYIDED BY MECH.
CONTRACTOR. WIRED AND MOWNTED BY EC. MTD. 4'-0"
UNLESS NOTED OTHERWISE.

ONE HR. TIMER SWITCH FURNISHED BY MECH. CONTRACTOR,
INSTALLED AND WIRED BY EC.

e O

CODED DRANING NOTE

5

DIMENSION ABOVE FINISHED FLOOR TO BOTTOM OF DEVICE

(

(

&5

UNISTRUT CHANNEL BY EC.

TOP CHORD OF BAR J0|5Y7

SINGLE CIRCUIT WIRING SYSTEM
IN JOIST SPACE. PURCHASE
FROM VENDOR #18
|

AIRCRAFT CABLE

-

il
i
il
0
i
45

all
T

"ACS" WIRING
SYSTEM CORD 4

VENDOR #1& TO PROVIDE
HOOK AND CHAIN TO MOUNT
FIXTURE AS HIGH AS
POSSIBLE a

T

.

E.C. TO PROVIDE BRIDAL RINGS OR

TIE STRAPS TO ATTACH THE
MODULAR WIRING TO STRUCTURE. RUN
HIRING SYSTEM ALONG JOIST SPAN
OR AT RIGHT ANGLES TO JOIST

(

4 AN
MATCH EXISTING \—BOTTOM CHORD
(TYPICAL N SALES EXISTING HIGH BAY OF BAR JOIST
AREA UNO) FIXTURE

DRANINGS.

I.  BOLT HOOK TO UNISTRUT. DOUBLE NUT ALL THREADED CONNECTIONS. PROVIDE HOOK
AND LOOP TO SUPPORT FIXTURE BY MEANS OF STEEL CHAIN. SUPPORT FIXTURE
FROM UNISTRUT, COORDINATE METHOD OF FASTENING UNISTRUT TO TOP CHORD OF
JOIST WITH STRUCTURAL ENGINEER PRIOR TO INSTALLATION. DO NOT DRILL OR WELD
TO JOIST. ASSEMBLY SHALL SUPPORT FOUR TIMES THE FIXTURE WEIGHT.

2. WHERE FIXTURES OCCUR DIRECTLY BELOW BAR JOIST |.E. MAIN CENTER AISLE,
PROVIDE JOIST CLAMP WITH HOOK AND CHAIN FOR FIXTURE MOUNTING TO JOIST.

3. ALL UNISTRUT SHALL BE PAINTED TO MATCH CEILING. REFER TO ARCHITECTURAL

4. EC.SHALL INSTALL ALL LIGHTING IN ACCORDANCE WITH NEC.

HIGH BAY LUMINAIRE

INSTALLATION DETAIL

1 SCALEN.T.S.

GLOBAL HUIMIDITY SENSOR

HUMIDITY SENSOR

COMBINED TEMPERATURE / RELATIVE HIMIDITY / CARBON
DIOXIDE SENSOR

ANTENNA LOCATION

H® @®

WIRELESS CALL BOX

A
3

120/2TIV AUTOMATIC WALL SWITCH NITH OCCUPANCY SENSING
AND TIMED SHUT OFF. WATT STOPPER MODEL #PW-IOIN. BY
VENDOR #1&

®

ACCESS POINTS IN CEILING.

(@]
wn

ULTRASONIC CEILING MOUNT OCCUPANCY SENSOR -
WATTSTOPPER #N500A OR EQUAL (FOR USE WITH WATTSTOPPER
#BZ-50 PONER PACK). BY VENDOR #1&

INFRARED CEILING MOUNT OCCUPANCY SENSOR - WATTSTOPPER
#HB3500MB-1.3 OR EQUAL BI-DIRECTIONAL. BY VENDOR #18

EDWARDS #692, 120V, PUSH BUTTON BY E.C. FOR FRONT OF
STORE.

@ © [5]

VIKING SR-|, 120Y AC/I38V AC |.25A, WITH MODEL 25AE.
BY EC. FOR RETAIL FLOOR AND OFFICE SUITE.

N
)

FLUSH SINGLE GANG CAST IRON FLOOR BOX FOR DATA /
TELEPHONE CABLING. PROVIDE BRASS COVER PLATE - HUBBEL
OR EQUAL

S

CORD REEL WITH HUBBELL 5969 VBLK CONNEGTOR, WHITE WITH
WHITE CORD. SIMILAR TO HUBBELL #HBLC25123C (25' 12/3 ST
CABLE, RATED 20 AMPS) PROVIDED BY VENDOR #1&

DUAL CHAMBER PONER POLE WITH OUTLETS SHOWN ON PLANS,
FOR PONER AND DATA/PHONE DROP TO EQUIPMENT. PROVIDE
LENGTH AS REQUIRED. HIBBELL OR EQUAL. PAINT TO MATCH
SURROUNDING SURFACES. COORDINATE WITH ARCHITECT.

VOLTAGE DROP SCHEDULE

120 VOLT BRANCH CIRCUITS UP TO 10 AMPS

TOTAL NIRE LENSTH (FEET) HNIRE SIZE (AWS)
I - oo 2

o - 150 #Ho

51 - 240 4

24 - 380 %

120 VOLT BRANCH CIRCUITS UP TO 14 AMPS

TOTAL NIRE LENGTH (FEET) HNIRE SIZE (AWS)
I - 2

6 - % #Ho

lie' - g5 4

b6’ - 290 %

2T7 VOLT BRANCH CIRCUITS UP TO 16 AMPS

RUN DISTANCE IN FEET NIRE SIZE ANS
I - 40 2

41 - 2 #Ho

220 - 345 4

346' - 546 o

MINIMM LIGHTING CIRCUIT NIRING 15 #12 ANG. CONTRACTOR
SHALL INCREASE WIRE SIZE BASED ON SCHEDULE ABOVE.

MICHAEL
CRISLIP

and construction documents

LIGHTING FIXTURE SCHEDULE

as Instruments of service are
given in confidence and remain the
property of Michael Crislip,
Architect. The use of this design
and these construction documents
for purposes other than the
specific project named herein Is

strictly prohibited without
SYMBOL MARK DESCRIPTION CATALOG # INPUT WATTAGE REMARKS expressed written consent of
Michael Crislip, Architect.
® 52 561 FACE EXIT WITH EMERGENCY DRIVER EL X-603-R-N 2W MOUNTED AT 4'-6" AFF.
¥ o
— Lel 4' LED STRIP C48LV52W6T00LVDMV40K S52M w
— LGIEM 4' LED STRIP WITH EMERGENCY DRIVER CABLV52W6T00LVDMVAOK-EM PROVIDE EMERGENCY o
LED L ook 520 BATTERY DRIVER o
-
(/]

speclifilcations.

and/or

DEVELOPETPD

these

All work, materials, and systems shown in these plans and specifications, including
In

all referenced national accounts, is the sole responsibility of the General
Contractor to purchase, schedule, and install complete as shown and referenced.
The Tenant (Dick’s Sporting Goods) has no scope of work and/or responsibility
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Project No.: 24.0122
Drawn By: NA
Date Issue

04-19-24  BID/ PERMIT

CONTRACTOR MUST VERIFY
ALL CLEARANCES AND
DIMENSIONS IN FIELD

DESIGNER STATEMENT

| hereby certify that the design of this
building complies with the mechanical
systems, service systems and
equipment requirements of the 2018
North Carolina State Building Code &
Energy Conservation Code.

Signed

Date

McHenry & Associates Incorporated

McC&A

Consulting Engineers est. 1960

25001 Emery Road, Suite #200
Warrensville Heights, Ohio 44128

Phone: 216-292-4696

Fax: 216-292-5874

Email: mail@mchenryassociates.com
North Carolina Certificate Number: C-0985

E3.0

ELECTRICAL DETAILS,
SCHEDULES & NOTES




