
117C

117A FOOTWEAR/ STOCKROOM

117B 3'-0" x 7'-0" H. MTL. H. MTL.J-2 H-2FOOTWEAR/STOCKROOM B

117A

117B

3'-0" x 7'-0" H. MTL. H. MTL.J-2 H-2B 60 MIN04.3H. MTL.

H. MTL.

117C FOOTWEAR/STOCKROOM B

--

--

K.D. K.D.J-1 H1 04.4H. MTL. 60 MIN --

60 MIN04.3

*3'-0" x 7'-0"

117 FOOTWEAR/ STOCKROOM 117**3'-0" x 7'-0"B 60 MIN04.4H. MTL. --K.D. K.D.J-1 H1

EXISTING GYP. BD. ON
NEW STOCK SIDE TO BE
REMOVED IN ORDER TO
COMPLY WITH UL #V497
REQUIREMENTS

7 1
/4"

PAINTED H.M.
FRAME

3/4" SLATWALL MAY
OCCUR, EITHER SIDE, SEE
INTERIOR ELEV.

5/8" GYPSUM BOARD ON
6" METAL STUD
FRAMING

8 1
/4"

1/2
"

DOOR

ADJUSTABLE JAMB ANCHOR

2"
DR

 H
T.

PAINTED H.M.
FRAME

DOOR

5/8" GYPSUM BOARD ON 6"
METAL STUD FRAMING

2" D.O.

7 1/4"

8 1/4"

1/2"1/2"

1/2
"

 8 
1/2

"

PAINTED H.M. FRAME
DOOR

2"
DR

 H
T.PAINTED H.M.

FRAME

DOOR

(3) LAYERS OF 5/8" GYPSUM
BOARD OVER EXISTING
METAL STUD FRAMING (NEW
STOCK ROOM SIDE)

2" D.O.

8 1/2"

EXISTING GWB

(3) LAYERS OF 5/8" GYPSUM
BOARD OVER EXISTING
METAL STUD FRAMING (NEW
STOCK ROOM SIDE)

EXISTING GWB

8 1/4"

8 1
/4"

1/2"

1/2
"

SEALANT

SEALANT

G.C. TO PROVIDE F.R.T.
BLOCKING TO SECURE
FRAME; VERIFY SIZE W/
INSTALLER

G.C. TO PROVIDE F.R.T.
BLOCKING TO SECURE FRAME;
VERIFY SIZE W/ INSTALLER

NEW STOCK - RATED SIDE
EXISTING STOCK SIDE

NEW STOCK - RATED SIDE

EXISTING STOCK SIDE

VE
RI

FY

VE
RI

FY

VERIFY

VERIFY

THE GENERAL CONTRACTOR IS TO SELECT MATERIAL THICKNESSES BASED ON
THE "SFIA PRODUCT TECHNICAL INFORMATION" MANUAL FOR LIMITING WALL
HEIGHT TABLES FOR ALL INTERIOR PARTITIONS USING 5 PSF LATERAL LOAD AND
MAX DEFLECTION OF L/240.


