PLEASE NOTE:

- PULL PIECE 1 AND 2 ACROSS THE GRAIN PILE ABOUT HALF WAY FROM OPPOSITE SIDES OF THE BUNKER.
- PULL FROM THE TOP OF PIECE 1 TOWARDS THE OUTSIDE OF THE BUNKER
- SEW THE ENTIRE LENGTH OF THE SEAM AS SHOWN ON PAGE 2 AND 3 OF THESE INSTRUCTIONS
- UNFOLD PIECE 2 TOWARD THE OUTER EDGE OF THE BUNKER

FOR FURTHER INSTRUCTIONS VISIT ravenefd.com/installation

NOTES:
1. XXXXX
SEWING INSTRUCTIONS
1. ONCE FIRST AND SECOND PIECE ARE UNROLLED, BRING THE BOTTOM OF BOTH PIECES TOGETHER BLACK TO BLACK, (FIGURE 1)
2. SEW ACROSS THE ENTIRE SEAM AS SHOWN IN THE GENERAL SEWING INSTRUCTIONS, (PAGE 3)
3. FOLD THE SEAM OVER AND SEW THE ENTIRE SEAM AS SHOWN IN THE GENERAL INSTRUCTIONS, (FIGURE 2)

FOR FURTHER INSTRUCTIONS VISIT ravenfd.com/installation
GENERAL SEWING INSTRUCTIONS

1. WHEN SEWING MAKE ABOUT A 15 FOOT PASS THEN PULL OUT AND RESTART SEWING ABOUT 3" BEHIND WHERE YOU PULLED OUT. THIS WILL LIMIT THE AMOUNT OF SEWING THAT CAN COME LOOSE FROM A POOR SEAM. DO THIS OVER THE ENTIRE LENGTH TO BE SEWN.

2. FOLD THE SEAM OVER AND REPEAT STEP 1 ACROSS THE ENTIRE LENGTH OF THE SEAM.

- Hold edges as if praying then sew 1st pass
- Fold edges and sew 2nd pass