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d3 Technologies VFC cards
The d3 pro range ships standard with DisplayPort 1.2 outputs, giving you 4K outputs plus an extra output 
for your control GUI. Quad-DVI and Quad-SDI cards are available as accessories, allowing you to change 
cards as your production demands it. 

The d3 pro range can Push Every Pixel® . (Please see website for further details)

Shown from left to right: DP1.2, Quad-DVI, Quad-SDI



d3technologies.com

3

VFC Card Combinations

d3’s VFC cards mean the  d3 4x4pro and 2x4pro have a range of possible output configurations by using a 

combination of any of the output cards below.

4 x Single Link DVI (1920 x 1200) 4 output per card, all genlocked, LED Indicator

4 x SDI (1920 x 1080) per card, all outputs genlocked, LED Indicator

DisplayPort 1.2 (3840 x 2160 ) 1 output per card, LED Indicator

d3 4x4pro d3 2x4pro
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Changing VFC cards

Please note: Take steps to ensure you are free of static electricity before starting the procedure and 
ground yourself appropriately. We recommend the use of an anti static wrist strap as well as an anti-
static mat if one is available. It is easist to change the cards starting on the right hand side, and it is 
advised to do so regardless of the amount of cards you need to change.

Red lines indicate screw location. Example shows DP1.2 VFC cards

Users can change VFC cards as they require. You can replace one or multiple cards. The following steps are 
a guide to help users change over VFC cards. Please read carefully to ensure best practice. If the system 
does not work after following these instructions, do not force the VFC cards but call d3 Support as per the 
contact details on the last page of this document.

Step 1: Disconnect the system from all sources of power: remove the power cord from input and output, 
before changing the VFC cards.

Step 2: Using a Phillips #1 screwdriver loosen the 4 x retaining screws on the VFC card you want to 
replace. The screws are indicated with a red line in the image below. 
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Changing VFC cards
Step 3: Lift the latch on the top right corner of the card and gentlly remove the card from the rear of the 
unit by pulling gently as shown in the images below.

Please Note: The VFC cards are fragile, be sure to pull straight not flexing the card and if under any                
resistance do not to use excessive force. Avoid touching the exposed electronics. 
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Please Note: The top and 
bottom of the card needs to 
slide into the guides. Be sure 
that the grounding spring 
maintains its fixed position to 
avoid jamming when  
re-inserting.

Step 4: Gently place the removed card into the anti static box provided with your purchase.

Step 5: Gently insert the new VFC card into the vacant slot, being careful to line the card up with the black 
plastic guides both at the top and the bottom of the system, as indicated for the bottom with red lines in the 
image below. 

Changing VFC cards

1

1 - EMC Gasket
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Changing VFC cards
Step 6: Once inserted into the guides make sure the card is fully flush with the rear of the server by gently 
and firmly pressing in the centre of the VFC card, as indicated in the image below.

Step 7: Fasten the four retaining screws before repeating all of the steps for next the card. To reduce the 
risk of damaging the threads, do not to apply excessive torque to the screws.


