
A Screw M6x15mm          4 EA

A1                     Screw M6x30mm          4 EA

A2                    Screw M6x60mm           4 EA

B                     Interior Threaded Post   4 EA

C 2” Locking Caster          2 EA

D 2” Non-Locking Caster  2 EA

E Allen Wrench                 1 EA

F Caster Wrench              1 EA

           

P-1  Lower Leg                  2 EA

P-2                                Metal Book Box                   2 EA

P-3                                Bottom Cross Bar                1 EA

P-4  Upper Leg                         2 EA

P-5  Writing Surface w/ Trim    1 EA

P-6  Top Cross Bar                   1 EA
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#781 Nest Easel

 Parts List
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(Finger Tighten only)

3 Insert Writing Surface w/Trim (P5), and attach Top
Cross Bar (P6) using 2 screws (A2).
Rear Top Leg (P5).

4 Install 2 Locking Casters (C) and 2 Non-
Locking Casters (D) as shown.
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 Hardware List

Should you require
assistance during  assembly,  please call our

Customer  Service Department
Monday - Friday  8 a.m. - 5 p.m.  Central Standard Time

Toll-Free Customer Service
1-800-749-2258

Missing Parts or UPS Damaged Parts
For Your Convenience you can

EMAIL us at
boards@bestrite.com

24HOURS 7 DAYS A WEEK
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Attach Upper Leg (P4) using 4 screws (A). Attach
Bottom Cross Bar (P3) using 2 screws (A2).
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Attach Metal Book Box (P2) to 2 Leg Frames (P1) using
four screws (A1) and interior threaded posts (B).


