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6648A Pro Users Manual Supplement

Change #1, 593, 773

On page 26, under fk#$%i L &%, replace the last sentence in the first paragraph:

fiomia B BER T mES T R/ IS ERN H E R Bod- ML - 8 ALAImp/kWh,  SCRFRI KT
HH #8100 imp/kWh 210,000,000 imp/kWh,  ERiA{E 4300 imp/kWh,

On page 41, Table 17, replace the 7& sk k4 %1, row with:

FEEEMERK P EE 300 imp/kWh SEE : 100Z 1,000,000 imp/kWh

On page 53, replace Figure 18, with:

WMEASURE } Phasor

Charging, 2 min o finish

Voltage  RMS(V) HO1(V) Angle to L1(%) pif

223901 223799 0.000
223604 223503 240,055
224578  224.465 119.945
Current  RMS(A)  HOT(A)  Angle to VLX(°)|

103066 103020 359.994
10,3027 10.2980 359.996
10,3996  10.3943 0.019
K 0.4600  0.0858 286.750

fum = 50.025 Hz

‘Current

On page 69, under AC Performance Specifications, replace the following:

- 2 2
NN = FELIALA
e e \} BERE +ARRE | w0 ()

|cos®| 20.5
HL e Jhk i

Fok b AR YT 5 Hz to 100 kHz
eI QL TN
R KPR oo 0.1ppm

On page 70, in the i L B R TR Hr table, replace Note 2. with:
2. MEJEFE (5 % - 120 %) x #=FE
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On page 70, replace the X7 8,772 K 75#7, table with:

X BTG

6648A Pro Users

e HERIE +1- (S8 + %6 RFD) srgpze | IERE (PPmEREL + ppmiEE)
20.0000 mA 0.02 +0.01 0.0001 mA 25+ 12
200.000 mA 0.02 + 0.005 0.001 mA 15+8
6.00000 A 0.02 + 0.005 0.00001 A 10+5
63.0000 A 0.02 + 0.005 0.0001 A 10+5
Note:
1. 5 ¥ 2 ¥0E FH T-18°CLL R & 28°Cll k-
2. MESBE (5 % - 120 %) x B2
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