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8846A

 24 ppm 1000 V

 750V  1 GΩ 10 Ω
10 μΩ  1 MHz;  100 mF 8845A/8846A

10 A  3A

100 μA  100 pA

8845A/8846A RS232 IEEE-488

USB-RS232C

USB 8845A/8846A Fluke 45 

Agilent 34401A 8845A 8846A 

8846A USB U

U

8845A/8846A FlukeView

PC PC

8846A

8845A/8846A 15 



/

2
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USB 8846A

i-Lkg
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F45

F45

8808A 8808A

F45

8808A

 

8808A

 8808A 8808A

8808A 6 

SHIFT 

S1 S6

100 μA 

Fluke 8808A  I-V 

8808A  1 nA 
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8808A 

2 4 2 4

 

Fluke 8808A 

PASS/FAIL( / )

8808A /  PASS/

FAIL( / )
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5.5           6.5 

0 mV 1000 V 0 mV 1000 V

1 μV 100 nV

0.015 + 0.003 0.0035 + 0.0005 0.0024 + 0.0005

2 mV 750 V 1 mV 750 V 1 mV 1000 V

1 μV 100 nV

0.2 + 0.05 0.06 + 0.03 0.06 + 0.03

20 Hz 100 KHz 3 Hz 300 KHz

0 Ω 100 MΩ 0 Ω 100 MΩ 0 Ω 1 GΩ
1 mΩ 100 μΩ 10 μΩ

0.02 + 0.003 0.010 + 0.001 0.010 + 0.001

0 μA 10 A 0 μA 10 A 0 μA 10 A

1 nA 100 pA 100 pA

0.02 + 0.005 0.050 + 0.005 0.050 + 0.005

0.2 mA 10 A 0.1 mA 10 A 1 μA 10 A

100 nA 10 nA 100 pA

0.3 + 0.06 0.10 + 0.04 0.10 + 0.04

20 Hz 2 kHz 3 Hz 10 kHz 3 Hz 10 kHz

20 Hz 1 MHz 0Hz 300 kHz 0 Hz 1 MHz

0.01 Hz 1 μHz 1 μHz

0.01 % + 0.003 % 0.01 % 0.01 %

0 nF 0.1 F

1 pf

1 %

-200 +600 

0.01

0.06

/                 / / mx+b

dBm/                                            

                                           

                                           

                                           

                                           

USB

RS-232 RS-232 IEEE-488.2

USB USB

 ASCII Fluke 45     SCPI IEEE-488.2 Agilent 34401A Fluke 45

2.1 kg 4.6 lb 3.6 kg 8.0 lb

88 mm 217 mm 297 mm

IEC 61010-1 2000-1

EN 61010-1:2001 ANSI/ISA-S82.01-1994

ANSI/ISA 61010-1 CAN/CSA-C22.2 No.

(S82.02.01):2004 UL          1010.1-92 CAT I 1000 V/CAT II 600 V

61010-1:2004

CAN/CSA C22.2 No.

61010.1:2004 

1                                              1

(010)65123435

(021)61286200

(020)38795800

(028)85268810

(029)88376090

(0755)83680050

(024)22813668

(023)89061910

(027)85743386

400 810 3435

www.fluke.com.cn
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Fluke
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6.5 35 ppm

6.5 24 ppm

USB  

5.5 0.015 %

4

2 4 2 mm

2 4

100 

USB RS232

FlukeView Forms

IEEE488 2 m

200809ECAL8808/45/46 Rev.1


