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MET/CONNECT 1.0.0 INSTALLATION GUIDE

This document includes information related to installing MET/CONNECT 1.0.0 and MET/CAL 10.0.0.

MET/CONNECT provides a way to use MET/CAL v10.0.0 without requiring the overhead of the MET/TEAM asset
management software via a simple API that allows CMMS systems to connect and extract calibration results from

MET/CAL procedure runs or a direct data file export.
THINGS TO CONSIDER BEFORE INSTALLING MET/CONNECT

1. Ensure you meet the system requirements:
1. Windows 10 or Microsoft Windows Server 2012 R2 or later, 64-bit Operating Systems
2. SQL Server 2016 or later

2. You must have an existing SQL Server instance installed before attempting to install MET/CONNECT

Server. You can download the Express versions for free from Microsoft:

1. SQL Server 2016 Express: https://www.microsoft.com/en-us/download/details.aspx?id=56840
2. SQL Server 2017 Express: https://www.microsoft.com/en-us/download/details.aspx?id=55994
3. SQL Server 2019 Express: https://www.microsoft.com/en-us/sql-server/sql-server-downloads

INSTALLING MET/CONNECT SERVER AND API

Extract the contents of the MET/CONNECT Server Installer zip file to your C:\Temp directory.

Review the MET/CONNECT 1.0.0 Readme file and ensure you have all the prerequisites installed.
When you are ready to proceed, run the setup.exe file.

Depending on your security settings, you may receive a warning about unrecognized software. Select

"Run anyway"
5.  You will be prompted to install prerequisites for MET/CONNECT Server. Select Install.
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6. Wait for the prerequisite installation to complete. Then click Next.
jﬁ Fluke MET/COMMECT Server - InstallShield Wizard

Welcome to the Installshield Wizard for Fluke
MET/ CONNECT Server

The Installshield(R) Wizard will install Fluke MET /COMMNECT
Server on your computer. To continue, didk Mext.

'v."'.n'.ﬁ.RNINJ},This program is protected by copyright law and
international treaties.

7. Review the License Agreement, select accept, and click Next.
17
| License Agreement
_ FLUKE.
| Please read the following license agreement carefully.

L]

Fluke Calibration Software License Agreement

PLEASE READ THIS SOFTWARE LICENSE AGREEMENT ("LICEMSE™) CAREFULLY. IF ¥'OU DO
MOT AGREE TO THE TERMS OF THIS LICENSE, DO NOT INSTALL OR USE THE SOFTWARE.
B USING THE SOFTWARE, »0U ARE AGREEING TO BE BOUND BY THE TERMS OF THIS
AGREEMENT.

THIS SOFTWARE IS LICENSED TO %0U — NOT SOLD. YOUR RIGHTS TO USE THE
SOFTWARE ARE ONLY THOSE RIGHTS SPECIFIED IN THIS LICENSE. YOUR RIGHTS UNDER
THIS LICENSE WILL TERMINATE AUTOMATICALLY WITHOUT NOTICE FROM FLUKE IF ¥'OU b

(@)1 accept the terms in the license agreement Print

{_J1 do not accept the terms in the license agreement

InstallShield

8. Browse for the SQL Server instance that you want to use for MET/CONNECT (this should have been
installed before starting the installation process). Enter credentials if required. Enter your desired
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database name and click Next.
17

|  Database Server

| Select database server and authentication methaod

Database server that vou are installing to:

I
I
| | (local)\SQL 20 16EXPRESS v Browse. ..

Connect using:

(®) Windows authentication credentials of current user

() server authentication using the Login ID and password below

Login ID: |sa
Password: |
Mame of database catalog:
|met|:|:|nnect | Browse... |
InstallShield

< Back Mext = Cancel
The installer will verify the connection to the database. Click Install.
k5

| Ready to Install the Program

| The wizard is ready to begin installation.

Click Install to begin the installation.

If you want to review or change any of your installation settings, didk Back. Clidk Cancel to
exit the wizard.

InstallShield

< Back Install Cancel
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10. The installer will now configure two websites in 1IS, one for the MET/CONNECT Service on port 6382 and
one for the MET/CONNECT API on port 6381. It will also configure the MET/CONNECT Database using a
default starting database. Then it configures the MET/CONNECT Shared Directory, which contains the
Help files and MET/CAL Client installer files. A prompt will provide the location of this directory. It also
deploys the MET/CAL Shared files and configures a shared directory. It configures the Windows Firewall to
enable connections to the two ports noted above.

L5

Installing Fluke MET/CONNECT Server

The program features you selected are being installed.

Please wait while the InstallShield Wizard installs Fluke MET f{CONMMECT

Coruor  Thio s 4=l oouaoral rmimtoo

Fluke MET/COMMECT Server - InstallShield Wizard oo

MET/CAL can be installed on each workstation from the
! following locations:

Local: ChProgram Files
261 Fluke\METCOMNMECT Installerst METCALY

Metwork: WPC-EVT -C5853 G2 \metconnectInstallers\METCAL

InstallShield
< Back Mext =

11. The installer will save a text file to the desktop of the PC/Server with the authentication key for the
MET/CONNECT API.



12. Click Finish to close the installer.

L5

InstallShield Wizard Completed

INSTALLING MET/CAL RUNTIME AND EDITOR

The Installshield Wizard has successfully installed Fluke
MET/COMMECT Server. Click Finish to exit the wizard.

1. Go tothe MET/CAL installer directory on the MET/CONNECT share
(by default under \\<server_name>\metconnect\Installers\METCAL).
[ = | \\pec-evt-cs@s3g2\metconnectiinstallers\METCAL

Share View

« v 4
Pictures
School
Trips
Tutoring
Videos

73264 TC Curves_From Dave |

3 This PC
P 30 Objects
[ Desktop
= Documnents
4 Downloads
J’! Music
23 items

2. Run setup.exe.

~

-

MName

| ] 1031.mst
| | 1033.mst
| | 1034.mst
| | 1036.mst
|| 1040.mst
L] 104 mst
|| 1046.mst
| | 1048.mst
| | 2052.mst

<« pc-evt-csBs3g2 » metconnect » Installers » METCAL »

i3 Fluke METCAL Client.msi

setup.exe
| Setup.ini

3. Click 'Yes" on any "Allow this app to make changes

..." pop-ups.

v O

Date medified
2019 4:54 PM
2/2019 4:54 PM
12/2/2019 4:54 PM
2/2019 4:54 PM
19 4:54 PM
2/2019 4:54 PM

2015 4:54 PM
19 454 PM
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Search METCAL

Type

MST File
MST File
MST File
MST File
MST File
MST File
MST File
MST File
MST File

Windows Installer ...

Application

Configuration sett..,

Calibration

Size ™
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4. If you do not have the Visual Studio 2012 Isolated Shell installed on your PC, the MET/CAL installer will
install it for you. You will only need Visual Studio if you are using MET/CAL Editor. It may take up to 20
minutes, and two computer restarts. To continue with the install with Visual Studio, click "Yes" otherwise
click "No".

If the logged-in user during the installation process does not have administrative rights on the PC, the
installer will not automatically re-launch after required reboots during the installation process and will
need to be launched again and the administrator credentials re-entered to proceed.

If you selected to install Visual Studio, a Visual Studio install screen will pop up.

Choose English as the preferred language. The current version only supports English.

The Fluke MET/CAL Installer Wizard will now open.

On the License Agreement InstallShield screen, click “I Accept” then “Next” three times.

You will be prompted to select whether to install the MET/CAL Runtime and/or Editor. If you did not
install the Visual Studio Shell, you will not be able to install the Editor in this step.

10. Enter the name you would like to be listed as the procedure author in the box, then click "Next"

11. On the Shared Files screen, you have a choice:

1. If you are installing MET/CAL on the same computer where the MET/CONNECT Server is installed,
you leave the path to the local drive and click "Next"

2. If MET/CONNECT is on a different computer, you need to select the "METCAL" network share
that was created on the MET/CONNECT computer. If your shared directory is not already
mapped to a drive on a client PC, you can use the Map Drive Letter button to configure a mapped
drive for the installer to continue.

12. On the "Ready to Install the Program" screen, click "Install".
13. Several command line boxes and InstallShield dialogs may pop-up and go away. This is normal. Click
"Finish" on any Install screens that come up.

W NU

Your installation is now complete!

Have any questions or issues?
Web support: http://support.flukecal.com
To submit a question, click “Submit a Request” on that support page.
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