
 

MET/CAL 10.0.0 README 

This document includes information related to MET/CAL 10.0.0. This version of MET/CAL is compatible with 

MET/CONNECT. 

WHAT’S NEW IN VERSION 10.0.0? 

• MET/CAL Runtime and MET/CAL Editor have been updated to support MET/CONNECT 

• The 5790B FSC for using the Fluke 5790B AC Measurement Standard 

NEW INSTALLATIONS 

• Run the MET/TEAM Server installer or MET/CONNECT Server to setup MET/TEAM or MET/CONNECT on a 

server. This will also deploy the MET/CAL Client installer to the \metteam or \metconnect shared folder 

respectively. 

• Run the MET/CAL Client installer on all MET/CAL workstations. The MET/CAL Client installer is found in 

the \Installers\METCAL folder on the \metteam or \metconnect share. 

• For Stand-Alone installations, the MET/CAL Client installer can be run from the local folder (typically 

C:\Program Files (x86)\Fluke\METTEAM\Installers\METCAL for MET/TEAM or C:\Program Files 

(x86)\Fluke\METCONNECT\Installers\METCAL for MET/CONNECT) 

MET/CAL 10.0 CHANGES 

Key Type Description 

METCON-2 ADDED Automatic CSV Export of Points data when using 
MET/CONNECT mode. 

METCON-131 
METCON-597 

ADDED MET/CONNECT mode sign-in screen. 

METCON-144 
METCON-453 
METCON-465 
METCON-988 

ADDED MET/CONNECT mode prompt file editor screen. 

METCON-157 
METCON-549 

ADDED MET/CONNECT mode license screen. 



 

Key Type Description 

METCON-170 
METCON-537 

ADDED MET/CONNECT mode user screen. 

METCON-248 ADDED DUT Asset ID prompt when using MET/CONNECT mode. 

METCON-274 
METCON-813 

ADDED Work Order Number prompt when using MET/CONNECT 
mode. 

METCON-339 
METCON-489 

ADDED Administrator login when using MET/CONNECT mode. 

METCON-352 ADDED Linkage of user and licensing screens to MET/CAL Runtime 
in MET/CONNECT mode. 

METCON-513 
METCON-573 

ADDED Ability to define calibration interval for newly-defined 
assets in the database for use with accuracy file lookups in  

METCON-287 CHANGED Only able to select PXEs in MET/CONNECT mode. 

METCON-365 CHANGED Do not store configuration files (metcal.ini and config.dat) 
in the database when using MET/CONNECT mode. 

METCON-501 CHANGED Alterations to the views to match naming and changes for 
MET/CONNECT mode. 

METCON-829 CHANGED Updates to the MET/CAL Help system to cover both 
MET/TEAM and MET/CONNECT modes in a single 
repository with conditional building. 

METCON-939 CHANGED Remove non-applicable information from views in the 
MET/CAL Runtime when running in MET/CONNECT mode. 

MCFP-16 ADDED Added an FSC for the Fluke 5790B AC Measurement 
Standard. 

 


