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Instrument Security Procedures 
 
 
 
Models:  

Fluke RPM4 
 
Product Name:  

Reference Pressure Monitor 
 
Instrument Description:  

Fluke RPM4 gas Reference Pressure Monitor. 
 
Memory Description:  

Fluke RPM4 has the following memory devices:  
1. 2ea NVRAM 128Kx8 (U2, U7 microprocessor PCA)  

Contains: User settings, temporary run time data.  
2. 1 ea 64kx16 ROM,  (U4 microprocessor PCA)  

Contains: Bootstrap and FLASH programming code.  
3. 1ea FLASH 512kx16, (U3 microprocessor PCA) 

Contains: RPM4 application code, Factory 
characterization data. Data logs  

4. 1ea EEPROM 8Kx8 (U9 microprocessor PCA)  
Contains: RPM4 installed options, serial number.  

5. 1ea EEPROM 8Kx8 (U17 Main driver PCA)  
Contains: timebase reference. 

6. 1ea EEPROM 8Kx8 (internal to Paroscientific sensor)  
Contains: Paroscientific characterization data. 
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Memory Cleaning Instructions: 
 

1. 2ea NVRAM 128Kx8 (U2, U7 microprocessor PCA)  
Select the “RESET ALL” option from the front panel 
SPECIAL/INTERNAL/RESET menu  

2. 1 ea 64kx16 ROM,  (U4 microprocessor PCA)  
Read only device.  

3. 1ea FLASH 512kx16, (U3 microprocessor PCA) 

Use the Winflash Computer utility. Select “Clear 

Flash Memory” option 
 

4. 1ea EEPROM 8Kx8 (U9 microprocessor PCA)  
No method available.  

5. 1ea EEPROM 8Kx8 (U17 Main driver PCA)  
No method available. 

6. 1ea EEPROM 8Kx8 (internal to Paroscientific sensor)  
No method available. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


