
Replacement Test Leads
Safety Information

WWarningX
To avoid possible fire, electric shock, or 
personal injury:

• Read all of the safety information in the 
test set Users Guide before you use the 
product.

• Do not use test leads if they are damaged. 
Examine the test leads for exposed metal 
and damage to the insulation. Make sure 
the wear indicator on the cords does not 
show. The wear indicator is the white 
layer below the outer, braided layer. 
Verify the continuity of the test leads.

• Do not exceed the Measurement 
Category (CAT) rating of the lowest-rated 
individual component of a product, 
probe, or accessory.

• Keep your fingers behind the finger 
guards on the probes.
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Contacting Fluke Networks

www.flukenetworks.com

support@flukenetworks.com

+1-425-446-4519 or 1-800-283-5853

• Australia: 61 (2) 8850-3333 or 61 (3) 9329 
0244

• Beijing: 86 (10) 6512-3435

• Brazil: 11 3759 7600

• Canada: 1-800-363-5853

• Europe: +31-(0) 40 2675 600

• Hong Kong: 852 2721-3228

• Japan: 03-6714-3117

• Korea: 82 2 539-6311

• Singapore: 65-6799-5566

• Taiwan: (886) 2-227-83199

For more phone numbers, go to our website.
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