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WINTERIZING WATER LINES IN CAMP BUILDINGS 

BOY'S SHOWER: 

1. Close Main valve (underground) at well, with long shut off rod in old shower stall. 

2. Open outside faucet to drain tank. 

3. Close second valve (underground) near outside water tank. This will drain water from 

4. Turn gas valve OFF on the Hot Water heater, then close valve on tank. 

5. Drain hot water tank by opening lower value and open all cold and hot water faucets. 

6. In main shower room, open drain spigots under the sink, near the outside door. 

7. Remove the plug from the water lines to the commodes, one on each side, near outside door and shower 

door. Place plugs on top of the water line. 

8. Flush all commodes and hold handle to drain as much water out as possible. Use plunger to force as much 

water down drain as possible. 

9. Hold valves open on urinals and drain water from the lines. 

10. Remove plugs from each of the shower faucets and place plug on soap dish. 

11. If outside water tank is drained through the spigot, remove the plug from the front of the tank. 

12. Disconnect the union on the water line that goes from the outside tank through the wall to the inside. 

13. Check water lines in old shower room and open all faucets, spigots and any drain plugs you see on the 

lines. 

14. When all lines have been drained, use air compressor to blow through all lines that you can think of. 

15. After everything has been drained and lines have been blown out, leave hot water tank valves open, but 

replace the plug in the cold water tank (so it doesn't get lost). 

16. When everything is drained, ADD Anti-freeze to commode tanks, sink traps, urinal traps, floor drains. 

Use your judgment to put enough anti-freeze in to make a 50-50 mix with water. 

(PRAY that you got the water out. Next spring will tell the story.) 

WALTER'S COTTAGE:  

1. Be sure that the cold water valve is shut off at the outside of the Girl's Shower on the line to Walter's 

Cottage. (The hot water line valve, no handle on it, should always be closed.) 
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2. UNPLUG the hot water heater in the right side of the cottage, in the bath room. Also, turn the switch 

OFF on the heater. 

3. Use a hose to drain the hot water heater.  
4. Open all faucets at sinks and showers.  
5. Flush the commodes and hold handle to drain as much water as possible from the tank. With plunger, 

force as much water from bowl as possible.  

6. Underneath the shower rooms, through the access door in the back, there are two shut off valves sticking 

down through the floor. Open them to drain the shower lines.  

7. While under the shower room, along the cement block wall on the upper side, open the drain valves to 

drain the lines that come from the girl's shower room.  

8. When all lines are drained, blow air back through the faucets, if possible. 9. Put antifreeze in 

commode tanks and bowls, 50-50 mix, and also in sink and shower drains. 

 

MEN'S SHOWER ROOM:  

1. Turn off top two (2) circuit breakers on the right in the panel box. The top breaker is for the well pump to 

the holding tank, the other breaker is for the pump in the holding tank to the cold water tank. 

2. Drain cold water tank in the Men's shower room.  

3. Turn off Gas valve at the water heater, then close Gas valve on the outside tank.  

4. Use garden hose, drain hot water tank to the outside, from the lower faucet. Open all cold and hot water 

spigots at sinks and showers. 

5. Disconnect the water line to the spigots for the camper area, at the plastic 1' outside the door. Open a faucet 

for the line to drain. When line is drained, if you have electrical tape or duct tape, take the ends to keep 

dirt out. Make sure a faucet is open in the camper area so the water will drain out. 

6. Remove plugs from shower faucets and place them on soap dish.  

7. Remove drain plugs from the water lines behind the trash can, below the towel holder. Place plugs on 

shelf. 

8. Remove the shut off valve on the line to the commode, near the floor.  

9. Remove shut off valve in line above the door and remove the bleeder caps from any valves 

that you can see. 
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10. Remove shut off valve on hot water line to the girl's shower.  

11. Remove the blue water filter cartridge holder. Leave valves open. Throw filter away but turn cartridge 

upside down on the shelf above sinks. 

IN GIRL'S SHOWER ROOM;  

1. Open all faucets at sinks and showers. 

2. Remove drain plugs from showers and place on soap dish.  

3. Open faucets at end of water lines under the sinks, near the door.  

4. Disconnect the outside line to the Pavilion. Open outside faucet.  

5. Remove the two drain plugs at the end of the lines to the commodes, near the outside door and the 

shower room door. Place the plugs on the water line. 

6. Flush the commodes and hold handles down to drain as much water as possible from the tanks. 

IN DINING HALL:  

1. TURN OFF CIRCUIT BREAKER for the water heater.  

2. Turn off breaker for pump.  

3. Drain Hot water heater with a hose to the outside.  

a. Remove drain plug in copper line to the water heater.  

b. Disconnect the 3/4" plastic union above the water heater that goes to the laundry room heater. Make 

sure the shut-off valve in the line is OPEN. 

4. Open all faucets in kitchen sinks.  

a. After water has been drained, remove drain plugs under both sinks in the center of the kitchen, 

and remove the vegetable spray hose under the one sink.  

b. Open faucets at stainless steel sink AND open the valves on the lines behind the stainless steel sink. 

5. Open the faucets behind the dish washer.  

6. Dish washer must be turn over on the front door and remove the plastic plug in the drain under the pump. 

Place Plug and snap ring (if it came off) in the silver ware basket in the dish washer.  
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7. Disconnect the water line, outside the door, that goes to the upper cottages. Open spigot up at the light 

pole and blow air in to drain pipe.  

8. Remove the small plug on the side of the pressure regulator and blow air in there to force water from the 

cold water tank to the sink. 

9. Remove the plastic drain cap in the 3/4" line at the ceiling in the dining hall.  

10. Open drain valve in line, near floor, beside water heater.  

11. Remove the two shut off valves in the lines above the window in the dining hall, near the ice maker.  

12. Remove the drain plug, at the floor, in the drain for the ice maker. Place plug on ice maker. 

13. Open the valves at the stair landing and use bucket to drain the pipes in.  

14. Remove the plugs at the end of the hot and cold water lines near the window at bottom of steps. Remove 

all drain shutoffs and disconnect the union between the joists. 15. PULL PUMP FROM PITLESS 

ADAPTER, to drain water from line to the tank. 

Blow air in as many lines as possible to remove as much water as possible.  

UPSTAIRS BATHROOMS:  
16. In Upstairs bathrooms, open spigots in sinks and showers.  

17. Remove plugs from shower faucets and place in soap dish. 18. Flush commode 

and hold handle to drain as much water out of tank as possible. 

IN BREEZEWAY:  

19. Remove bleeder caps from all valves. Remove the shut off valves and place on shelf in the handicap rest 

room. 

20. Open the spigot in the breezeway for the water cooler. 

Blow air in as many lines as possible to remove as much water as possible. IN HANDICAP 

REST ROOM:  

21. Open spigots and flush commode and drain as much water as possible. 

22. Remove shut off valves behind commode and below sink.  
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IN LAUNDRY ROOM:  

23. Open faucets at sink.  

24. Shut off gas at Water Heater and then at the gas tank.  

25. Drain hot water tank to the outside.  

26. Open drain valves behind the plastic sink. Disconnect the hoses to the washing machines and open the 

faucets. 

27. Open the Union in the 3/4" line above the water heater. 

28. The washing machines need to be tipped over to remove the drain lines from the pumps so all water will 

drain out. 

Blow air in as many lines as possible to remove as much water as possible. 

IN GIRL'S DORM SHOWER:  

29. Open faucets at sink and shower.  

30. Remove plug in shower and place on sink.  

31. Flush commode and drain as much water as possible from tank. 
32. When all lines are drained and blown out, add Anti-freeze to commode tanks and  

bowls, drain traps, shower drains, sink drains, etc., to a possible 50-50 mix.  

 

WATER COOLER:  

1. Disconnect water line and remove drain plug, under front cover.  

2. Hold button down, as if you were getting a drink, to allow the water to drain from the tank. 

AT PAVILION:  

1. Open faucets on sink, and the drain valve on the line from the shower room.  

2. Put anti-freeze in trap.  

ICE MACHINE:  

1. Turn OFF Circuit Breaker!  

2. Turn off water supply, disconnect the hose.  

3. Make sure the drain plug is removed from the drain line.  

4. Remove the front cover, then slide up the small cover on the right on the inside.  
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5. There is a large black hose connecting the water tank to the pump. Remove the hose at the BACK 

connection (TANK). DO NOT remove the hose at the front that goes to the pump. 

6. Blow air into the water service line to see if more water comes out. Leave the hose disconnected so tank 

can dry out. Block the lid open so the inside can dry out.  

ANTI-FREEZE: Put anti-freeze in all floor and shower drains, sink traps, commodes and tanks. Also put anti-

freeze in plastic trap behind dish washer and in the drain line for the washing machines in the laundry room. 


