
 

 

 

 

C1968EC

(End Clamp)

C275IMC
(Mid Clamp)

1.963 to 1.988 (in)
49.9 to 50.4 (mm)

C1810EC

(End Clamp)

1.805 to 1.830 (in)

45.9 to 46.4 (mm)
C250IMC

(Mid Clamp)

C1762EC

(End Clamp)

1.757 to 1.782 (in)
44.7 to 45.2 (mm)C250IMC

(Mid Clamp)

C1606EC

(End Clamp)

1.601 to 1.626 (in)
40.7 to 41.3 (mm)(Mid Clamp)

(End Clamp)

1.567 to 1.592 (in)
39.9 to 40.4 (mm)

C225IMC

(Mid Clamp)

C1486EC

(End Clamp)

37.7 to 39.0 (mm)

C225IMC
(Mid Clamp)C225IMC

(Mid Clamp)

C1358EC

(End Clamp)

1.353 to 1.378 (in)
34.4mm to 35.0 (mm)

C225IMC
(Mid Clamp)

C1396EC
(End Clamp)

1.391 to 1.416 (in)
35.4 to 35.9 (mm)

C225IMC

C1572EC

(End Clamp)

C200IMC

(Mid Clamp)

C1210EC

C1660EC

(End Clamp)

1.655 to 1.680 (in)
42.0 to 42.6 (mm)

C250IMC
(Mid Clamp)

1.481 to 1.520 (in)

Module thickness
1.205 to 1.230 (in)

30.7 to 31.2 (mm)

Module thickness Module thickness Module thickness

Module thickness Module thicknessModule thickness

Module thicknessModule thicknessModule thickness

(End Clamp)

C200IMC

(Mid Clamp)

C1180EC

Module thickness
1.175 to 1.200 (in)

29.9 to 30.5 (mm)

(End Clamp)

C225IMC

(Mid Clamp)

C1298EC

Module thickness
1.293 to 1.318 (in)

32.8 to 33.4 (mm)

Not shown: C1707EC
(End Clamp)

C250IMC
(Mid Clamp)1.685 to 1.710 (in)

42.8 to 43.4 (mm)

Module thickness

  

Actual module thickness should fall within stated tolerances. 

Complete Clamp Chart 
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