
Model No. PST-100S-12A PST-100S-24A

oUTPUT

Power, CoNTiNUoUS 1000 Watts 1000 Watts
Power, SUrge (for <1 SeC) 2000 Watts 2000 Watts

oUTPUT VolTAge 120 VAC +/- 3% 120 VAC +/- 3%
oUTPUT freqUeNCy 60 Hz 60 Hz

oUTPUT VolTAge wAVeforM Pure Sine Wave Pure Sine Wave
ToTAl HArMoNiC diSTorTioN < 3% < 3%

iNPUT

iNPUT VolTAge  10.7 to 16.5 VDC 21.4 to 33 V DC
iNPUT CUrreNT AT No loAd < 0.8 A < 0.6 A

low iNPUT VolTAge wArNiNg AlArM 10.7 V 21.4 V
low iNPUT VolTAge SHUT-dowN 10 V 20 V
HigH iNPUT VolTAge SHUT-dowN 16.5 V 33 V

oPerATiNg AMbieNT TeMPerATUre 0 to 40ºC +/- 5ºC 0 to 40ºC +/- 5ºC
PeAk effiCieNCy 85% 85%

CooliNg Temperature Controlled Fan
dC iNSTAllATioN kiT DC-2000-KIT

CoNNeCTioNS

iNPUT Tubular type screwdown terminals
oUTPUT 2 x Standard North American Outlet (NEMA 5-15R)

dC Side iNPUT fUSe 40 A x 4 20 A x 4
reMoTe RC-15 (optional) RC-15 (optional)

geNerAl

diMeNSioNS, MM  (l x w x H) 395 x 236 x 83 mm 395 x 236 x 83 mm
diMeNSioNS, iNCHeS (l x w x H) 15.6 x 9.3 x 3.3” 15.6 x 9.3 x 3.3”

weigHT, kg 4 4
weigHT, lb 8.8 8.8

2 yeAr wArrANTy

Design Features

 - High efficiency
 - Low battery voltage alarm
 - Protections: input low voltage, input over voltage,  

over temperature, over load, short circuit 
 - Low idle power draw
 - Built-in electronic GFCI
 - Optional remote control (sold separately): Model RC-15
 - Comes with pin-type battery cable lugs
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Model 
PST-100S-12A  
12 VDC-120 VAC
PST-100S-24A 
24 VDC-120 VAC

dC-AC inverter
    Pure Sine wave

NoTe: Specifications are subject to change without notice

For product and purchase inquiries contact:

www.ecodirect.com


