MITSUBISHI
ELECTRIC M, STIAM.

COOLING & HEATING Split-ductless A/C and Heat Pumps

SUBMITTAL DATA: SEZ-KD18NA .. .18,000 BTU/H HORIZONTAL-DUCTED INDOOR UNIT FOR MXZ-B MULTI-ZONE HEAT-PUMP SYSTEMS

Job Name: Location: Date:

Purchaser: Engineer:

Submitted to: For [OReference [JApproval [JConstruction
System Designation: Schedule No.:

GENERAL FEATURES

* Horizontal-ducted indoor unit for concealed applications

« Ultra thin body: 7-7/8" high

« Built-in drain mechanism for condensate removal; lifts to 21-11/16"

« Air filter is included with indoor unit

* Quiet operation — as low as 23 dBA

* Indoor unit powered from outdoor unit using A-Control

» Automatic fan speed control

* Auto restart following a power outa(?

« Limited warranty: five years on parts/defects; seven years on compressors

OPTIONAL ACCESSORIES Indoor Unit: SEZ-KD18NA
o B with MERV 8 Filters (FBL1-3) Voltage
o Filter Box witl ilters -

| - Out 1-S2 . AC 2 230V
o Bottom Return Plate (BRP-3) Indoor - Outdoor S2.85 11 MR
ouédoorsunlit (MAC-811DS)
o Drain Socket
g %l;aln Par|1 HSJater (MACSGM%HTLAE vss03) FanMotor. . ... ... ... ... .. .. 0.74 F.LA.
o Three-pole Disconnect Switcl f R CHi
5 Air Outiet Guide (MAC- SSGSG) Alrflow (Lo - Med - Hi) 423 - 529 - 635 Drv CFM
O Mounting Base R et S 381476 - 572 Wt CFM
o Mounting Pa . - -
o Wall-mounting%rackets Ve/MB’I) Heating.......................... 423 - 529 - 635 Dry CFM

Controller Options

o Wall-mounted Wired Remote Controller (PAR-21MAA) Sound Pressure Level (Lo - Med - Hi)

Cooling ... oo 30 - 34 - 38 dB(A)
o M-NET Control Adapter (MAC-399IF ; .34 -
o Remote Temperature Sensor (M21-JE(O 307) Heating.................ocovvnnnnnnnn, 30-34 - 38 dB(A)
o Hand-held Wireless Remote Controller
(PAR-FL32MA,; eq.PAR-FA32MA-E) DIMENSIONS UNIT INCHES / MM
o Wireless Signal Receiver Module PAR-FA32MA (for PAR-FL32MA) W 46-7/8/1.190
o Lockdown Bracket for Hand-held Controller (RCMKP1CB) D 27916/ ’700
Cooling Capacity*. . ... ... 17,200 Btu/h H 7-7/81200
Heating Capacity at 47°F* ..................... 21,600 Btu/h Weight. . . ... ..621bs. /28 kg
* Rating Conditions (Cooling) - Indoor: 80°F (27°C) DB, 67°F (19°C) WB; Outdoor: External Finish . ..................... Galvanized-steel Sheets
95°F (35°C) DB, 75°F (24°C) WB. Field Drainpipe Size O.D....................... 1-1/4" / 32 mm
(Heating at 47°F) - Indoor: 70°F (21°C) DB, 60°F (16°C) WB; Outdoor: 47°F (8°C) DB,
43°F (6°C) WB. :
(Heating at 17°F) - Indoor: 70°F (21°C) DB, 60°F (16°C) WB; Outdoor: 17°F (-8°C) DB, Egg:gggm E’gg SizeOD. it R410A
15°F (9°C) W GaS SIE . .o 1/2"/12.7 mm
Liquid Side. .. ... 1/4" 1 6.35 mm
Electrical Requirements Connection Method . .......... ... ... ... .. ... .. ... Flared
Power Supply . . .......... ... L. 208 / 230V, 1-Phase, 60 Hz
MCA

---------------------------------------------- MXZ-B SERIES HEAT-PUMP OUTDOOR UNITS

MXZ-B MULTI-ZONE SYSTEMS CAN INCLUDE:
8 . i « Ducted Indoor Units:
‘ SEZ-KD09,12,15,18NA, PEAD-A24AA
-l

m i « Nonducted Indoor Units:
i

i
-

72

MSZ-GE06,09,12,15,18,24NA,
MSZ-FE09,12,18NA, MFZ-KA09,12,18NA,
PCA-A24KA, SLZ-KA09,12,15NA, and
PLA-A12,18,24BA

A combination of both Ducted and Nonducted

s

— v . Indoor Units
- Refer to the separate submittal forms for the
MSZ-GE SEZ and PEAD-A24AA MSZ-GE, MSZ-FE, MFZ-KA, SEZ-KD, SLZ-KA,
MULTI-ZONE OUTDOOR UNIT PEAD, PCA, PLA Indoor Units, and MXZ Outdoor
Units.
MFZ-KA PCA-A24KA SLZ and PLA-A12,18,24BA
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SEZ-KD18NA INDOOR FAN PERFORMANCE AND CORRECTED AIR FLOW CHARTS
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(External static pressure 0.02[in.WG](5Pa)) 208/230V 60Hz (External static pressure 0.06[in.WG](15Pa)) 208/230V 60Hz
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DIMENSIONS: SEZ-KD18NA

Unit : mm(in.)
Drain pipe(O.D.e32(1-1/4))
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(Emergency draining)
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rain pipe( 082( ) . gl (Indoor/outdoor connecting line)
8 y X 700(27-9/16) Qg Knockout hole 027(1-3/32)
Q|| 28082 677(26-21/52) Hey (Remote controller transmission line)
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- g (79732) @o52) Terminal block (Indoor/outdoor connecting line)
2X2-62.9(1/8) 270(10-21/32) Terminal block (Remote controller transmission line)

@ Refrigerant piping @ Refrigerant piping graoiﬂtgir?eeo(uos'%;?rﬁg -1/4))

flare connection (gas) flare connection (liquid)

Less than 300
]
175+5(6-29/32+7/32) _ ey | M
D N g
\Q\Q‘Access door (Actual length) 312 8@ P X 'l
€ = £l -
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8|8 5| 3@
£[& gl g
«
§ 2| Make the access door at the appointed position properly
=| for service maintenance.

Drain hose (1.D.932(1-1/4))

<accessory>
Required space for service and maintenance
mm(in.)
Model A B C D E F G H J K| L M | N [® Gas pipe [@Liquid pipe
700 | 752 | 798 | 660 600 | 800 | 660 500 839 | 790
SEZ-KDOONA |o7.916)| 2038) |iat-7116)| 26) | 7 |35 @) | (26) | 5 [usivie] 16 [@awie) @) 00.52(38)
SEZKD12NA | 949 | 952 | 998 | 860 o | 800 [1000| 860 | , | 700 | , 1039 990 06.35(1/4)
SEZKDISNA |E5710)|6712) 510 | @378 @112) | (3938) | (3378) @74916) w232 (39) :
012.7(1/2)
1100 1152 | 1198 | 1060 1000 | 1200 | 1060 900 1239 [ 1190
SEZ-KD18NA |5 sfte) | 4s-38) |ie7:316) | @13 | 11 | iasa) | a7 | i3 | O |@sane)| 24 lssi) s ie)

Note1.Use M10 screw for the suspension bolt (field supply).
2.Keep the service space for the maintenance at the bottom.
3.This chart indicates for SEZ-KD15NA model,which has 3 fans.
SEZ-KD09,12NA models have 2 fans.
SEZ-KD18NA models have 4 fans.
4.In case an inlet duct is used,remove the air filter(supply with
the unit), then install the filter(field supply) at suction side.

MITSUBISHI
ELECTRIC

COOLING & HEATING
Live Better
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AT CERTIFIED..

www.ahridirectory.org

ENERGY STAR
PARTNER

Unitary Small HP
AHRI Standard 210/240 us 3400 Lawrenceville Suwanee Rd

Certification applies only when the complete system is listed with AHRI. LISTED Suwanee’ GA 30024
Tele: 678-376-2900 « Fax: 800-889-9904
Intertek Toll Free: 800-433-4822 (#3)
www.mehvac.com

FORM# SEZ-KD18NA - 201108 Specifications are subject to change without notice.
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