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1. SPECIFICATIONS

1-1. PQRY-P72~240T(S)HMU-A SPECIFICATIONS

Model PQRY-P72THMU-A PQRY-P96THMU-A
Power source 3-phase 3-wire 208 / 230 +10% 60Hz 3-phase 3-wire 208 / 230 +10% 60Hz
. . . . Btu/h 72,700 96,300
Cooling capacity (Nominal) *1 (208/230V) W 213 8.2
Power input kW 3.97 5.77
Current input A 12.6/11.4 17.9/16.2
Temp. range of |Indoor W.B. 59~75° F (15~24° C) 59~75° F (15~24° C)
cooling Circulating water 23~113° F (-5~45° C)* 23~113° F (-5~45° C)*
. Btu/h 80,000 108,000
Heating capacity (Nominal) *2 (208/230V) W >34 317
Power input kW 3.83 6.18
Current input A 11.8/10.7 19.1/17.2
Temp. range of |Indoor D.B. 59~81° F (15~27° C) 59~81° F (15~27° C)
heating Circulating water 23~113° F (-5~45° C)* 23~113° F (-5~45° C)*
Indoor unit Total capacity 50~150% of heat source unit capacity 50~150% of heat source unit capacity
connectable Model / Quantity P06~P96 / 1~18 P06~P96 / 1~24
Sound pressure level (measured in anechoic room) |dB <A> 47 49
Refrigerant High pressure in.(mm) 5/8 (15.88) Brazed 3/4 (19.05) Brazed
piping diameter | Low pressure in.(mm) 3/4 (19.05) Brazed 7/8 (22.2 ) Brazed
External finish Acrylic painted steel plate Acrylic painted steel plate
X . mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension Hx\WxD in. 43-5/16 x 34-1116 x 21-11/16 43-5/16 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 402 (182) 402 (182)
Type Plate Plate
Heat Water volume in plate ¢ 132 132
- -
Water pressure Max. MPa 20 20
Type Inverter scroll hermetic compressor Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater |kW 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 1,522
G/min(gpm) 25.4 25.4
Water flow rate m3/h 5.76 5.76
L/min 96 96
Circulating cfm 3.4 3.4
water Pressure drop kPa 17 17
psi 2.47 2.47
G/h 1,189 - 1,902 1,189 - 1,902
Operating volume range G/min(gpm) 19.8-31.7 19.8-31.7
m*/h 4.5-7.2 4.5-7.2
HIC circuit (HIC: Heat Inter-Changer) - -
X High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection — - " - "
devices Inverter circuit(comp) Over-heat protection, Over-current protection Over-heat protection, Over-current protection
Compressor Over-heat protection Over-heat protection
Minimum Circuit Ampacity(MCA) A 16 /15 23 /21
Maximum Overcurrent Protection(MOCP) A 25/20 40/ 30
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5.0 kg) R410A x (11 Ibs + 1 0z) (5.0 kg)
Control Indoor LEV and BC controller Indoor LEV and BC controller
. External KB94T665 KB94T665
Drawing —
Wiring KE79B308H01 KE79B308H01
Standard Document Installation Manual Installation Manual
attachment Accessory Details refer to External Drw Details refer to External Drw
Joint: CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J
Optional parts BC controller : CMB-P104, 105, 106, 108, 1010, 1013, 1016NU-G
Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA
Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB
*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and
other items, see the Installation Manual.
*Due to continuing improvement, above specifications may be subject to change without notice.
*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).
*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.
Remarks *The Heat Source Unit should not be installed at outdoor.
*Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned on
and glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
Water Temp.: | 86degF (30degC) 68degF (20degC) cfm =m/min x 35,31
Ib =kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(0m) 0ft.(0m) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model PQRY-P120THMU-A
Power source 3-phase 3-wire 208 / 230 +10% 60Hz
. . . . Btu/h 120,000
Cooling capacity (Nominal) *1 (208/230V) W 5.2
Power input kW 7.73
Current input A 23.6/21.4
Temp. range of cooling Indoor W.B. 59~75° F (15~24° C)
Circulating water 23~113° F (-5~45° C)*
) ) ) . Btu/h 135,000
Heating capacity (Nominal) *2 (208/230V) W 396
Power input kW 7.62
Current input A 23.5/21.3
Temp. range of heating Indoor D.B. 59~81° F (15~27° C)
Circulating water 23~113° F (-5~45° C)*
X Total capacity 50~150% of heat source unit capacity
Indoor unit connectable | ST R T Ty P06~P96 / 1~30
Sound pressure level (measured in anechoic room) dB <A> 51
Refrigerant piping High pressure in.(mm) 3/4 (19.05) Brazed
diameter Low pressure in.(mm) 7/8 (22.2 ) Brazed
External finish Acrylic painted steel plate
. . mm 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 402 (182)
Type Plate
. G 1.32
Heat exchanger Water volume in plate T 50
psi 290
Water pressure Max. VPa 20
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter
Case heater | kw 0.051 (230V)
Lubricant MEL32
G/h 1,522
G/min(gpm) 25.4
Water flow rate m*/h 5.76
L/min 96
Circulating water cfm 34
Pressure drop kPa i
psi 2.47
. G/h 1,189 - 1,902
Operating volume range Gimin(gpm) 198317
range
m*/h 4.5-7.2
HIC circuit (HIC: Heat Inter-Changer) -
High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection devices Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) A 30/27
Maximum Overcurrent Protection(MOCP) A 50/ 40
. Type x original charge R410A x (11 Ibs + 1 0z) (5.0 kg)
Refrigerant Control Indoor LEV and BC controller
Drawing External KB94T665
Wiring KE79B308H01
Document Installation Manual
Standard attachment Accessory Details refer to External Drw
Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-R160C-J
Optional parts BC controller : CMB-P104, 105, 106, 108, 1010, 1013, 1016NU-G
Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA
Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB
*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and
other items, see the Installation Manual.
*Due to continuing improvement, above specifications may be subject to change without notice.
*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).
*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.
Remarks *The Heat Source Unit should not be installed at outdoor.
*Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned
on and glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
Water Temp.: 86degF (30degC) 68degF (20degC) ::grzk;rr;a(l)lf.r:23><63531
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.
* Due to continuing improvement, above specifications may be subject to change without notice.

2 MITSUBISHI ELECTRIC CORPORATION
© 2013 Mitsubishi Electric US, Inc.

2012 WR2-SERIES (July 2013)

WR2-3



1. SPECIFICATIONS

Model PQRY-P144TSHMU-A
Power source 3-phase 3-wire 208 / 230 +10% 60Hz
. . . N Btu/h 145,400
Cooling capacity (Nominal) *1 (208/230V) o 20
Power input | kW 8.18
Current input | A 25.9/23.4
Temp. range of cooling Indoor W.B. 59~75° F (15~24° C)
Circulating water 23~113° F (-5~45° C)*
. Btu/h 160,000
Heating capacity (Nominal) *2 (208/230V) W 26.9
Power input | kW 7.89
Current input | A 24.3/22.0
Temp. range of heating Indoor D.B. 59~81° F (15~27° C)
Circulating water 23~113° F (-5~45° C)*
. Total capacity 50~150% of heat source unit capacity
Indoor unit connectable Model / Quantity P06~P96 / 1~36
Sound pressure level (measured in anechoic room) | dB <A> 50
. . . High pressure |in.(mm) 7/8 (22.2) Brazed
Refrigerant piping diameter Log\;lv pressure |in.(mm) 1-1/8 ((28.5)8) Brazed
Module Set
Module PQRY-P72THMU-A | PQRY-P72THMU-A
External finish Acrylic painted steel plate
. X mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 34-11/16 x 21-11/16 43-5/16 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 402 (182) 402 (182)
Type Plate Plate
Water volume |G 1.32 1.32
Heat exchanger in plate ! - 50 50
Water psi 290 290
pressure MPa 20 20
Max.
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater | kW 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 + 1,522
G/min(gpm 254 + 254
Water flow ey h(gp ) 576+ 576
rate -
L/min 96 + 96
Circulating water cfm 34+34
’ Pressure drop kPa 17 17
psi 247 2.47
Operating G/h : 1,189 + 1,189 ~ 1,902 + 1,902
volume range G/min(gpm) 19.8 + 19.8 ~31.7 + 31.7
m*/ h 45+45~72+7.2
HIC circuit (HIC: Heat Inter-Changer) -
High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection devices Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) |A 16/ 15 16/ 15
Maximum Overcurrent Protection(MOCP) 1A 25/20 25/20
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)
Control Indoor LEV and BC controller
Pipe between unit and High pressure |in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure |in.(mm) - 7/8 (22.2) Brazed
Drawing External KB94T665
Wiring KE79B308H01 | KE79B308H01
Document Installation Manual
Standard attachment Accessory Details refer to External Drw
Heat Source Twinning kit : CMY-Q100CBK
Optional parts Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J
Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA
Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB
*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and
other items, see the Installation Manual.
*Due to continuing improvement, above specifications may be subject to change without notice.
*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).
*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.
*The Heat Source Unit should not be installed at outdoor.
Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the heat
source unit. If the connected units are of different capacities, the Heat Source twinning kit (low pressure)
should be installed in the unit with the largest capacity.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned on
andalucolmustbe usedinthewaterl oio. tfreezinadown.ta 50k
[Note |7 Nommal Cooling Condiions (Subject o JTS BBBT5-T) | "2 Normmal heating condiions (SUbject o JTS BBET5-T) | UAR converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
Water Temp.: 86degF (30degC) 68degF (20degC) cfm Zm’/min x 35.31
Ib =kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model

PQRY-P168TSHMU-A

Power source

3-phase 3-wire 208 / 230 +10% 60Hz

. . . N Btu/h 169,100
Cooling capacity (Nominal) *1 (208/230V) W 700
Power input kW 10.02
Current input A 31.4/28.4
Temp. range of Indoor W.B. 59~75° F (15~24° C)
cooling Circulating water 23~113° F (-5~45° C)*
) ) : . Btu/h 188,000
Heating capacity (Nominal) *2 (208/230V) P 5.1
Power input kW 10.32
Current input A 31.8/28.8
Temp. range of Indoor D.B. 59~81° F (15~27° C)
heating Circulating water 23~113° F (-5~45° C)*
Indoor unit Total capacity 50~150% of heat source unit capacity
connectable Model / Quantity P06~P96 / 1~42
Sound pressure level (measured in anechoic room) dB <A> 51
Refrigerant piping High pressure in.(mm) 7/8 (22.2) Brazed
diameter Low pressure in.(mm) 1-1/8 (28.58) Brazed
Module Set
Module PQRY-P96THMU-A | PQRY-P72THMU-A
External finish Acrylic painted steel plate
' . mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 34-11716 x 21-11/16 43-516 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 402 (182) 402 (182)
Type Plate Plate
: G 1.32 1.32
Heat exchanger Water volume in plate | 5.0 5.0
psi 290 290
Water pressure Max. VPa 20 20
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater | kw 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 + 1,522
G/min(gpm) 25.4 +25.4
Water flow rate m?/h 5.76 + 5.76
L/min 96 + 96
Circulating water cfm 34434
’ Pressure drop kPa 17 17
psi 2.47 2.47
G/h 1,189 + 1,189 ~ 1,902 + 1,902
Operating volume range G/min(gpm) 19.8 +19.8 ~31.7 + 31.7
m?/ h 45+45~72+7.2
HIC circuit (HIC: Heat Inter-Changer) -
High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection devices Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) |A 23 /21 16 /15
Maximum Overcurrent Protection(MOCP) 1A 40/ 30 25/20
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)
Control Indoor LEV and BC controller
Pipe between unit High pressure in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
and distributor Low pressure in.(mm) - 7/8 (22.2 ) Brazed
Drawing E)ftfernal KB94T666
Wiring KE79B308H01 | KE79B308H01
Document Installation Manual
Standard attachment Accessory Details refer to External Drw

Optional parts

Heat Source Twinning kit : CMY-Q100CBK

Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J

Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA

Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB

and other items, see the Ir ion Manual.

*For details on foundation work, duct work, insulation work, electrical wiring, power source switch,

*Due to continuing improvement, above specifications may be subject to change without notice.

*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).

*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.

*The Heat Source Unit should not be installed at outdoor.

Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the
heat source unit. If the connected units are of different capacities, the Heat Source twinning kit
(low pressure) should be installed in the unit with the largest capacity.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be
turned on and glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
cfm =m®*min x 35.31
Water Temp.: 86degF (30degC) 68degF (20degC)
Ib =kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model PQRY-P192TSHMU-A
Power source 3-phase 3-wire 208 / 230 +10% 60Hz
. . . . Btu/h 192,600
Cooling capacity (Nominal) *1 (208/230V) W 564
Power input kW 11.89
Current input A 37.0/33.4
Temp. range of cooling Indoor W.B. 59~75° F (15~24° C)
Circulating water 23~113° F (-5~45° C)*
Btu/h 216,000
Heating capacity (Nominal) *2 (208/230V) W 533
Power input kW 12.74
Current input A 39.3/35.5
Temp. range of heating Indoor D.B. 59~81° F (15~27° C)
Circulating water 23~113° F (-5~45° C)*
. Total capacity 50~150% of heat source unit capacity
Indoorunit connectable  [ioder7 Quantit P06~P96 / 1~48
Sound pressure level (measured in anechoic room) dB <A> 52
. - . | High pressure in.(mm) 7/8 (22.2 ) Brazed
Refrigerant piping diameter | Low pressure in.(mm) 1-1/8 (28.58) Brazed
Module Set
Module PQRY-P96THMU-A | PQRY-P96THMU-A
External finish Acrylic painted steel plate
. . mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 34-11/16 x 21-11/16 43-5/16 x 3411716 x 21-11/16
Net weight Ibs(kg) 402 (182) 402 (182)
Type Plate Plate
. G 1.32 1.32
Heat exchanger Water volume in plate T 50 50
psi 290 290
Water pressure Max. VPa 20 50
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater | kW 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 + 1,522
G/min(gpm) 25.4 +25.4
Water flow rate m3/h 5.76 + 5.76
L/min 96 + 96
. ) cfm 3.4+3.4
Circulating water o 7 7
Pressure drop oSl 247 547
G/h 1,189 + 1,189 ~ 1,902 + 1,902
Operating volume range G/min(gpm) 19.8 +19.8 ~31.7 + 31.7
m3/ h 45+45~72+7.2
HIC circuit (HIC: Heat Inter-Changer) -
High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection devices Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) |A 23/ 21 23 /21
Maximum Overcurrent Protection(MOCP) |A 40/30 40/30
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)
Control Indoor LEV and BC controller
Pipe between unit and High pressure in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure in.(mm) - 7/8 (22.2 ) Brazed
Drawing External KB94T666
Wiring KE79B308HO01 | KE79B308H01
Document Installation Manual
Standard attachment Accessory Details refer to External Drw
Heat Source Twinning kit : CMY-Q100CBK
Optional parts Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J
Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA
Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB
*For details on foundation work, duct work, insulation work, electrical wiring, power source switch,
and other items, see the Installation Manual.
*Due to continuing improvement, above specifications may be subject to change without notice.
*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).
*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.
*The Heat Source Unit should not be installed at outdoor.
Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the
heat source unit. If the connected units are of different capacities, the Heat Source twinning kit (low
pressure) should be installed in the unit with the largest capacity.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be
turned on and glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
Water Temp.: | 86degF (30degC) 68degF (20degC) ofm Zmeimin x 3531
Ib =kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.
* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model

PQRY-P216TSHMU-A

Power source

3-phase 3-wire 208 / 230 £10% 60Hz

. . . . Btu/h 216,000
Cooling capacity (Nominal) *1 (208/230V) o 533
Power input kW 13.90
Current input A 42.8/38.7
Temp. range of cooling Indoor W.B. 59~75° F (15~24° C)
Circulating water 23~113° F (-5~45° C)
. . . . Btu/h 243,000
Heating capacity (Nominal) *2 (208/230V) W 712
Power input kW 14.22
Current input A 43.9/39.7
Temp. range of heating Indoor D.B. 59~81° F (15~27° C)
Circulating water 23~113° F (-5~45° C)
Indoor unit connectable Total capacity 50~150% of heat source unit capacity
Model / Quantity P06~P96 / 2~50 (Connectable branch pipe number is max 48.)
Sound pressure level (measured in anechoic room) |dB <A> 53
. . . High pressure in.(mm 1-1/8 (28.58) Brazed
Refrigerant piping diameter Lo?/v pressure in.Emm; 1-1/8 228.58; Brazed
Module Set
Module PQRY-P120THMU-A | PQRY-P96THMU-A
External finish Acrylic painted steel plate
. . mm 1,100 x 880 x 550 1,100 x 880 x 550
Exteral dimension HxWxD in. 43-5/16 x 34-11/16 x 21-11/16 43-5/16 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 402 (182) 402 (182)
Plate Plate
Water volume in plate 1.32 1.32
Heat exchanger | 5.0 5.0
psi 290 290
Water pressure Max. VPa 20 20
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater | kw 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,622 + 1,522
G/min(gpm) 25.4 +25.4
Water flow rate m*/h 5.76 + 5.76
L/min 96 + 96
X X cfm 34+34
Circulating water Pa 7 7
Pressure drop oSl 247 247
. G/h 1,189 + 1,189 ~ 1,902 + 1,902
g‘:‘zz’“”g volume G 19.8 + 198 ~31.7 + 31.7
m®/h 45+45~72+7.2

HIC circuit (HIC: Heat Inter-Changer)

High pressure protection

High pressure sensor, High pressure switch at 4.15 MPa (601 psi)

Protection devices Inverter circuit(comp)

QOver-heat protection, Over-current protection

Compressor

Over-heat protection

Minimum Circuit Ampacity(MCA)

|A

30/27 23 /21

Maximum Overcurrent Protection(MOCP)

|A

50 /40 40/30

T iginal ch
Refrigerant ype x original charge

R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)

Control

Indoor LEV and BC controller

Pipe between unit and High pressure in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure in.(mm) - 7/8 (22.2 ) Brazed
Drawin External KB94T666
9 Wiring KE79B308H01 | KE79B308H01
Document Installation Manual
1 ttach t
Standard attachmen Accessory Details refer to External Drw

Optional parts

Heat Source Twinning kit : CMY-Q100CBK

Joint :CMY-Y102SC-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J

Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA

Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB

*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other

items, see the Installation Manual.

*Due to continuing improvement, above specifications may be subject to change without notice.

*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).

*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.

*The Heat Source Unit should not be installed at outdoor.

Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the heat
source unit. If the connected units are of different capacities, the Heat Source twinning kit (low pressure)
should be installed in the unit with the largest capacity.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned on and
glycol must be used in the water loop to prevent freezing down to 5°F.

Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter

Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412

. cfm =m?*min x 35.31

Water Temp.: 86degF (30degC) 68degF (20degC) b =kg / 0.4536

Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding

Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model PQRY-P240TSHMU-A
Power source 3-phase 3-wire 208 / 230 +10% 60Hz
. . . . Btu/h 240,000
Cooling capacity (Nominal) *1 (208/230V) W 703
Power input kW 15.93
Current input A 48.7 1 44.0
Temp. range of cooling Indoor W.B. 59~75° F (15~24° C)
Circulating water 23~113° F (-5~45° C)*
. : . . Btu/h 270,000
Heating capacity (Nominal) *2 (208/230V) W 701
Power input kW 15.70
Current input A 48.4/43.8
Temp. range of heating Indoor D.B. 59~81° F (15~27° C)
Circulating water 23~113° F (-5~45° C)*
Indoor unit connectable Total capacity 50~150% of heat source unit capacity
Model / Quantity P06~P96 / 2~50 (Connectable branch pipe number is max 48.)
Sound pressure level (measured in anechoic room) dB <A> 54
Refrigerant piping | High pressure in.(mm) 1-1/8 (28.58) Brazed
diameter | Low pressure in.(mm) 1-1/8 (28.58) Brazed
Module Set
Module PQRY-P120THMU-A | PQRY-P120THMU-A
External finish Acrylic painted steel plate
External dimension HxWxD mm 1,100 x 880 x 550 1,100 x 880 x 550
in. 43-5/16 x 34-11/16 x 21-11/16 43-5/16 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 402 (182) 402 (182)
Type Plate Plate
Water volume in plate & 132 152
Heat exchanger | 5.0 5.0
psi 290 290
Water pressure Max. MPa 20 20
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater | kw 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 + 1,522
G/min(gpm) 25.4 +25.4
Water flow rate m*/ h 576 +5.76
L/min 96 + 96
Circulating water cfm 3434
¢ Pressure drop kPa 17 17
psi 2.47 2.47
G/h 1,189 + 1,189 ~ 1,902 + 1,902
Operating volume range G/min(gpm) 19.8 + 19.8 ~31.7 + 31.7
m*/h 45+45~72+7.2
HIC circuit (HIC: Heat Inter-Changer) -
High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection devices Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) A 30/27 30/27
Maximum Overcurrent Protection(MOCP) A 50 /40 50 /40
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)
Control Indoor LEV and BC controller
Pipe between unit and High pressure in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure in.(mm) - 7/8 (22.2 ) Brazed
Drawing External KB94T666
Wiring KE79B308H01 | KE79B308H01
Document Installation Manual
Standard attachment Accessory Details refer to External Drw
Heat Source Twinning kit : CMY-Q100CBK
Optional parts Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J
Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA
Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB
*For details on foundation work, duct work, insulation work, electrical wiring, power source switch,
and other items, see the Installation Manual.
*Due to continuing improvement, above specifications may be subject to change without notice.
*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).
*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.
*The Heat Source Unit should not be installed at outdoor.
Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the
heat source unit. If the connected units are of different capacities, the Heat Source twinning kit
(low pressure) should be installed in the unit with the largest capacity.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be
turned on and glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
Water Temp.: | 86degF (30degC) 68degF (20degC) cfm =m?/min x 35.31
Ib =kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.
* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

1-2. PQRY-P72~240Y(S)HMU-A SPECIFICATIONS

Model PQRY-P72YHMU-A PQRY-P96YHMU-A
Power source 3-phase 3-wire 460 +10% 60Hz 3-phase 3-wire 460 +10% 60Hz
. . . . Btu/h 72,700 96,300
Cooling capacity (Nominal) *1 (460V) W 213 282
Power input kW 3.97 5.77
Current input A 5.7 8.1
Temp. range | Indoor W.B. 59~75° F (15~24° C) 59~75° F (15~24° C)
of cooling Circulating water 23~113° F (-5~45° C)* 23~113° F (-5~45° C)*
. Btu/h 80,000 108,000
Heating capacity (Nominal) *2 (460V) W >34 317
Power input kW 3.83 6.18
Current input A 5.3 8.6
Temp. range |Indoor D.B. 59~81° F (15~27° C) 59~81° F (15~27° C)
of heating Circulating water 23~113° F (-5~45° C)* 23~113° F (-5~45° C)*
Indoor unit Total capacity 50~150% of heat source unit capacity 50~150% of heat source unit capacity
connectable | Model / Quantity P06~P96 / 1~18 P06~P96 / 1~24
Sound pressure level (measured in anechoic dB <A> 47 49
room)
Refrigerant | High pressure in.(mm) 5/8 (15.88) Brazed 3/4 (19.05) Brazed
zfp'”g Low pressure in.(mm) 3/4 (19.05) Brazed 7/8 (22.2) Brazed
iameter
External finish Acrylic painted steel plate Acrylic painted steel plate
I . mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 34-11/16 x 21-11/16 43-5/16 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 428 (194) 428 (194)
Type Plate Plate
. G 1.32 1.32
Heat Water volume in plate
| 5.0 5.0
exchanger oo 290 290
Water pressure Max. VPa 20 20
Type Inverter scroll hermetic compressor Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISH ELECTRIC CORPORATION
Compressor | Starting method Inverter Inverter
Case heater | kw 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 1,522
G/min(gpm) 25.4 25.4
Water flow rate m3/h 5.76 5.76
L/min 96 96
Circulating cfm 3.4 3.4
water P d kPa 17 17
ressure drop psi 2.47 2.47
G/h 1,189 - 1,902 1,189 - 1,902
Operating volume range G/min(gpm) 19.8-31.7 19.8-31.7
m3/h 45-72 45-7.2
HIC circuit (HIC: Heat Inter-Changer) - -
X High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection — - " - "
devices Inverter circuit(comp) Over-heat protection, Over-current protection Over-heat protection, Over-current protection
Compressor Over-heat protection Over-heat protection
Minimum Circuit Ampacity(MCA) A 8 11
Maximum Overcurrent Protection(MOCP) A 15 15
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5.0 kg) R410A x (11 Ibs + 1 0z) (5.0 kg)
Control Indoor LEV and BC controller Indoor LEV and BC controller
Drawing External KB94T571 KB94T571
Wiring KE79B310H01 KE79B310H01
Standard Document Installation Manual Installation Manual
attachment | Accessory Details refer to External Drw Details refer to External Drw
Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J
Optional parts BC controller : CMB-P104, 105, 106, 108, 1010, 1013, 1016NU-G
Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA
Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB
*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other
items, see the Installation Manual.
*Due to continuing improvement, above specifications may be subject to change without notice.
*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).
*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.
Remarks *The Heat Source Unit should not be installed at outdoor.
*Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned on and
glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
cfm =m3/min x 35.31
Water Temp.: 86degF (30degC) 68degF (20degC) b ~kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model PQRY-P120YHMU-A
Power source 3-phase 3-wire 460 +10% 60Hz
. . . N Btu/h 120,000
Cooling capacity (Nominal) *1 (460V) W 5.2
Power input kW 7.73
Current input A 10.6
Temp. range | Indoor W.B. 59~75° F (15~24° C)
of cooling Circulating water 23~113° F (-5~45° C)*
Btu/h 135,000
Heating capacity (Nominal) *2 (460V) oW 3006
Power input kW 7.62
Current input A 10.6
Temp. range |Indoor D.B. 59~81° F (15~27° C)
of heating Circulating water 23~113° F (-5~45° C)*
Indoor unit | Total capacity 50~150% of heat source unit capacity
connectable | Model / Quantity P06~P96 / 1~30
Sound pressure level (measured in anechoic room) |dB <A> 51
Refrigerant | High pressure in.(mm) 3/4 (19.05) Brazed
s:zlr:geter Low pressure in.(mm) 718 (22.2) Brazed
External finish Acrylic painted steel plate
. ) mm 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 341116 x 21-11/16
Net weight Ibs(kg) 428 (194)
Type Plate
Heat Water volume in plate IG 15‘302
exchanger -
° Water pressure Max. psi 290
MPa 2.0
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor | Starting method Inverter
Case heater kW 0.051 (230V)
Lubricant MEL32
G/h 1,522
G/min(gpm) 254
Water flow rate m*/ h 5.76
L/min 96
Circulating cfm 3.4
water kPa 17
Pressure drop oSl 247
G/h 1,189 - 1,902
Operating volume range G/min(gpm) 19.8 - 31.7
m?/ h 45-7.2
HIC circuit (HIC: Heat Inter-Changer) -
X High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection — - n
devices Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) A 14
Maximum Overcurrent Protection(MOCP) A 20
. Type x original charge R410A x (11 Ibs + 1 0z) (5.0 kg)
Refrigerant Control Indoor LEV and BC controller
Drawing External KB94T571
Wiring KE79B310H01
Standard Document Installation Manual
attachment Accessory Details refer to External Drw
Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-R160C-J
Optional parts BC controller : CMB-P104, 105, 106, 108, 1010, 1013, 1016NU-G
Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA
Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB
*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and
other items, see the Installation Manual.
*Due to continuing improvement, above specifications may be subject to change without notice.
*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).
*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.
Remarks *The Heat Source Unit should not be installed at outdoor.
*Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned on
and glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
Water Temp.: 86degF (30degC) 68degF (20degC) cfm =mPjmin x 35,31
Ib =kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model

PQRY-P144YSHMU-A

Power source

3-phase 3-wire 460 +10% 60Hz

. . . . Btu/h 145,400
Cooling capacity (Nominal) *1 (460V) W 256
Power input kW 8.18
Current input A 11.7
Temp. range of Indoor W.B. 59~75° F (15~24° C)
cooling Circulating water 23~113° F (-5~45° C)*
) ) ) . Btu/h 160,000
Heating capacity (Nominal) *2 (460V) W 760
Power input kW 7.89
Current input A 11.0
Temp. range of Indoor D.B. 59~81° F (15~27° C)
heating Circulating water 23~113° F (-5~45° C)*
Indoor unit Total capacity 50~150% of heat source unit capacity
connectable Model / Quantity P06~P96 / 1~36
Sound pressure level (measured in anechoic room) | dB <A> 50
Refrigerant piping | High pressure in.(mm) 7/8 (22.2 ) Brazed
diameter | Low pressure in.(mm) 1-1/8 (28.58) Brazed
Module Set
Module PQRY-P72YHMU-A | PQRY-P72YHMU-A
External finish Acrylic painted steel plate
. . mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 341116 x 21-11/16 43-5/16 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 428 (194) 428 (194)
Type Plate Plate
. G 1.32 1.32
Heat exchanger Water volume in plate | 5.0 5.0
psi 290 290
Water pressure Max. VPa 20 20
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater | kw 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 + 1,522
G/min(gpm) 25.4 +25.4
Water flow rate m*/ h 5.76 + 5.76
L/min 96 + 96
. ) cfm 3.4+3.4
Circulating water <Pa 7 7
Pressure drop oSl 247 247
Operating volume range G/h : 1,189 + 1,189 ~ 1,902 + 1,902
range G/min(gpm) 19.8 +19.8 ~31.7 + 31.7
m*/ h 45+45~72+7.2
HIC circuit (HIC: Heat Inter-Changer) -
High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection devices | Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) A 8 8
Maximum Overcurrent Protection(MOCP) A 15 15
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)
Control Indoor LEV and BC controller
Pipe between unit | High pressure in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
and distributor Low pressure in.(mm) - 7/8 (22.2) Brazed
Drawing External KB94T572
Wiring KE79B310H01 KE79B310H01
Standard Document Installation Manual
attachment Accessory Details refer to External Drw

Optional parts

Heat Source Twinning kit : CMY-Q100CBK

Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J

Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA

Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB

*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and

other items, see the Installation Manual.

*Due to continuing improvement, above specifications may be subject to change without notice.

*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).

*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.

*The Heat Source Unit should not be installed at outdoor.

Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the heat
source unit. If the connected units are of different capacities, the Heat Source twinning kit (low pressure)
should be installed in the unit with the largest capacity.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned on
and glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
Water Temp.: 86degF (30degC) 68degF (20degC) cfm Zm’/min x 35.31
Ib =kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPEC

IFICATIONS

Model PQRY-P168YSHMU-A
Power source 3-phase 3-wire 460 +10% 60Hz
. . . . Btu/h 169,100
Cooling capacity (Nominal) *1 (460V) W 70
Power input kW 10.02
Current input A 14.2
Temp. range of Indoor W.B. 59~75° F (15~24° C)
cooling Circulating water 23~113° F (-5~45° C)*
) ) ) . Btu/h 188,000
Heating capacity (Nominal) *2 (460V) o 551
Power input kW 10.32
Current input A 14.3
Temp. range of Indoor D.B. 59~81° F (15~27° C)
heating Circulating water 23~113° F (-5~45° C)*
Indoor unit Total capacity 50~150% of heat source unit capacity
connectable Model / Quantity P06~P96 / 1~42
Sound pressure level (measured in anechoic room) | dB <A> 51
Refrigerant piping | High pressure in.(mm) 7/8 (22.2) Brazed
diameter Low pressure in.(mm) 1-1/8 (28.58) Brazed
Module Set
Module PQRY-P96YHMU-A | PQRY-P72YHMU-A
External finish Acrylic painted steel plate
. . mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension HxWxD in. 43.5/16 x 3411716 x 21-11/16 43.5/16 x 3411716 x 21-11/16
Net weight Ibs(kg) 428 (194) 428 (194)
Type Plate Plate
. G 1.32 1.32
Heat exchanger Water volume in plate | 5.0 5.0
psi 290 290
Water pressure Max. VPa 50 50
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater | kW 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1522 + 1522
G/min(gpm) 25.4 +25.4
Water flow rate m*/h 5.76 + 5.76
L/min 96 + 96
Circulating water cfm 34434
’ Pressure drop kPa 17 17
psi 2.47 2.47
G/h 1189 + 1189 ~ 1902 + 1902
Operating volume range G/min(gpm) 19.8 + 19.8 ~ 31.7 + 31.7
m*/h 45+45~72+7.2
HIC circuit (HIC: Heat Inter-Changer) -
High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection devices | Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) A 11 8
Maximum Overcurrent Protection(MOCP) A 15 15
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)
Control Indoor LEV and BC controller
Pipe between unit | High pressure in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
and distributor Low pressure in.(mm) - 7/8 (22.2) Brazed
Drawing External KB94T572
Wiring KE79B310H01 KE79B310H01
Standard Document Installation Manual
Attachment Accessory Details refer to External Drw
Heat Source Twinning kit : CMY-Q100CBK
Optional parts Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J
Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA
Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB
*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and
other items, see the Installation Manual.
*Due to continuing improvement, above specifications may be subject to change without notice.
*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).
*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.
*The Heat Source Unit should not be installed at outdoor.
Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the heat
source unit. If the connected units are of different capacities, the Heat Source twinning kit (low pressure)
should be installed in the unit with the largest capacity.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned on
and glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
cfm =m?/min x 35.31
Water Temp.: 86degF (30degC) 68degF (20degC) b -kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model

PQRY-P192YSHMU-A

Power source

3-phase 3-wire 460 +10% 60Hz

. . . . Btu/h 192,600
Cooling capacity (Nominal) *1 (460V) W 6.4
Power input kW 11.89
Current input A 16.7
Temp. range of Indoor W.B. 59~75° F (15~24° C)
cooling Circulating water 23~113° F (-5~45° C)*
Btu/h 216,000
Heating capacity (Nominal) *2 (460V) W 533
Power input kW 12.74
Current input A 17.7
Temp. range of Indoor D.B. 59~81° F (15~27° C)
heating Circulating water 23~113° F (-5~45° C)*
Indoor unit Total capacity 50~150% of heat source unit capacity
connectable Model / Quantity P06~P96 / 1~48
Sound pressure level (measured in anechoic room) dB <A> 52
Refrigerant piping | High pressure in.(mm) 7/8 (22.2) Brazed
diameter | Low pressure in.(mm) 1-1/8 (28.58) Brazed
Module Set
Module PQRY-P96YHMU-A | PQRY-P96YHMU-A
External finish Acrylic painted steel plate
) . mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 34-11/16 x 21-11/16 43-5/16 x 3411716 x 21-11/16
Net weight Ibs(kg) 428 (194) 428 (194)
Type Plate Plate
) G 1.32 1.32
Heat exchanger Water volume in plate | 5.0 5.0
psi 290 290
Water pressure Max. VPa 20 20
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater | kW 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 + 1,522
G/min(gpm) 25.4 +25.4
Water flow rate m*/ h 5.76 + 5.76
L/min 96 + 96
Circulating water cfm 34434
’ Pressure drop kPa 17 I 17
psi 2.47 2.47
G/h 1,189 + 1,189 ~ 1,902 + 1,902
Operating volume range G/min(gpm) 19.8 + 19.8 ~ 31.7 + 31.7
m3/ h 45+45~72+7.2
HIC circuit (HIC: Heat Inter-Changer) -
High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection devices | Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) |A 11 11
Maximum Overcurrent Protection(MOCP) |A 15 15
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)
Control Indoor LEV and BC controller
Pipe between unit | High pressure in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
and distributor Low pressure in.(mm) - 7/8 (22.2 ) Brazed
Drawing External KB94T572
Wiring KE79B310H01 | KE79B310H01
Standard Document Installation Manual
attachment Accessory Details refer to External Drw

Optional parts

Heat Source Twinning kit : CMY-Q100CBK

Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J

Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA

Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB

*For details on foundation work, duct work, insulation work, electrical wiring, power source switch,
and other items, see the Installation Manual.

*Due to continuing improvement, above specifications may be subject to change without notice.

*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).

*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.

*The Heat Source Unit should not be installed at outdoor.

Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the
heat source unit. If the connected units are of different capacities, the Heat Source twinning kit (low
pressure) should be installed in the unit with the largest capacity.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned
on and glycol must be used in the water loop to prevent freezing down to 5°F.
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
Water Temp.: 86degF (30degC) 68degF (20degC) cfm Zm?/min x 35.31
Ib =kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model PQRY-P216YSHMU-A
Power source 3-phase 3-wire 460 +10% 60Hz
. . . . Btu/h 216,000
Cooling capacity (Nominal) *1 (460V) W 533
Power input kW 13.90
Current input A 19.3
Temp. range of Indoor W.B. 59~75° F (15~24° C)
cooling Circulating water 23~113° F (-5~45° C)*
Btu/h 243,000
Heating capacity (Nominal) *2 (460V) W 712
Power input kW 14.22
Current input A 19.8
Temp. range of Indoor D.B. 59~81° F (15~27° C)
heating Circulating water 23~113° F (-5~45° C)*
Indoor unit Total capacity 50~150% of heat source unit capacity
connectable Model / Quantity P06~P96 / 2~50 (Connectable branch pipe number is max 48.)
Sound pressure level (measured in anechoic room) |dB <A> 53
Refrigerant piping |High pressure in.(mm) 1-1/8 (28.58) Brazed
diameter | Low pressure in.(mm) 1-1/8 (28.58) Brazed
Module Set
Module PQRY-P120YHMU-A | PQRY-P96YHMU-A
External finish Acrylic painted steel plate
. . mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 34-11/16 x 21-11/16 43-5/16 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 428 (194) 428 (194)
Type Plate Plate
. G 1.32 1.32
Heat exchanger Water volume in plate | 5.0 5.0
psi 290 290
Water pressure Max. VPa 20 20
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater kW 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 + 1,522
G/min(gpm) 25.4 +25.4
Water flow rate m*/h 5.76 + 5.76
L/min 96 + 96
Circulating water cfm 34+34
? Pressure drop kPa 17 17
psi 247 247
G/h 1,189 + 1,189 ~ 1,902 + 1,902
Operating volume range G/min(gpm) 19.8 +19.8 ~31.7 + 31.7
m?/h 45+45~72+7.2
HIC circuit (HIC: Heat Inter-Changer) -
. High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection — " "
devices Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) |A 14 11
Maximum Overcurrent Protection(MOCP) |A 20 15
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)
Control Indoor LEV and BC controller
Pipe between unit | High pressure in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
and distributor Low pressure in.(mm) - 7/8 (22.2 ) Brazed
Drawing External KB94T572
Wiring KE79B310H01 KE79B310H01
Standard Document Installation Manual
attachment Accessory Details refer to External Drw
Heat Source Twinning kit : CMY-Q100CBK
Optional parts Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J
Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA
Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB
*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and
other items, see the Installation Manual.
*Due to continuing improvement, above specifications may be subject to change without notice.
*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).
*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.
*The Heat Source Unit should not be installed at outdoor.
Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the heat
source unit. If the connected units are of different capacities, the Heat Source twinning kit (low pressure)
should be installed in the unit with the largest capacity.
;Z;sing circulating water temperatures that are between 23 and 501F, SEZE switch 3-9 must be turned on
o)
Note: *1 Nominal cooling conditions (subject to JIS B8615-1) *2 Nominal heating conditions (subject to JIS B8615-1) | Unit converter
Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412
Water Temp.: | 86degF (30degC) 68degF (20degC) cfm Zm?/min x 35.31
Ib =kg / 0.4536
Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding
Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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1. SPECIFICATIONS

Model PQRY-P240YSHMU-A
Power source 3-phase 3-wire 460 +10% 60Hz
. ) . . Btu/h 240,000
Cooling capacity (Nominal) *1 (460V) o 703
Power input kW 15.93
Current input A 22.0
Temp. range of Indoor W.B. 59~75° F (15~24° C)
cooling Circulating water 23~113° F (-5~45° C)*
. . ) N Btu/h 270,000
Heating capacity (Nominal) *2 (460V) W 7.1
Power input kW 15.70
Current input A 21.8
Temp. range of Indoor D.B. 59~81° F (15~27° C)
heating Circulating water 23~113° F (-5~45° C)*
Indoor unit Total capacity 50~150% of heat source unit capacity
connectable Model / Quantity P06~P96 / 2~50 (Connectable branch pipe number is max 48.)
Sound pressure level (measured in anechoic room) |dB <A> 54
Refrigerant piping | High pressure in.(mm) 1-1/8 (28.58) Brazed
diameter Low pressure in.(mm) 1-1/8 (28.58) Brazed
Module Set
Module PQRY-P120YHMU-A | PQRY-P120YHMU-A
External finish Acrylic painted steel plate
) . mm 1,100 x 880 x 550 1,100 x 880 x 550
External dimension HxWxD in. 43-5/16 x 34-11/16 x 21-11/16 43-5/16 x 34-11/16 x 21-11/16
Net weight Ibs(kg) 428 (194) 428 (194)
Type Plate Plate
. G 1.32 1.32
Heat exchanger Water volume in plate | 50 50
psi 290 290
Water pressure Max. VPa 20 20
Type Inverter scroll hermetic compressor
Manufacturer AC&R Works, MITSUBISHI ELECTRIC CORPORATION
Compressor Starting method Inverter Inverter
Case heater | kw 0.051 (230V) 0.051 (230V)
Lubricant MEL32 MEL32
G/h 1,522 + 1,522
G/min(gpm) 25.4 +25.4
Water flow rate m3/h 5.76 + 5.76
L/min 96 + 96
Circulating water cfm 34+34
’ Pressure drop kPa 17 17
psi 2.47 2.47
G/h 1,189 + 1,189 ~ 1,902 + 1,902
Operating volume range G/min(gpm) 19.8 + 19.8 ~31.7 + 31.7
m*/h 45+45~72+7.2
HIC circuit (HIC: Heat Inter-Changer) -
High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
Protection devices | Inverter circuit(comp) Over-heat protection, Over-current protection
Compressor Over-heat protection
Minimum Circuit Ampacity(MCA) A 14 14
Maximum Overcurrent Protection(MOCP) A 20 20
Refrigerant Type x original charge R410A x (11 Ibs + 1 0z) (5 kg) R410A x (11 Ibs + 1 0z) (5 kg)
Control Indoor LEV and BC controller
Pipe between unit | High pressure in.(mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
and distributor Low pressure in.(mm) - 7/8 (22.2 ) Brazed
Drawing External KB94T572
Wiring KE79B310H01 | KE79B310H01
Standard Document Installation Manual
attachment Accessory Details refer to External Drw

Optional parts

Heat Source Twinning kit : CMY-Q100CBK

Joint :CMY-Y102SS-G2, CMY-Y102LS-G2, CMY-Y202S-G2, CMY-R160C-J

Main BC controller : CMB-P108, 1010, 1013, 1016NU-GA

Sub BC controller : CMB-P104, 108NU-GB, CMB-P1016NU-HB

*For details on foundation work, duct work, insulation work, electrical wiring, power source switch, and

other items, see the Installation Manual.

*Due to continuing improvement, above specifications may be subject to change without notice.

*The ambient temperature of the Heat Source Unit needs to be kept below 104°F DB(40°CDB).

*The ambient relative humidity of the Heat Source Unit needs to be kept below 80%.

*The Heat Source Unit should not be installed at outdoor.

Remarks *Mount a strainer (more than 50 mesh) at the water inlet piping of the unit.
*Provide interlocking for the unit operation and water circuit. Proof of flow device is factory field
provided.
*The Heat Source twinning kit (low pressure) should be connected to the low pressure side of the heat
source unit. If the connected units are of different capacities, the Heat Source twinning kit (low pressure)
should be installed in the unit with the largest capacity.
*If using circulating water temperatures that are between 23 and 50°F, Dip switch 3-9 must be turned on
and glycal miist he nised in the water loap to prevent freezing down ta 5°)

Note: *T Nominal cooling conditions (subject o JWTQZ Nominal heating conditions (subject to JIS B8615-1) | Unit converter

Indoor: 81degF D.B./ 66degF W.B. (27degC D.B./ 19degC W.B.) | 68degF D.B. (20degC D.B.) BTU/h =kW x 3,412

X cfm =m>/min x 35.31

Water Temp.: 86degF (30degC) 68degF (20degC) b =kg / 0.4536

Pipe length: 24-9/16ft.(7.5m) 25ft.(7.6m) * Above specification data is subject to rounding

Level difference: | Oft.(Om) 0ft.(Om) variation.

* Due to continuing improvement, above specifications may be subject to change without notice.
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2. EXTERNAL DIMENSIONS

: mm(in)

Unit

PQRY-P72,96,120THMU-A
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2. EXTERNAL DIMENSIONS

Unit : mm(in)

PQRY-P144,168,192,216,240TSHMU-A
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2. EXTERNAL DIMENSIONS

Unit : mm(in)

PQRY-P72,96,120YHMU-A
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2. EXTERNAL DIMENSIONS

Unit : mm(in)

PQRY-P144,168,192,216,240YSHMU-A
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3. CENTER OF GRAVITY

720[28-6/16]

880[34-11/16]

506[19-15/16]

550[21-11/16]

PQRY-P72, 96, 120THMU-A Unit : mm[in.]
©
3 Model X Y Z
g') PQRY-P72THMU-A 423[16-11/16]|  253[10] 467[18-7/16]
4 S & PQRY-P96THMU-A 423[16-11/16]| 253[10] | 467[18-7/16]
o = PQRY-P120THMU-A  |423[16-11/16]| 253[10] | 467[18-7/16]
o N
L H |
X 80[3-3/16] Y
720[28-6/16] 506[19-15/16]
880[34-11/16] 550[21-11/16]
PQRY-P72, 96, 120YHMU-A Unit : mm(in.]
©
Ire] Model X Y Y4
? PQRY-P72YHMU-A 441[17-6/16] | 257[10-2/16] | 481[18-15/16]
#k § N PQRY-P96YHMU-A 441[17-6/16] | 257[10-2/16] | 481[18-15/16]
o A PQRY-P120YHMU-A 441[17-6/16] | 257[10-2/16] | 481[18-15/16]
O
b - ; %
X 80[3-3/16] Y
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4. ELECTRICAL WIRING DIAGRAMS

PQRY-P72,96,120THMU-A
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4. ELECTRICAL WIRING DIAGRAMS

PQRY-P72,96,120YHMU-A
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5. REFRIGERANT CIRCUIT DIAGRAMS
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6. SOUND PRESSURE LEVELS

Measurement condition
PQRY-P72,96,120THMU-A/YHMU-A

3-1/4ft.
| (1m) |
¢ .- Y
Measurement o
location X e
:.) Z
o Y

Sound level of PQRY-P120THMU-A/YHMU-A

90 5
Stand 60Hz ]
80 [—"""77" Low 60Hz ]
g ° — NC-70
°
3 60 N
o S NC-60
[ = . ~
3 50 =
5 = NC-50
§ = Sa = —A\
o 40 S~ =T
& SN NC-40
° —~_
© 30
) NC-30
20 EApproximate minimum: e
r—audible limit on NC-20
10 [ continyous noise

63 125 250 500 1k 2k 4k 8k

Octave band central frequency (Hz)

63 | 125| 250 | 500 | 1k | 2k 4k 8k | dB(A)
Standard [60Hz 63.0 | 56.0 | 50.0 | 45.5 | 44.0 | 41.0 | 45.0 | 34.5 | 51.0
Low noise mode | 60Hz 61.5|54.0 | 48.5|44.0 | 39.0 | 38.0 | 41.5 | 29.5 | 48.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PQRY-P72THMU-A/YHMU-A

90 T T : - . _
Stand 60Hz 9
80 [ " Low 60Hz ]
g — NC-70
[
o 60 P
2 S NC-60
g s0 e
° = NC-50
2 ~
3 S
o 40 S
e = — S NC-40
© SN -
O 30 N
= NC-30
20 EApproximate minimum; —
t—audible limit on NC-20
10 [ continyous noise

63 125 250 500 1k 2k 4k 8k

Octave band central frequency (Hz)

63 | 125| 250 | 500 | 1k | 2k 4k 8k | dB(A)
Standard [60Hz 60.5 | 53.0 | 47.5 | 43.0 | 38.0 | 37.0 | 40.5 | 28.5 | 47.0
Low noise mode | 60Hz 56.5 | 50.0 | 44.0 | 39.5 | 36.0 | 34.5 | 36.5 | 28.5 | 44.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PQRY-P96THMU-A/YHMU-A

90 5
Stand 60Hz ]
80 — " Low 60Hz ]
g 7 — NC-70
2
o 60 Py
TN -
g § NC-60
8 50 S
o —— NC-50
g - ——
o 40 = —
% ===r S S— NC-40
G ~,
O 30
> NC-30
20 EApproximate minimum:;
r—audible limit on NC-20
10 [ continyous noise

63 125 250 500 1k 2k 4k 8k

Octave band central frequency (Hz)

63 | 125| 250 | 500 | 1k | 2k 4k 8k | dB(A)
Standard [60Hz 61.0 | 54.0 | 48.0 | 43.5 [42.0 | 39.0 | 43.0 | 32.5 | 49.0
Low noise mode | 60Hz 60.5 | 53.0 | 47.5 | 43.0 | 38.0 | 37.0 | 40.5 | 28.5 | 47.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.
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6. SOUND PRESSURE LEVELS

Measurement condition
PQRY-P144,168,192,216,240TSHMU-A/YSHMU-A

3-1/44t.
(1m) |
. :
Measurement
location E~
TE
(_J) ~
I LT /

Sound level of PQRY-P192TSHMU-A/YSHMU-A

90 ]
Stand 60Hz 1
80 """ Low 60Hz ]
g 1 — NC-70
e
D 60 IS
g \ NC-60
8 50 >
° e NC-50
& == e —
o N AN NN SN D e T T S,
o 40 D
3 — N NC-40
© —
O 30
) NC-30
20 EApproximate minimum I
t— audible limit on NC-20
10 [ continyous noise
63 125 250 500 1k 2k 4k 8k
Octave band central frequency (Hz)
63 | 125| 250 | 500 | 1k | 2k | 4k 8k | dB(A)
Standard [60Hz 64.0 | 57.0 | 51.0 | 46.5 | 45.0 | 42.0 | 46.0 | 35.5 | 52.0
Low noise mode | 60Hz 62.5 | 56.0 | 50.0 | 46.0 [ 42.0 | 40.5 | 42.5 | 31.5 | 50.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PQRY-P144TSHMU-A/YSHMU-A

Sound level of PQRY-P216TSHMU-A/YSHMU-A

920 T T T T T s 90 : : T T T
Stand 60Hz ] Stand 60Hz 1
80— """ Low 60Hz ] 80 —— Low 60Hz ]
g — NC-70 g 70 —— NC-70
E 2 o0
& 60 P<s & 60 ﬁ‘&
> SAN NC-60 o S NC-60
5 N < N
3 < \“Q
50 T~ & 50 o
© B NC-50 - == NC-50
g 20 iy > L N § % S = PP i
E S E—— =S NC-40 B S NC40
B S ° . S|
O 30 = O 30
x NC-30 P NC-30
20 [ Approximate minimum: —— 20 [ Approximate minimum: —
i audible limit on NC-20 —audible limit on NC-20
10 |- continyous noise 10 :continqous noise
63 125 250 500 1k 2k 4k 8k 63 125 250 500 1k 2k 4k 8k
Octave band central frequency (Hz) Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k 2k 4k 8k | dB(A) 63 | 125| 250 | 500 | 1k 2k 4k 8k | dB(A)
Standard ‘60Hz 63.5 | 56.0 | 50.5 | 46.0 | 41.0 | 40.0 | 43.5 | 31.5 | 50.0 Standard \60Hz 65.0 | 58.0 | 52.0 | 47.5 | 46.0 | 43.0 | 47.0 | 36.5 | 53.0
Low noise mode | 60Hz 61.0|54.5]47.5]43.5|385|37.0 | 380|300 47.0 Low noise mode | 60Hz 64.0 | 56.5 | 51.0 | 46.5 | 41.5 | 40.5 | 44.0 | 32.0 | 50.5

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PQRY-P168TSHMU-A/YSHMU-A

Sound level of PQRY-P240TSHMU-A/YSHMU-A

20 | 90 ‘ ‘ ‘ ‘ ‘ q
Stand 60Hz 9 Stand 60Hz 9
80 """ Low 60Hz ] 80 —— Low 60Hz ]
g mn — NC-70 g —— NC-70
© K7
B 60 XN 3 60 N
S NS NC-60 o SN NC-60
5 oS 5 RENS
8 50 — & 50 2T
o RSN NC-50 ° —— NC-50
E 40 — S g 40 S \_»'\‘%\
2 o NC-40 2 >N NC-40
k] — S © =
O 30 O 30
a NC-30 z NC-30
20 |~ Approximate minimum 20 [ Approximate minimum ——
r—audible limit on NC-20 —audible limit on NC-20
10 [ continyous noise 10 :continqous noise
63 125 250 500 1k 2k 4k 8k 63 125 250 500 1k 2k 4k 8k
Octave band central frequency (Hz) Octave band central frequency (Hz)
63 | 125] 250 | 500 | 1k 2k 4k 8k | dB(A) 63 | 125| 250 | 500 | 1k 2k 4k 8k | dB(A)
Standard ‘GOHZ 63.5 | 56.5 | 50.5 | 46.0 | 43.5 | 41.0 | 45.0 | 34.0 | 51.0 Standard \60Hz 66.0 | 59.0 | 53.0 | 48.5 | 47.0 | 44.0 | 48.0 | 37.5 | 54.0
Low noise mode ‘GOHZ 62.0 | 55.0 | 49.5 | 44.5 | 41.5]40.5 [ 40.0 | 31.5 | 49.0 Low noise mode ‘GOHZ 64.5|57.0|51.5]47.0]42.0]41.0 445|325 | 51.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.
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7. CAPACITY TABLES

7-1. Correction by Tem

perature

CITY MULTI could have varied capacity at different design temperatures. Using the nominal cooling/heating capacity value
and the ratio below, the capacity can be observed at various temperatures.

PQRY- P72THMU P72YHMU
Nominal | kwy 21.3 21.3
Cooling
Capacity | BTU/h 72,700 72,700
Input kW 3.97 3.97
Inlet-water temp. ‘ ‘————ﬁ%ﬂ?cny Water volume ‘ ‘____ﬁ%ﬁ?c'ty
14 1.3
1.3 12
1.2
11 11
2 kel
E 1.0 § 1.0 =
0.9 0.9
0.8
07 0.8
0.6 0.7
50.0 60.0 70.0 80.0 90.0 100.0 110.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0
Inlet-water temp. [°F] Water-volume[gpm]
i Capacitt
Intake air temp. ‘ ‘____ out Water-pressure drop
1.2
B 4
Q.
11 =
o
© 3
o 1.0 = g
e .
= 7] 2
& 0.9 $ 2
B ‘9—_ » 1
@
<1
0.8 ©
=
0.7 0
59 61 63 65 67 69 71 73 75 18 20 22 24 26 28 30 32 34
Intake air temp. [°FWB] Water-volume[gpm]
PQRY- P72THMU P72YHMU
Nominal | kw 23.4 23.4
Heating
Capacity | BTU/h 80,000 80,000
Input kW 3.83 3.83
Inlet-water temp. | [T2— pabi® Water volume || S0
14 1.3
1.
3 1.2
1.2
11 : 1.1
kel i)
E 1.0 &u 1.0 =
0.9
0.9
0.8
07 0.8
0.6 0.7
50.0 600 70.0 80.0 90.0 100.0 110.0 200 220 240 26.0 280 300 320
Inlet-water temp. [°F] Water-volume[gpm]
i Capacit:
Intake air temp. ‘ ‘____ |npﬂt Y Water-pressure drop
1.2
B 4
Q.
1.1 ‘g <
o
© 3
1.0 e
° 7 -
O ! Y
© 09 g A
e N :
08 T !
=
0.7 0
59 61 63 65 67 69 71 73 75 77 79 18 20 22 24 26 28 30 32 34
Intake air temp. [°FDB] Water-volume[gpm]
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7. CAPACITY TABLES

PQRY- P96THMU P96YHMU
Nominal | kv 28.2 28.2
Cooling
Capacity | BTU/h 96,300 96,300
Input kW 5.77 5.77
C it C it
Inlet-water temp. ‘ ‘———-ln?nﬂ?my Water volume ‘ ‘____,nf)ﬂ?c'y
1.4 1.3
1.3 12
1.2
11 1.1
2 )
§ 1.0 § 1.0 ==
0.9 0.9
0.8
07 = 0.8
0.6 0.7
500 600 70.0 800 90.0 100.0 110.0 20.0 220 240 26.0 280 30.0 320
Inlet-water temp. [°F] Water-volume[gpm]
i Capacit
Intake air temp. H----lnpﬂt v Water-pressure drop
1.2
T 4
o
1.1 = p
) /
© 3
o 10 = =
= = > 2 ~
£ o g 2
. !?h- 5 -1
o)
<1
0.8 ©
=
0.7 0
59 61 63 65 67 69 71 73 75 18 20 22 24 26 28 30 32 34
Intake air temp. ["FWB] Water-volume[gpm]
PQRY- P96THMU P96YHMU
Nominal | kwy 31.7 31.7
Heating
Capacity | BTU/h 108,000 108,000
Input kW 6.18 6.18
C it C it
Inlet-water temp. ‘ ‘———-In?)z&tmy Water volume ‘ ‘____lnf)ﬁ?c'y
14 1.3
1.3
1.2
1.2
11— 1
o 2
§ 1.0 &u 1.0 == ==
0.9
0.9
0.8
07 08
0.6 0.7
50.0 60.0 70.0 80.0 90.0 100.0 110.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0
Inlet-water temp. [°F] Water-volume[gpm]
i Capacit
Intake air temp. H____.np’fn Y Water-pressure drop
1.2
E 4
1.1 = A
) /
° 3
1.0 =
2 3 2
T = NN
T 09 X 2 >
?‘ -~
e J 5
201
0.8 ©
=
7 0
59 61 63 65 67 69 71 73 75 77 79 18 20 22 24 26 28 30 32 34
Intake air temp. [°FDB] Water-volume[gpm]
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7. CAPACITY TABLES

PQRY- P120THMU P120YHMU
Nominal | kw 35.2 35.2
Cooling
Capacity |BTU/h 120,000 120,000
Input kW 7.73 7.73
Inlet-water temp. ‘ ‘———-ﬁ%ﬁ?uty Water volume ‘ ‘____ﬁ%ﬂ?c'ty
14 1.3
1.3 1.2
1.2
11 3 1.1
il el
3 10 & 1.0 ==
0.9 0.9
0.8
07 = 0.8
0.6 0.7
500 60.0 700 80.0 90.0 100.0 110.0 20.0 22.0 240 260 280 30.0 320
Inlet-water temp. [°F] Water-volume[gpm]
f Capacit
Intake air temp. ‘ ‘__--mp'fn R4 Water-pressure drop
1.2
T 4
o
1.1 ‘§ » “
S 3
° 1.0 = = = g
§ 0.9 = g 2 -
5}
= 1
0.8 ®©
=
0.7 0
59 61 63 65 67 69 71 73 75 18 20 22 24 26 28 30 32 34
Intake air temp. ["PFWB] Water-volume[gpm]
PQRY- P120THMU P120YHMU
Nominal | kw 39.6 39.6
Heating
Capacity |BTU/h 135,000 135,000
Input kW 7.62 7.62
Inlet-water temp. ‘ ‘———-ﬁ%ﬂ?my Water volume ‘ ‘____ﬁ]?)ﬂfc"y
1.4 1.3
1.3 12
1.2
11 . 1.1
il _g
§ 1.0 g 1.0 == ==
0.9 09
0.8
0.7 0.8
0.6 0.7
50.0 60.0 70.0 80.0 90.0 100.0 110.0 200 220 240 260 280 300 320
Inlet-water temp. [°F] Water-volume[gpm]
; Capacit
Intake air temp. ‘ ‘____ it Y Water-pressure drop
1.2
T 4
2
1.1 S >
S 3 o
1.0 I
% < N é 2 &
X 09 N g -
& J é 1 =
0.8 ©
=
0.7 0
59 61 63 65 67 69 71 73 75 77 79 18 20 22 24 26 28 30 32 34
Intake air temp. [°FDB] Water-volume[gpm]
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7. CAPACITY TABLES

PQRY- P144TSHMU

P144YSHMU

Nominal | kw 426 426

Cooling
Capacity BTU/h 145,400

145,400

Input kW 8.18 8.18

Inlet-water temp. ‘ ‘____ﬁ%ﬂ?c'ty

1.4

1.3

1.2

1.1

1.0

Ratio

0.9

0.8

0.7

06 50.0 60.0

Inlet-water temp. [°F]

70.0 80.0 90.0 100.0 110.0

Capacity

Intake air temp. ‘ ‘____ Input

Ratio
/

0.9

0.8

0.7

59 61 63 65 67 69 71 73 75

Intake air temp. [°FWB]

PQRY- P144TSHMU

P144YSHMU

Nominal | kw 46.9 46.9

Heating
Capacity |BTU/h 160,000

160,000

Input kW 7.89 7.89

Capacit
Inlet-water temp. ‘ ‘___- |nf)ﬂ?0' Y

1.4

1.3

1.2

1.1

1.0

Ratio

0.9

0.8

0.7

0.6

500 60.0 700 80.0 90.0 100.0 110.0

Inlet-water temp. [°F]

Capacity

Intake air temp. ———— Ihput

Ratio
\
7

0.9

0.8

0.7
59 61 63 65 67 69 71 73 75 77 79
Intake air temp. [°FDB]

Ratio

Water-pressure drop[psi]

Ratio

Water-pressure drop[psi]

0.8

0.7

0.9

0.8

0.7

Water volume ‘ ‘ —— ﬁiﬂ?c'ty
200 220 240 260 280 300 320
Water-volume[gpm]
Water-pressure drop
o~
1
-
18 20 22 24 26 28 30 32 34
Water-volume[gpm]
Capacit
Water volume ‘ ‘____,nf,ﬂ?c'y

200 220 240 26.0 28.0 30.0 32.0

Water-volume[gpm]

Water-pressure drop

18

20 22 24 26 28 30 32 34
Water-volume[gpm]
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7. CAPACITY TABLES

PQRY- P168TSHMU P168YSHMU
Nominal | kw 49.6 49.6
Cooling
Capacity |BTU/h 169,100 169,100
Input kw 10.02 10.02
Inlet-water temp. ‘ ‘____ﬁ?,ﬂfc'ty Water volume ‘ ‘____ﬁf,ﬂ?c'ty
14 1.3
1.3 12
1.2
11 i 1.1
o i)
§ 1.0 &‘S 1.0 L
0.9 0.9
0.8
T 0.8
0.6 0.7
50.0 60.0 700 800 900 1000 110.0 200 220 240 260 280 300 320
Inlet-water temp. [°F] Water-volume[gpm]
H Capacit
Intake air temp. H--—-mpﬂt v Water-pressure drop
1.2
7 4
o
1.1 §
S 3
o 10 = %
B — N
@ 0.9 = é 2 -
. 5_ s 1
o)
= 1
0.8 ©
=
0.7 0
59 61 63 65 67 69 71 73 75 18 20 22 24 26 28 30 32 34
Intake air temp. ["FWB] Water-volume[gpm]
PQRY- P168TSHMU P168YSHMU
Nominal | kyy 55.1 55.1
Heating
Capacity |BTU/h 188,000 188,000
Input kw 10.32 10.32
Inlet-water temp. ‘ ‘____ﬁ‘;ﬁ?c'ty Water volume ‘ ‘____ﬁ]?)ﬂ?c'ty
1.4 1.3
1.3 1o
1.2
11— 1
o 2
§ 1.0 D(:u 1.0 =
0.9 0.9
0.8 B e e e e e e e e e e e
0.7 08
0.6 0.7
500 600 700 800 900 100.0 110.0 200 220 240 260 280 300 320
Inlet-water temp. [°F] Water-volume[gpm]
i Capacit
Intake air temp. H———-mpﬁt y Water-pressure drop
1.2
T 4
1.1 e
[e]
5 3
1.0 o
/ 7 . :
€ 09 g »
& N ,é_, 1 -
0.8 ©
=
7 0
59 61 63 65 67 69 71 73 75 77 79 18 20 22 24 28 30 32 34
Intake air temp. [°FDB] Water-volume[gpm]
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7. CAPACITY TABLES

PQRY- P192TSHMU P192YSHMU
Nominal | kw 56.4 56.4
Cooling
Capacity |BTU/h 192,600 192,600
Input kW 11.89 11.89

Capacity
Inlet-water temp. ‘ ‘____,nput
14
1.3
1.2
11
8
T 1.0
4
0.9
0.8
0.7 —
0.6
500 600 70.0 80.0 900 100.0 110.0
Inlet-water temp. [°F]
i Capacity
Intake air temp. ‘ ‘———-Input
1.2
1.1
1.0 —
o == BN
< <
“ 09
0.8
0.7
59 61 63 65 67 69 71 73 75
Intake air temp. [°FWB]

PQRY- P192TSHMU P192YSHMU
Nominal | kwy 63.3 63.3
Heating
Capacity | BTU/h 216,000 216,000
Input kW 12.74 12.74

Capacity
Inlet-water temp. ‘ ‘____,nput
1.4
1.3
1.2
1.1 .
o
£ 10
o
0.9
0.8
0.7
0.6
50.0 60.0 70.0 80.0 90.0 100.0 110.0
Inlet-water temp. [°F]
i Capacity
Intake air temp. ‘ ‘———-Input
1.2
1.1
1.0
i)
T = S
* 09 N
A1 ~N
0.8
7
59 61 63 65 67 69 71 73 75 77 79

Intake air temp. [°FDB]

Capacity
Water volume ‘ ‘____ Input
1.3
1.2
1.1
o
510 =—
0.9
0.8
0.7
20.0 22.0 240 260 280 300 320
Water-volume[gpm]
Water-pressure drop
7 4
k=3
Q.
8 ”
© 3
I
>
g 2 it
¢ ]
[9)
5 1
=
0
18 20 22 24 26 28 30 32 34
Water-volume[gpm]
Capacity
Water volume ‘ ‘____ Input
1.3
1.2
1.1
o
® 10 = ==
o
0.9
0.8
0.7
20.0 220 240 260 280 300 320
Water-volume[gpm]
Water-pressure drop
7 4
K=3
Q.
8 ”
© 3
I
2 o
g 2
& —
9]
c 1
=
0
18 20 22 24 26 28 30 32 34

Water-volume[gpm]
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7. CAPACITY TABLES

PQRY- P216TSHMU P216YSHMU
Nominal | kyy 63.3 63.3
Cooling
Capacity |BTU/h 216,000 216,000
Input kW 13.90 13.90
inletwater temp. | [ ——— gani ™" Watervolume | [ o529
1.4 1.3
1.3 12
1.2
11 3 1.1
iel 2
g 10 § 1.0 ==
0.9 0.9
0.8
07 F— 08 P
0.6 0.7
50.0 60.0 70.0 80.0 90.0 100.0 110.0 20.0 220 240 26.0 28.0 30.0 32.0
Inlet-water temp. [°F] Water-volume[gpm]
i C it
Intake air temp. ‘ ‘___- out Water-pressure drop
1.2
B 4
[oN
1.1 E ”
5 3
o 1.0 — o
£ —_— . 3
g 0.9 = ﬁ 2 -
R ‘9—_ »: 1
@
= 1
0.8 ®©
=
0.7 0
59 61 63 65 67 69 71 73 75 18 20 22 24 26 28 30 32 34
Intake air temp. ["PFWB] Water-volume[gpm]
PQRY- P216TSHMU P216YSHMU
Nominal | kw 71.2 712
Heating
Capacity BTU/h 243,000 243,000
Input kW 14.22 14.22
Inlet-water temp. ‘ ‘———-ﬁ%ﬂ?my Water volume ‘ ‘____Icr:]?)ﬂ?cny
1.4 1.3
1.3 12
1.2
11 : 1.1
o ie]
E 1.0 § 1.0 E=
09 0.9
0.8 '
07 0.8
0.6 0.7
50.0 60.0 70.0 80.0 90.0 100.0 110.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0
Inlet-water temp. [°F] Water-volume[gpm]
i Capacit
Intake air temp. ‘ ‘____,np‘l’n ¥ Water-pressure drop
1.2
E 4
1.1 = py
S /
S 3
1.0 o
% = N é 2 &
* 09 X “5’_ 2
e J 5+_-Z ; .
0.8 §
7 0
59 61 63 65 67 69 71 73 75 77 79 18 20 22 24 26 28 30 32 34
Intake air temp. [°FDB] Water-volume[gpm]
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7. CAPACITY TABLES

PQRY- P240TSHMU P240YSHMU
Nominal | kyy 70.3 70.3
Cooling
Capacity |BTU/h 240,000 240,000
Input kW 15.93 15.93

Inlet-water temp. ‘ ‘____,%?J’f,?c'ty
14
1.3
1.2
11
i)
T 1.0
4
0.9
0.8
0.7 =
0.6
50.0 60.0 70.0 80.0 90.0 100.0 110.0
Inlet-water temp. [°F]
; Capacity
Intake air temp. ‘ ‘____lnput
1.2
1.1
1.0 —
) = hS
(] <
® 09
0.8
0.7
59 61 63 65 67 69 71 73 75
Intake air temp. [°FWB]

PQRY- P240TSHMU P240YSHMU
Nominal | kyy 79.1 79.1
Heating
Capacity |BTU/h 270,000 270,000
Input kW 15.70 15.70

Capacity
Inlet-water temp. ‘ ‘____,nput
1.4
1.3
1.2
11—
[e]
Z 1.0
o
0.9
0.8
0.7
0.6
50.0 60.0 700 80.0 90.0 100.0 110.0
Inlet-water temp. [°F]
; Capacity
Intake air temp. ‘ ‘———-Input
1.2
1.1
1.0
il
T =
* 09
-~ '~
0.8
0.7
59 61 63 65 67 69 71 73 75 77 79

Intake air temp. [°FDB]

1.3

1.2

11

1.0

Ratio

0.9

0.8

0.7

Water-pressure drop[psi]

Ratio
P

0.9

0.8

0.7

Water-pressure drop[psi]

0

Water volume ‘ ‘____ ﬁiﬂ?c'w
200 220 240 260 280 300 320

Water-volume[gpm]
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7. CAPACITY TABLES

Water temperature correction factors (Geothermal)

These geothermal correction factor charts illustrate the performance of the equipment with the unit’s low temp dip switch (SW3-9)
to ON, and glycol protection for freezing down to 5° F.

PQRY-P72~240T(S)HMU-A/Y(S)HMU-A

@ Cooling Inlet-water temp.

@ Heating Inlet-water temp.
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7. CAPACITY TABLES

Glycol correction factors
PQRY-P72~240T(S)HMU-A/Y(S)HMU-A
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7. CAPACITY TABLES

Glycol freeze protection %
PQRY-P72~240T(S)HMU-A/Y(S)HMU-A
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Note:

A specific chemical company provided the graph above, but the freezing temperature
conditions may be slighly different for each company.

Please obtain specific data directly from the chemical company.

It is also recommended to set the glycol concentration to a percentage that will
maintaine the freezing temperature at 5°F/-15°C or less.
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Note:

A specific chemical company provided the graph above, but the freezing temperature
conditions may be slighly different for each company.

Please obtain specific data directly from the chemical company.

It is also recommended to set the methanol concentration to a percentage that will
maintaine the freezing temperature at 5°F/-15°C or less.
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PQRY- P72THMU P72YHMU
Nominal | kwy 21.3 21.3
Cooling
Capacity | BTU/h 72,700 72,700
Input kW 3.97 3.97
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PQRY- P96 THMU P96YHMU
Nominal | kw 28.2 28.2
Cooling
Capacity |BTU/h 96,300 96,300
Input KW 5.77 5.77
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PQRY- P96 THMU P96YHMU
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PQRY- P120THMU P120YHMU
Nominal | kw 352 35.2
Cooling
Capacity BTU/h 120,000 120,000
Input kW 7.73 7.73
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PQRY- P144TSHMU P144YSHMU
Nominal | kwy 42.6 42.6
Cooling
Capacity | BTU/h 145,400 145,400
Input kw 8.18 8.18
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PQRY- P168TSHMU P168YSHMU
Nominal |k 49.6 49.6
Cooling
Capacity BTU/h 169,100 169,100
Input kW 10.02 10.02
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PQRY- P192TSHMU P192YSHMU
Nominal | kyy 56.4 56.4
Cooling
Capacity BTU/h 192,600 192,600
Input kW 11.89 11.89
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PQRY- P216TSHMU P216YSHMU
Nominal | kw 63.3 63.3
Cooling
Capacity |BTU/h 216,000 216,000
Input kw 13.90 13.90
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Nominal | kw 71.2 71.2
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PQRY- P240TSHMU P240YSHMU
Nominal | kw 70.3 70.3
Cooling
Capacity |BTU/h 240,000 240,000
Input kW 15.93 15.93
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7. CAPACITY TABLES

Water temperature correction factors (Geothermal)
PQRY-P72~240T(S)HMU-A/Y(S)HMU-A
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o 2 09 //
S 09 NG 2 /
\ 08
/
08 07 A4
v
07 06
5 0 5 10 15 20 25 30 35 40 45 5 0 5 10 15 20 25 30 35 40 45
Inlet-water temp. [°C] Inlet-water temp. [°C]
14 13
13 / //\
/ 12 /
5 12 A 3
g / 2 11 /
= 11 / 5 /’
£ 10 // g 10
Q. Y
5 09 i/ °
£ /| £ 09
5 o8 Ve i \\
07 P 08
06 07
5 0 5 10 15 20 25 30 35 40 45 5 0 5 10 15 20 25 30 35 40 45
Inlet-water temp. [°C] Inlet-water temp. [°C]
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7. CAPACITY TABLES

Glycol correction factors
PQRY-P72~240T(S)HMU-A/Y (S)HMU-A

2 MITSUBISHI ELECTRIC CORPORATION
© 2013 Mitsubishi Electric US, Inc.

2012 WR2-SERIES (July 2013)
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7. CAPACITY TABLES

Glycol freeze protection %
PQRY-P72~240T(S)HMU-A/Y (S)HMU-A

50/10

O
D 32/0 emmao
@ 1:\::..__ I Polypropylene Glycol
S 14/-10 TN s
S !-!E
()] N ~
S 4/-20 N SN
IG—J Ethylene Glycol \‘\ S

-22/-30 N N
8) N\ N .
-qﬁ) \‘\
© -40/-40 \\ N
L N\ N\

N\
-58 /-50 .

0 10 20 30 40 50 60 70 80 9 100
Glycol Concentration wt%

Note:

A specific chemical company provided the graph above, but the freezing temperature
conditions may be slighly different for each company.

Please obtain specific data directly from the chemical company.

It is also recommended to set the glycol concentration to a percentage that will
maintaine the freezing temperature at 5°F/-15°C or less.

50/ 10
S 3270
L N
wn
Q 14/-10 Methanol
= N\
g 4/ -20 \“
S 4.
S
l_
o -22/-30 N\
c
N ‘\
O -40/-40
LL
.58 / -50

0 10 20 30 40 50 60 70 80 90 100
Methanol Concentration wt%

Note:

A specific chemical company provided the graph above, but the freezing temperature
conditions may be slighly different for each company.

Please obtain specific data directly from the chemical company.

It is also recommended to set the methanol concentration to a percentage that will
maintaine the freezing temperature at 5°F/-15°C or less.
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7. CAPACITY TABLES

7-2. Correction by Total Indoor

CITY MULTI systems have different capacities and inputs when different combinations of indoor units with different total
capacities are connected. Using the following tables, the maximum capacity can be found to ensure the system is installed with
enough capacity for a particular application.

PQRY-P72THMU/YHMU |

35.0

30.0

25.0

Capacity(kW)

10.0 T

5.0

Input(kW)

— — P72

——

Cooling
———= Heating

0.0

0 50 100 150
Total capacity of indoor units

PQRY-P72THMU/YHMU

120,000

110,000

100,000

90,000

70,000

Capacity(BTU/h)
S
o
8
|
|

60,000

50,000

40,000

5.0

Input(kW)

— += P72

Cooling
———= Heating

0.0

0 50 100 150
Total capacity of indoor units
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7. CAPACITY TABLES

PQRY-P96 THMU/YHMU |

35.0

Capacity(kW)

20.0

15.0

5.0

Input(kW)

==

P96

——=—= Heating

Cooling

0.0

50

100
Total capacity of indoor units

150

PQRY-P96THMU/YHMU |

120,000

110,000

100,000

90,000

o
S
[=3
i3
S

70,000

Capacity(BTU/h)

60,000

50,000

40,000

10.0 [——

5.0

Input(kW)

P96

——=—= Heating

Cooling

0.0

50

100
Total capacity of indoor units

150

2 MITSUBISHI ELECTRIC CORPORATION
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7. CAPACITY TABLES

PQRY-P120THMU/YHMU |

50.0

Capacity(kW)

100 =—7——

7 —_——

Input(kW)
(&)
o

P120

Cooling
— === Heating

0.0

0 50 100 150 200
Total capacity of indoor units

PQRY-P120THMU/YHMU |

200,000

160,000

120,000

80,000

Capacity(BTU/h)
\

40,000 =———— —

10.0

Input(kW)
(&)
o
N\

P120

Cooling
——=—= Heating

0.0

0 50 100 150 200
Total capacity of indoor units
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7. CAPACITY TABLES

PQRY-P144TSHMU/YSHMU |

Capacity(kW)

10.0

Input(kW)

5.0

25

60.0

40.0

P

s —————

P144

Cooling

———= Heating

50

100

150 200
Total capacity of indoor units

250

PQRY-P144TSHMU/YSHMU

200,000

160,000

120,000

Capacity(BTU/h)

80,000

40,000

10.0

Input(kW)

5.0

25

0 s e

P144

Cooling

———= Heating

50

100

150 200
Total capacity of indoor units

250
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PQRY-P168TSHMU/YSHMU |

70.0

NCHEAN

Capacity(kW)

\
\
NN

N,
AN

AN

20.0 ==

20.0 ———

Input(kW)
<
o

P168

Cooling
———= Heating

0.0

0 100 200 300 400
Total capacity of indoor units

PQRY-P168TSHMU/YSHMU |

250,000

200,000

150,000 7

Capacity(BTU/h)

100,000 Z

50,000

Input(kW)
>
o

=

—

== P168

Cooling
———= Heating

0.0

0 100 200 300 400
Total capacity of indoor units
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7. CAPACITY TABLES

PQRY-P192TSHMU/YSHMU |

70.0

50.0

N,
N\

Capacity(kW)

40.0

N

A

30.0

20.0 ==

20.0

15.0

————

10.0

Input(kW)

5.0

P192

——=—= Heating

Cooling

0.0

100 200 300
Total capacity of indoor units

400

PQRY-P192TSHMU/YSHMU |

250,000

200,000

150,000

100,000

Capacity(BTU/h)

50,000

20.0

10.0

Input(kW)

P192

——=—= Heating

Cooling

0.0

100 200 300
Total capacity of indoor units

400
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PQRY-P216TSHMU/YSHMU |
80.0
70.0 // -
/.
— 4 //‘
i 60.0 e
2 -
8 iy 4
% 500 Suyd
o : VR4
7
4
ARy
40.0 iy 4
: yd
oy
//
300 =———"— —]
250 [—F—— E————
20.0
g
H 15.0 — -
£ L == g
prd
=
10.0 > P216 N
= Cooling
4//‘7 ———~ Heating
5.0
0 100 200 300 400
Total capacity of indoor units
PQRY-P216TSHMU/YSHMU |
300,000
250,000 — ===
7 — i
s T —
5 ~
B 200,000
= 7
S e
g ”
& 150000 ~
e
100,000
50,000 E=————— —
250 [———————— - S —
g
] 15.0 — -
£ [ — =
.
=
zZ P216 N
- Cooling
J//P ———=- Heating
5.0
0 100 200 300 400
Total capacity of indoor units
WR2-56 2012 WR2-SERIES (July 2013) 2 MITSUBISHI ELECTRIC CORPORATION

© 2013 Mitsubishi Electric US, Inc.



7. CAPACITY TABLES

PQRY-P240TSHMU/YSHMU |

100.0

80.0

60.0 -

Capacity(kW)

40.0

20.0

0.0 ==

25.0

20.0

15.0

Input(kW)

10.0 =

P240

Cooling

—— == Heating

5.0

100

200

300 400
Total capacity of indoor units

500

PQRY-P240TSHMU/YSHMU |

350,000

300,000

250,000

Capacity(BTU/h)

200,000 <

150,000 <

100,000 E=——

25.0

20.0

15.0

Input(kW)

10.0 =

P240

Cooling

—— == Heating

5.0

100

200

300 400
Total capacity of indoor units

500
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7. CAPACITY TABLES

7-3. Correction by Refrigerant Piping Length
CITY MULTI systems can have extended piping lengths if certain limitations are followed, but cooling/heating capacity could be

reduced. Using the following correction factor by equivalent piping length shown at 7-3-1 and 7-3-2, capacity can be found. 7-3-3
shows how to obtain the equivalent piping length.

7-3-1. Cooling Capacity Correction

PQRY-P72THMU/YHMU PQRY-P168TSHMU/YSHMU
1.00 36 1.00 84
N S
N\ ™N \\ ™N
— — \
Soo5[ A So0.9s ™ S
& N N £ N\ N
50.90 NS ~ 50.90 o2y, .
3 N - N z N e NG
2085 e N 8085 N, ~
5 & 5 i ~N
8 NN Pa, ™N 8 00 N 12
o e, N o Ny, 6
20.80 oy, N 20.80 N
ioha ‘\\(’%o NN @ AN
@®© r
8075 \\\\a,,,-, 54 §0.75 NN 168
0.
o RN ) N252
=0.70 N 50.70
3 ~72 | 8
©0.65 108 | ~0.65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
Piping equivalent length Piping equivalent length
PQRY-P96 THMU/YHMU PQ1RO¥)-P192TSHMUIYSHMU
1.00 < < 48 E ~ ‘\\ 96
- N N o N ~
5 N ™ 20.95 ™
£0.95 ~ Lo. ~
S N\ NG K N\ NG
£0.90 Nos, N £0.90 Tory, N
= [o2 =1 &/
3 N, | N 3 N, | N
£0385 " ~ £085 i:"'o'o N~
NN 2o N o NN O
20,80 N “N72 | 0.0 SN\ N 144
© o N
§ \\::\\\ 8 \\:\\\
§0.75 o5 | 8°7° N 192
= N144 | 2 ™~ 288
£0.70 £0.70
8 §
© 0.65 0.65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
Piping equivalent length Piping equivalent length
PQRY-P120THMU/YHMU PQRY-P216TSHMU/YSHMU
1.00 60 1.00 108
\\ N ‘\\ \\
5 N\ N\ s N N
2095 £0.95 NS N
g N @ N N
- N\ N b N ” NG
50.90 » ~ 50.90 NNk ~
3 N7 N 3 AN N
3 c N ) NNl N
£0.85 Pa, £0.85 % o
3 NV ""Of, N 8 N0, NN
20.80 RN, ™ 20.80 NN N 162
] NN % ~ S ~
g NN N9 g i N &
®0.75 NN ©0.75 NI
31 ~ S N 216
@ NN = N 324
£0.70 NS =0.70
S ~ 120 3
©0.65 180 | o065
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
Piping equivalent length Piping equivalent length
PQRY-P144TSHMU/YSHMU PQRY-P240TSHMU/YSHMU
1.00 72 1.00 120
N TN . N N
S095 N N Soos| ~
Ihe ~. oY
8 \~ NN K] \ \\
S0.90 ‘\Tora, ™~ 50.90 S ~
3 s °ana¢,-q, NN 3 N, \\\
2085 %fi"do ~ 108 2o.85 \<°%e
8 N n; 8 N\ N
o \\\\ it NN o7, ™N
20.80 RS 20.80 \\"7%0 N
[$)
§ \\tt\ 144 | & \\t\'i,’i’ N 180
©0.75 N216 | 0.75
o o \\\\
£o.70 £0.70 RS
g . e N 240
o o ™ 360
0.65 0.65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
Piping equivalent length Piping equivalent length
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7. CAPACITY TABLES

7-3-2. Heating Capacity Correction

PQRY-P72THMU/YHMU PQRY-P144,168,192TSHMU/YSHMU
1.00 —<< 1.00 —~
5 e 5 ™~
g \\\\ g \\\
-§ T S T~
5 ~—— g ~_
: —~ | ~L
5090 5.0.90 ——
(5} ‘©
o o
£ 2
« ©
- 2
0.80 0.80
100200 300 400 500 600 ft 0 100 200 300 400 500 600 ft
Piping equivalent length Piping equivalent length
PQRY-P96,120THMU/YHMU PQRY-P216,240TSHMU/YSHMU
1.00 1.00
5 \\\\ S \\\
g \\\\ g \\\
5 T~ § T~
-8' ~— g \\\\
g \\\\ § T~
5.0.90 ~ >.0.90 an
Z £
3 2
8 8
2 2
g B
I I
0.80 0.80
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
Piping equivalent length Piping equivalent length
7-3-3. How to Obtain the Equivalent Piping Length
1. PQRY-P72THMU/YHMU
Equivalent length = (Actual piping length to the farthest indoor unit) + (1.15 x number of bends in the piping) [ft.]
Equivalent length = (Actual piping length to the farthest indoor unit) + (0.35 x number of bends in the piping) [m]
2. PQRY-P96,120THMU/YHMU
Equivalent length = (Actual piping length to the farthest indoor unit) + (1.38 x number of bends in the piping) [ft.]
Equivalent length = (Actual piping length to the farthest indoor unit) + (0.42 x number of bends in the piping) [m]
3. PQRY-P144,168,192,216,240THMU/YHMU
Equivalent length = (Actual piping length to the farthest indoor unit) + (1.64 x number of bends in the piping) [ft.]
Equivalent length = (Actual piping length to the farthest indoor unit) + (0.50 x number of bends in the piping) [m]
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7. CAPACITY TABLES

7-4. Operation Temperature Range
¢ Cooling

°FWB°CWB
86 30

77 25

68 20

59 15

Indoor temperature

50 10

41 5
20 -15 -10 -5 0 5 10 15 20 25 30 35 40 45 50 °C
-4 5 14 23 32 41 50 59 68 77 8 95 104 113 122 °F

Circulating water temperature

* Heating

°FDB °CDB
86 30

77 25

68 20

59 15

Indoor temperature

50 10

41 5
20 -15 -10 -5 0 5 10 15 20 25 30 35 40 45 50 °C
-4 5 14 283 32 41 50 59 68 77 8 95 104 113 122 °F

Circulating water temperature

* Combination of cooling/heating operation (Cooling main or Heating main)

Indoor temperature

Water temperature
Cooling Heating
10 to 45°C (50 to 113°F) 15 to 24°CWB (59 to 75°FWB) | 15 to 27°CDB (59 to 81°FDB)
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8. OPTIONAL PARTS

8-1. Branch Joint

Piping for CITY MULTI systems can be easily performed with branch joints and headers provided by MITSUBISHI ELECTRIC
CORP. For PQRY-P-T(S)HMU/Y(S)HMU, the following sets of branch joints are available. Details for installing the branch joint
sets are found in the System Design section, or in the Branch Joint Installation Manual.

CMY-Y102SS-G2 .
For Gas pipe: <Reducer(Accessory)> For Liquid pipe:
25/8 o112
(Outside diameter) <Reducer(Accessory)>
1-1/8
05/8
03/4 05/8 23/8
© (Outside diameter) 23/8 21/4
> | o (Outside diamw
1-3/16 13116
(2 Pcs.) (2 Pcs.)
23/4 o112
(Outside d%{f
*Pipe diameter is indicated by inside diameter. | 11
CMY-Y102LS-G2 <Reducer(Accessory)> in.
For Gas pipe: 03/4 ot 21118 For Liquid pipe:
. o1/2 e di :
(Outside diameter) (Outside diameter]
2 g <Reducer(Accessory)>
|12 ] 2-3/16
. _owm 05/8 o1 @PS) 4
(Outside diameter, (Outside diameter; 23/8 o1/4
- (Outside diameter)
034 1-3/16 i 3/8
2| o ol 03/4 0718 (2159/2.) $I:a1/2 el
< (Outside diameter, o1 el 112
- \/ Outside diamet 25/8 o 238
- (Outside diameter) 1.5/8 (Outside diameter)
3 L 23016 ] T 15116
o1 o7/8 g
(Outside diameter; 1-13/16 (2Pes)
) ) o o _ 1-11/16
*Pipe diameter is indicated by inside diameter. "(2Pcs.)
C MY_YZOZS_GZ <Reducer(Accessory)> in.
For Gas pipe: o 2 o1 01-1/8 For Liquid pipe:
o -
(Outside diameter) (Outside diameter)
T <Reducer(Accessory)>
1172 2-3/16
(3Pes) 25/8 2112
23/4 25/8 23/4 o1 L
(Outside diameter) (Outside diameter) (Outside diameter)
= e - 0112 o2 e
© . 2-3/16 SI o578 25/8 Outside diameter
5 0314 o718 SR @ ﬁ ( ) [HIB
- (Outside diameter)
ﬁ 1-15/16 0112 o1/4
PRI (Outside G\W
o L'—JWB T
o [ 05/8 03/8
(Outside diameter)\ / (Outside diw
T 1178,
*Pipe diameter is indicated by inside diameter.  |.1-11/16
C MY_YSOZS_Gz <Reducer(Accessory)> in.
For Gas pipe: o1 34 For Liquid pipe:
pip (Outside diameter) e q Pip <Reducer(Accessory)>
o1 o718 -
(Outside diameter) 158
111716 - 05/8
(Outside diameter 25/8 2112
o1 - (Outside diameter) 258 23/8
(Outside diameter, 0112 (Outside dww
1-13/16) E
1-1/8 il
© 113716 Outsid d'm-1t/4) Lt ob 03/4 112 )
= - utside diameter, © '}
> 1 ¢ 5| 234 L] od4 (Outside diameter) 958 01/4
2 0 21-1/8 I . 2 (Outside dlw
- (Outside diameter, - = = [ET
2-3/4 2-5/16 KETA T-1/g
3-15/16 e s @PS) e Outside d 03/4 05/8
Y - - t t
1 (Outside diameter) (Outside dlameter)
21 1-1 -
(Outside diameter] 2 i - 1919
. 2-3/4
*Pipe diameter is indicated by inside diameter.  [1-13/16 (2Pcs.)
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8. OPTIONAL PARTS

8-2. Headers

Piping for CITY MULTI systems can be easily performed with branch joints and headers provided by MITSUBISHI ELECTRIC
CORP. For PQRY-P-T(S)HMU/Y(S)HMU, the following sets of headers are available. Details for installing the headers are found
in the System Design section, or in the Water-source Unit’s Installation Manual.

Ref.: W901636

CMY-Y104C-G n
For gas pipe:
9 pip ID§3/4" <Reducer(Accessory)>
ID95/8"
| — -
(Accessory)
0Dg5/8" D 112"
(Feld supply) (3Pcs)
For liquid pipe:
<Reducer(Accessory)>
D9 12" ﬂ
T T =)
= L (Accessory) 0D¢38" Do 114"
o (3Pcs.)

D38’

2-15/16"

ID: Inner Diameter OD: Outer Diameter
NOTE: Besides above mentioned accessories, caps for ¢ 1/4", ¢ 3/8", ¢ 1/2", ¢ 5/8" pipes (each diameter 1 piece) are included in the Header set.

Ref.: W901637

CMY-Y108C-G
For gas pipe:
61" D4 118"
<Reducer(Accessory)>
(Aecesson) 47 D 112" ID5/8" ID97/8"
7’7E7Eﬁ7 j D934 j D34 ;0D¢3/4“
(heczsson)  p g D458 .
o e S e = A D417 i
—— E[é
(Accessory) (Accessory)
0D 34" 2 D58 0Dg5iE"
) (5 Pes) (2 Pos)
(Field supply)
Dot <Reducer(Accessory)>
e D 38"
;N‘ ]; ;NA i 1 (Accessory) IDg 114"
g & —— 038"
(Fieldsupply) 6Pcs)
\IDg 38"

"\ ID@3/8"
238" 2-38" 2-38" 238" 2-38" 2-38" 2-15/16"

221132

ID: Inner Diameter OD: Outer Diameter
NOTE: Besides above mentioned accessories, caps for ¢ 1/4", ¢ 3/8", ¢ 1/2", ¢ 5/8" pipes (each diameter 2 pieces) and 1 cap for ¢ 3/4" pipe are included in the Header set.

Ref.: W901638

CMY-Y1010C-G in.
For gas pipe:
D1 ID¢1-1/8" <Reducer(Accessory)>
D12 ID$5/8" IDg 112"
I—
(Accessory)  IDg3/4" -
Lo 0D@34" 0DP3IU" 0Dg5"
Tocessoy) _DOTR" (2Pcs.) (2Pcs.) (5Pcs.)
238" 2:3/8" 238" 238" 238" 238" 238" 238" 238" 35/32" (Accessory) D 34" IDg5/8" 1D§7/8"
BT — = F{( ?[éi
| I -
(Field supply) / 0D§58" (()g!gﬁcwslz) 0D¢ 34

For liquid pipe:
ID$5/8" Dy D§3E" <Reducer(Accessory)>
—y —f

oceson] Do 1"
(Accessory) (Accessory) 0
0D 112"
0Dg 114"

i 0D93E"
(Field supply) (5Pcs) (5Pcs)

D 3"

2:308" 318" 318" -3/6" -3/8" 2-15116"

26-9/16"

ID: Inner Diameter OD: Outer Diameter
NOTE: Besides above mentioned accessories, caps for ¢ 1/4", ¢ 3/8", ¢ 1/2", ¢ 5/8" pipes (each diameter 2 pieces) and 1 cap for ¢ 3/4" pipe are included in the Header set.
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8. OPTIONAL PARTS

8-3. Water-source Unit Twinning Kit
The water-source unit twinning kit is needed to PQRY-P-TSHMU/YSHMU to combine the refrigerant flows of the

PQRY-P-THMU/YHMU units.

CMY-Q100CBK <Elbow pipe(Accessory)>
228.58

[Low-pressure pipe twinning kit]

_ 02858
028.58
(Outside diameter) 50
\ 0222
— . 2222
\ , 8 °
! /i & P
/ ©
/\ ¥ <Pipe for routing through the front (Accessory)>
122 (@J 0202
(Outside diameter) 2

<Deformed pipe(Accessory)>
0222 22858

(Outside diameter) Hﬁ
62

<Pipe for routing through the front (Accessory)>
54 154

219.05

Note 1. Reference the attitude angle of the branch pipe below the fig.

Distributer
© NI ]
W I -

The angle of the branch pipe for hign pressure is within+15° against the horizontal plane.

2. Use the attached pipe to braze the port-opening of the distributer.
3. Pipe diameter is indicated by inside diameter.
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8. OPTIONAL PARTS

8-4. Joint Adapter Kit CMY-R160C-J for BC Controller

Joint Adapter Kit CMY-R160CJ for BC Controllers is used to combine two ports of the BC Controller for a PQRY-P-T(S)HMU/
Y(S)HMU system to enable downstream indoor unit capacity above P55 as shown in Figure 1.

The Joint kit include following items:

MInstructions | @Joint pipe | @Joint pipe @Cover 1 B Cover 2 ®Cover 3 (?Band (®Reducer
(for liquid side) (for gas side) (for gas side) (for liquid side)
Dj % % M @ m—\\\\\\' M
1pc 1pc 1pc 2pcs 1pc 1pc 8pcs 1pc
@Joint pipe (for liquid side) (@ Joint pipe (for gas side) in.(mm)
Flare nut ¢ 3/8" Flare nut ¢ 5/8" $5/8"(15.88)

$3/8"(9.52)

_$3/4"(19.05)

$3/8"(9.52)

|
L

!

!
1

$3/E(0.52) $5/8"(15.88)

9-7/32"(234)

9-7/32"(234)

1. Designing CMY-R160CJ to a PQRY-P-T(S)HMU/
Y(S)HMU System D PQRY-P-T(S)HMU-A/Y(S)HMU-A
The maximum of Indoor capacity for one port of BC con-| |3

troller is P54. When the Indoor capacity is above P54,
Joint kit CMY-R160C-J is needed to combine two ports
of BC controller to enlarge the capacity, like Groups 2
and 3 in Fig. 1.

A maximum of three Indoor units are allowed to connect

BC controller

P

CMY-Y102SS-G Reducer(P06~P18)
(attached with BC

controller)

Joint kit
CMY-R160C-J

AETERETE

|
to one port of BC controller or two combined ports of BC | ! L ]
controller using CMY-R160C-J. 1 Group1 . | (PO6~P18)
When connecting Indoor units to one port of BC l TOtSL_)L“dOOF Capacity !
1 <=

controller or two combined ports of BC controller using
CMY-R160C-J, CMY-Y102SS-G2 or CMY-Y104C-G is
applicable, like Groups 1 and 2 in Fig. 1 ©
|
|

I

I
Caution: Simultaneous operation of cooling and heating | Group2 . 11 Group3 _
modes for Indoor units connecting to the same BC ports i Total Indoor Capacity I Total Indoor Capacity
is not available. \PS5toP9s ___________Pr2orP96 _____ J

Fig.1. CMY-R160C-J applying scheme

2. Piping at the Installation Site

Refer to Figure 2 for connecting the CMY-R160CJ to the BC Controller and the pipe leading to the indoor units. Non-oxidized
brazing is necessary. Avoid getting foreign material inside the piping. After piping installation and testing for air-tightness, insulate
the joint and pipe. Details are available in the Installation Manual.

Flare nut ¢3/8" (9.52)

Clamping torque 35N*m

Use two spanners simultaneously for tightening.

Coat the flare contact surface with refrigerating machine oil.

(@ Joint pipe (for liquid side)

Piping to indoor unit
(Non-oxidized brazing)

Flare nut ¢ 5/8" (15.88)

Clamping torque 80N*m

Use two spanners simultaneously for tightening.

Coat the flare contact surface with refrigerating machine oil.

® Joint pipe(for gas side)

Fig.2. Connecting CMY-R160-J
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